
Fo 3160-3 SUBMIT IN ATE* Form approved.

(November 1983) * ^ (Other instructions on Budget Bureau No. 1004-0136
N (formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR a. ==a....BIGNATION AND BERIAI, NO.

BUREAUOF LAND MANAGEMENT U-020254

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

n/a ,
1a. TIPE or woxK

DRILLE DEEPENO PLUG BACK Î. UNIT AGEEEMENT NAME

b. Trem or wat.r. Dja

°,1.= U °w^="es O .2..2
RNNELE MEOUTIPO 8. FARM OE MBE NAME

2. NAME OF OPERATOa Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WELL NO.

3. ADDRESS Or OPERATOa
#11-9-9-16

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 1Û. FIELD AND POOL, OE WILDCAT

4. LOCATION Or war,L (Report location clearly and in accordance with any State requirements.*) BdBOi•gaabed/Green River
At surface
WW Section 9, T9S, R16E 673.6' FNL & 667.9' FWL 11. ECD

BR I
ÒEORAREL .

At oroposed prod. zone Section 9, T9S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAEEST TOWN OE POST OrrlCE* 12. COUNTY OB PARISH 13. BTATE

From Myton, Utah, approximately 18 miles Northeast Duchesne Utah
10. DISTANCE PROM PROPUSED* 10. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE. FT.
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OE CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APFRED FOR, ON TEIS lÆABE. Fr. 5,900' Rotary

21. stavATIoNs (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WOEK WILL START*

GL 5,756.2' March 15, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

sizE OF HOLE HIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

Please see a:tached Drillin Program/Casing Design for details,

Operator proposes to drill this well in accordance with the attached EXRIBITS. A
listing of EXHIBITS is also attached. As operator, we hereby request that the status
of this well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest
owner, to conduct these operations associated with the;application. Bond covefage
pursuant to 43 CFR 3104 for lease activities is being provided by Equitable Resources
Energy Company as principal and Safeco Insurance Company of America as surety under
BLMBond No. MT 0576 (Nationwide Oil & Gas Bond #5547188) who will be responsible
for compliance with all of the terms and conditions of that portion of the lease
associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT) COPY: Utah Division of Oil, Gas, & Mining

IN ABOTE SPACE DESCRIBE PROPOBED PaoanAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertleal depths. Give blowout

preventer program, it any.

SIGNED TITI,
Operations Secretary ,,,,

2-22-96

(This space for Federal or State ofuce use)

A PRO ED BS
•rrr DATE

*SeeInstructiourOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the

United States any inise. fictitious or fraudulent statements or representations as to any matter within its
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T9S, Ri6 E, S.L.B.&M.
19moz mours war ca.

2651.65' (Measured)
NB9°52'W (GL.O.) Basis of Bearings N89°52'W

- 40.11 (G.L.O.)
WELL LOCATION, MONUMENTFEDERAL

lo #11-9-9-16, LOCATED AS SHOWN IN THE
NW 1/4 NW 1/4 OF SECTION 9, T9S,

667.9. WELLLOCAT/0N: R16E, S.L.B.&M. DUCHESNE COUNTY,
MONUMENTFEDERAL/11-9-9-16 UTAH.(Comp.)
ELEV UNGRADED GROUND = 5756.2'

NO1F:
The well location bearsS44°42'56"E

- 950.1'
from the Northwest corner = N
of Sec. 9 O

THIS IS TO CERTIFY TH PLAT WAS
PREPARED FROM FIE SURVEYS

..--. MADE BY ME OR U ND THAT
THE SAME ARE T ORRE BEST OF
MY KNOWLEDGE

RE I ERE EMIEWA

TA
S ATIUO 1No. 1893

N89°50'W
- 80.24 (G.L.O.) TRI STATELANDSU & WNSULTING

38 WEST 100 NORTH - VERNAL, UTAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: S.S.

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SW)
DATE: 2-14-96 WEATHER: COOL

NOTES: FILE
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CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF
THIS WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD
ALLOWED BY FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron Oil Division
1601 Lewis Avenue
Billings, MT 59102

(406)
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Equitable Resources Energy Company
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Billings, MT 59102
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A PROPOSED DRILLING PROGRAM

B PROPOSED SURFACE USE PROGRAM

C GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM

E HAZMAT DECLARATION

F EXISTING & PLANNED ACCESS ROADS (MAPS A & B)

G WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP C)

J PROPOSED PRODUCTION FACILITY DIAGRAM

K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM
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EXHI "A"
Proposed Drilling Progran
Page 1

PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
Balcron oil Division

Monument Federal #11-9-9-16
NW NW Section 9, T9S, R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C")

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to
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EXHI "A"
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Page 2

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.00, collapse:
1.125, and joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDS/GASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon after
APD approval as possible.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie
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6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:
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7. OTHER
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Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
BALCRON OIL DIVISION

BALCRON MONUMENT FEDERAL #11-9-9-16
NW NW SECTION 9, T9S, R16E

DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 150' & 200' South and 200' & 250'
West.

B. The Monument Federal #11-9-9-16 is located 10 miles
Southwest of Myton Utah in the NW1/4 NW1/4 Section 9, T9S,
R16E, SLB&M, Duchesne County, Utah. To reach the 11-9-9-
16, proceed West from Myton, Utah along U.S. Highway 40
for 1.6 miles to the junction of this highway and Sand
Wash road; Proceed South along the Sand Wash road
approximately 10.1 miles to a road intersection, turn
right and continue 2.9 miles to road intersection. Turn
right and proceed 2.9 miles to an intersection with a jeep
trail. Continue along jeep trail 0.6 mile to proposed
access road sign. Follow flags 0.1 mile to location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B"

Approximately 0.1 mile of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be
constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - Less than 8%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

F. Culverts, cuts and fills - none.

G. Surface materials - all construction materials will be
native material taken from onsite.

H. Gates, cattleguards or fence cuts - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction.standards. All drainage ditches and culverts
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will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company Within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout is
included in this APD.

3. Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
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a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply

A. Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the
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beginning of drilling operations.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

B. All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion
activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will be constructed .so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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O O
C. Produced fluids - liquid hydrocarbons produced during

completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with
Onshore Order #7, an application for approval of a
permanent disposal method and location, along with the
required water analysis, shall be submitted for the
Authorized Officer's approval. Failure to file an
application within the time frame allowed will be
considered an incidence of noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:
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A. Plat #1 shows the drill site layout as staked. Cross

sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles. The reserve pit will be on the North side of
location. Access will be from the West near corner #3.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

C. A completion rig will be moved onto location for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

D. A diagram showing the proposed production facility layout
is included in this APD.

E. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

F. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.

The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
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fencing will be maintained until the pit is backfilled.

G. Any hydrocarbons on the pit will be removed from the pit
as soon as possible after completion operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. The plastic pit liner shall be torn and perforated
before backfilling of the reserve pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
Energy Company will, restore the access road and
location to approximately the original contours.
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During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or disked prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, following the
natural contours. Seed will be drilled on contours at
a depth no greater than one-half inch (1/2"). In areas
that cannot be drilled, seed will be broadcast at
double the seeding rate and harrowed into soil.
Certified seed will be used whenever available.

Fall seeding will be completed after September 15 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed surfaces
will be reseeded with the seed mixture stipulated by
the B.L.M.

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 15 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location

1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.

2. All disturbed surfaces will be recontoured to the
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approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office

Vernal, Utah

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of
Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)
type soil to a clayey (OL) soil.
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The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area includes cattle, horses, elk, deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will not be required for this
location.
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13. Lessee's or Operator's Representative:

Equitable Resources Energy Company, Balcron Oil Division
1601 Lewis Avenue
Billings,MT 59102
(8:00 a.m. to 5:00 p.m.)
(406) 259-7860
FAX: (406) 245-1361

Dave McCoskery, Director of Operations and Engineering
Home: (406) 248-3864
Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor
Home: (801) 781-1018
Mobile: (801) 828-7291

14. CERTIFICATION:

I hereby cerify that I, or persons under my direct supervision, have inspected the
proposed drillsite and access route; that I am familiarwith the conditions which
presently exist; that any statements made in this plan are, to the best of my
knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy Company's
Balcron Oil Division and its contractors and subcontractors in conformity with this
plan and the termsand conditions under which it is approved. This statement is
subject to the provisions or 18U.S.C. 1001 for the filing of a false statement.

DATE Molly Con
Operations Secretary
Equitable Resources Energy Company
Balcron Oil Division
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EquiŠle Resources Well Pro osis EKHLB TC

We11Name MONUMENT FEDERAL #11-9-9-16 Exploratory Control Well BF #21-9Y
Location NWNW SEC9-T9S-RI6E (673' FNL, 668' FWL) Development X Operator EREC-BOD

County DUCHESNE Field wELLS DRW KB 5753
State UTAH Section NWNW 9 Section NENW 9

Total Depth 5900 Township 9S Township 98
GL (Ung) 5756.2' EST. KB 5764 Range 16E . Range 16E

Formation Tops Prognosis Sample Top Contro1Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURl½CE
GREEN RIVER 1651 4113 4093
HORSE BENCH SS 2263 3501 3481
2ND GARDEN GULCH 3957 1807 1787
Y-2 SAND (PAY) 4235 1529 1500
Y-3 SAND (PAY) 4307 1457 1437
Y-5 SAND (PAY) 4555 1209 NP
YELLOW MARKER 4595 1169 H49
DOUGIAS CREEK 4745 1019 909
R-1 SAND (PAY) 4762 1002 482
2ND DOUGLASCREEK 4083 781 761
GREEN MARKER 5132 632 612
G-5SAND (PAY) 5327 437 417
CARBONATE MARKER 5632 132 112
B-1 SAND (PAY) 5672 92 NP
TD 5000

Samples DST,s Wellsite Geologist
50' FROM 1600 TO 4000' DST#1 NONE Name: NONE
30'FROM 4000' TO TD DST#2 From: to:
5' THROUGH EXPECTED PAYS DST #3 Address:
5' THROUGH DRILLINGBREAKS DST#4

Phone # wk.
Logs Cores hm.
DLL FROM SURF CSGTO TD Core #1 NONE Fax #
LDT/CNL FROM 3800' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: Two MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 i hm.
Prepared B : K.K. REINSCHMIDT 2/20/96 Phone # wk.
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DŒŒBIT D

O EQUITABLERESOURCES Page 1 of 2

ENERGYCOMPANY
BALCRONOILDIVISION

DRILLINGPROGRAM

WELL NAME: Monument Federal #11-9-9-16 DATE: 2-21-96
PROSPECT/FIELD: Wells Draw .

LOCATION: NE NE Section 8 Twn.9S Rge.16E
COUNTY: Duchesne
STATE: Utah

TOTAL DEPTH: 5900'

HOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 5900'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing O' 260' 8 5/8" 24 J55
Production Casing O' 5900' 5 1/2" 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class"G" with 2% CaCl and 1/4
lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 250 sacks Thrifty Lite and 400 sacks 50-50

Poz.
(Actual cement volumeb will be calculated from
caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and Air Mist 0' 260' N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260' T.D. 8.7-8.9 N.A. N.A.

COMMENTS

1.) No cores or tests are planned for this
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EXHIBIT D
BALCRON OIL CO. Page 2 of 2

Operator: BALCRON OIL Well Name: Monument fed. 11-9

Project ID: Location: Duchesne Utah

Design Parameters: Design Factors:
Mud weight ( 8.80 ppg) : 0.457 psi/ft Collapse : 1.125

Shut in surface pressure : 2107 psi Burst : 1.00

Internal gradient (burst) : 0.100 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yield : 1.50 (B)

Service rating is "Sweet" Overpull : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)

1 5,900 5-1/2" 15.50 K-55 ST&C 5,900 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2697 4040 1.498 2697 4810 1.78 91.45 222 2.43 J

Prepared by : McCoskery, Billings, MT
Date : 02-21-1996
Remarks :

Minimum segment length for the 5,900 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,697 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing) , 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing model. (Version
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O O
EXHIBIT "E"

A. Hazardous chemicals 10,000 pounds of which will most likely be
used, produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing,
and producing this well:

We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremely hazardous substances threshold quantities which will
be used, produced, stored, transported, or disposed of in
association with the proposed action of drilling, completing,
and producing this well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

3/28/95
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EXHIBIT"J
PROPOSEDPRODUCTIONFACILITY DIAGRAM
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DURING DURING r
PROD. SALES -·-·-

VALVE#2 OPEN CLOSED #1
VALVE#3 CLOSED OPEN 400
VALVE#4 OPEN CLOSED - Bbl #s
VALVE#5 CLOSED CLOSED #2 TANK
VALVE#6 CLOSED CLOSED
VALVE#7 CLOSED OPEN 100

gas line Bbl
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load line

#7 #3 400 \
e--- - e Bbl #6 .

TANK

Old.
g g Reserve
ta e Pit

WELL HEAD
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RESULTSOF PALEONTOLOGYSURVEYAT EQUITABLERESOURCESCO. BALCRONOIL MONUMENT
BUTTE FEDERAL#11-9-9-16, NW/NWSection 9, T9S, Ri6E, S.L.B.&M, Duchesne Co.,
Utah.

Description of Geology and Topography-

This well location is 10 miles south and 4 miles west of Myton, ·Utah, one mile
east of Wells Draw. It sits at the southeast end of a small east trending
ridge. Slope is to the south. The access road comes in from the southwest
from an existing road, Lower Uinta Formation is exposed throughout the
immediate area with a thin layer of slope wash here and there. The Uinta
Formation here consists of hard platy maroon and red mudstone, and some layers
of sandstone.

All rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Some layers of sandstones exposed above (north) the wellpad may have a
potential for fossil plant impressions as in similar sites near here.
However, nothing of significance was found during the survey.

No vertebrate fossils were found on this location.

Recommendations-

There is always some potential for encountering significant fossils when
working in the Uinta Formation. The survey indicates that the potential is
not high for vertebrate fossils at this particular spot. Some potential
exists for plant fossils, but they are not as critical as vertebrate fossils.
If important looking fossil material is found during construction, a
paleontologist should be called to evaluate it.

No other recommendations are being made for paleontology at this location.

RESULTSOF PALEONTOLOGYSURVEYAT EQUITABLERESOURCESCO. BALCRONOIL MONUMENT
BUTTE FEDERAL#11-9-9-16, NW/NWSection 9, T9S, Ri6E, S.L.B.&M, Duchesne Co.,
Utah.

Description of Geology and Topography-

This well location is 10 miles south and 4 miles west of Myton, ·Utah, one mile
east of Wells Draw. It sits at the southeast end of a small east trending
ridge. Slope is to the south. The access road comes in from the southwest
from an existing road, Lower Uinta Formation is exposed throughout the
immediate area with a thin layer of slope wash here and there. The Uinta
Formation here consists of hard platy maroon and red mudstone, and some layers
of sandstone.

All rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Some layers of sandstones exposed above (north) the wellpad may have a
potential for fossil plant impressions as in similar sites near here.
However, nothing of significance was found during the survey.

No vertebrate fossils were found on this location.

Recommendations-

There is always some potential for encountering significant fossils when
working in the Uinta Formation. The survey indicates that the potential is
not high for vertebrate fossils at this particular spot. Some potential
exists for plant fossils, but they are not as critical as vertebrate fossils.
If important looking fossil material is found during construction, a
paleontologist should be called to evaluate it.

No other recommendations are being made for paleontology at this location.

RESULTSOF PALEONTOLOGYSURVEYAT EQUITABLERESOURCESCO. BALCRONOIL MONUMENT
BUTTE FEDERAL#11-9-9-16, NW/NWSection 9, T9S, Ri6E, S.L.B.&M, Duchesne Co.,
Utah.

Description of Geology and Topography-

This well location is 10 miles south and 4 miles west of Myton, ·Utah, one mile
east of Wells Draw. It sits at the southeast end of a small east trending
ridge. Slope is to the south. The access road comes in from the southwest
from an existing road, Lower Uinta Formation is exposed throughout the
immediate area with a thin layer of slope wash here and there. The Uinta
Formation here consists of hard platy maroon and red mudstone, and some layers
of sandstone.

All rock outcrops in the area are of the Upper Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

Some layers of sandstones exposed above (north) the wellpad may have a
potential for fossil plant impressions as in similar sites near here.
However, nothing of significance was found during the survey.

No vertebrate fossils were found on this location.

Recommendations-

There is always some potential for encountering significant fossils when
working in the Uinta Formation. The survey indicates that the potential is
not high for vertebrate fossils at this particular spot. Some potential
exists for plant fossils, but they are not as critical as vertebrate fossils.
If important looking fossil material is found during construction, a
paleontologist should be called to evaluate it.

No other recommendations are being made for paleontology at this location.



es uwe ¿p

36

T.8 s.

33

BALC 10N 01L MONUMENT BU f TE FED. 11-9-9-16
2'30"

MYTON SW

es uwe ¿p

36

T.8 s.

33

BALC 10N 01L MONUMENT BU f TE FED. 11-9-9-16
2'30"

MYTON SW

es uwe ¿p

36

T.8 s.

33

BALC 10N 01L MONUMENT BU f TE FED. 11-9-9-16
2'30"

MYTON SW



WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 02/23/96 API NO. ASSIGNED: 43-013-31618

WELL NAME: MONUMENT FEDERAL 11-9-9-16
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
NWNW 09 - TO9S - R16E
SURFACE: 0673-FNL-0668-FWL TECH REVIEW Initials Date
BOTTOM: 0673-FNL-0668-FWL
DUCHESNE COUNTY Engineering
CASTLE PEAK FIELD (075)

Geology
LEASE TYPE: FED
LEASE NUMBER: U - 020254 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3. Unit:
Bond: Federal[ State[] Fee[]

(Number gggy/gg ) L/' R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.

Water permit
(Number feußXIð Af ÊAzt AW4tgµ?? Drilling Unit.

/ RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:
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Form 3160-3 IN ATE* Form approved. -

. (November 1983) instructions on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITEE \TES erse side) Expires August 31, 1985

DEPARTMENTG ·iEMARTËfál a. L.a....8IGNATION AND BEEIAL NO.

BUREAUOF LAMDAA U-020254

APPLICATIONFOR PERMITTO DRIUF,dgmbig IMRtgG BACK B. IF INDIAN, ALLOTTER 08 TRIBE NAME

n/a ,

1a. TTPE or woxK

DRILL DEEPENO PLUGBACKO 7. UNIT AGEEEMENT NAME

b. TTrz or war.L UÍS
OTLLL OWAELL

OTHER
S CLE HEOUNLTŒLE 8. FARM OR LEASE NAxa

2. NANE OF OPERATOa Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WELL NO.

3. Ionazas or orzaaroa
#11-9-9-16

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. FIELD AND POOL, OE WILDCAT

4. Loc1Tror or wsLL (Report location clearly and in accordance with any State requirements.•) Utidesignated/Green River
At surface
NWNWSection 9, T9S, R16E 673.6' FNL & 667.9' FWL 11. c...'à'n'ir"òaeasa".Ï°

At Droposed prod. zone 7- 01.7 / GIf Section 9, T9S, R16E
14. DISTANCE IN MILES AND DIEECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISE 13. BTATE

From Myton, Utah, approximately 18 miles Northeast Duchesne Utah
1ð. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEASE 17, NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO TEIS WELL
PROPEETT OR LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTu 20. norAar os canz.x Tool.a
TO NEAREST WELL, DRILLINO, CO.iiPLETED,
o. am.no ro.. on war. raan.. rr. 5,900' Rotary

21. EravArroNa (Show whether DF, RT. GR, etc.) 22. Arraoz. Darz woax wrt.I. araaT•

GL 5,756.2' March 15, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGRT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

Please see a tached Drillin Program/Casin T)esign foT (iet Si l ls.

FEB2 3 1996

Operator proposes to drill this well in accordance with the attached EKRIBITS. A
listing of EXHIBITS is also attached. As operator, we hereby request that the status
of this well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest
owner, to conduct these operations associated with the application. Bond coverage
pursuant to 43 CFR 3104 for lease activities is being provided by Equitable Resources
Energy Company as principal and Safeco Insurance Company of America as surety under
BLMBond No. MT 0576 (Nationwide Oil & Gas Bond #5547188) who will- be responsible
for compliance with all of the terms and conditions of that portion of the lease
associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT) COPY: Utah Division of Oil, Gas, & Mining
IN ABOVE SPACE DESCRIBE PROPOSED PaoonAnt: If proposal is to deepen or plug back, give data on present prodnetive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

SIGNED AS / TITTg
Operations Secretary ,,,,

2-22-96

(This space for Federal o State ofBee use)

CONDIT NS OF APPROVAL. 17 ANY :

*SeeInstructionsOn Revers.Sde
urd? -ta/41/

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of
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S CLE HEOUNLTŒLE 8. FARM OR LEASE NAxa

2. NANE OF OPERATOa Monument Federal
Equitable Resources Energy Company, Balcron Oil Division 9. WELL NO.

3. Ionazas or orzaaroa
#11-9-9-16

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. FIELD AND POOL, OE WILDCAT

4. Loc1Tror or wsLL (Report location clearly and in accordance with any State requirements.•) Utidesignated/Green River
At surface
NWNWSection 9, T9S, R16E 673.6' FNL & 667.9' FWL 11. c...'à'n'ir"òaeasa".Ï°

At Droposed prod. zone 7- 01.7 / GIf Section 9, T9S, R16E
14. DISTANCE IN MILES AND DIEECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISE 13. BTATE

From Myton, Utah, approximately 18 miles Northeast Duchesne Utah
1ð. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEASE 17, NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO TEIS WELL
PROPEETT OR LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTu 20. norAar os canz.x Tool.a
TO NEAREST WELL, DRILLINO, CO.iiPLETED,
o. am.no ro.. on war. raan.. rr. 5,900' Rotary

21. EravArroNa (Show whether DF, RT. GR, etc.) 22. Arraoz. Darz woax wrt.I. araaT•

GL 5,756.2' March 15, 1996
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGRT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

Please see a tached Drillin Program/Casin T)esign foT (iet Si l ls.

FEB2 3 1996

Operator proposes to drill this well in accordance with the attached EKRIBITS. A
listing of EXHIBITS is also attached. As operator, we hereby request that the status
of this well be held tight in accordance with Federal and State regulations.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease interest
owner, to conduct these operations associated with the application. Bond coverage
pursuant to 43 CFR 3104 for lease activities is being provided by Equitable Resources
Energy Company as principal and Safeco Insurance Company of America as surety under
BLMBond No. MT 0576 (Nationwide Oil & Gas Bond #5547188) who will- be responsible
for compliance with all of the terms and conditions of that portion of the lease
associated with this application.

ORIGINAL: Bureau of Land Management (Vernal, UT) COPY: Utah Division of Oil, Gas, & Mining
IN ABOVE SPACE DESCRIBE PROPOSED PaoonAnt: If proposal is to deepen or plug back, give data on present prodnetive zone and proposed new productive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer program, if any.

SIGNED AS / TITTg
Operations Secretary ,,,,

2-22-96

(This space for Federal o State ofBee use)

CONDIT NS OF APPROVAL. 17 ANY :

*SeeInstructionsOn Revers.Sde
urd? -ta/41/

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of



COAs Page 1 of 8
Well No.: Monument Fed. 11-9-9-16

CONDITIONSOF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Equitable Resources Energy Company

Well Name & Number: Balcron Monument Federal 11-9-9-16

API Number: 43-013-31618

Lease Number: U - 020254

Location: NWNW Sec. _9_ T. 9S R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to constructionof
location and access roads.

Location Completion - prior to moving on the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four(24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure
Equipment Tests tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production for

more than ninety (90) days.

For more specificdetails on notificationrequirements, please check the Conditions of Approval
for Notice to Drill and Surface Use
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Well No.: Monument Fed. 11-9-9-16

CONDITIONSOF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable titleto those rights in the subject \ease which would entitle the applicant to conduct
operations thereon.

All lease and/or unit operations willbe conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fullyresponsible for the actions of his
subcontractors. A copy of these conditions willbe furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRANI

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report i water shows and water-bearing sands to Tim Ingwell of this office. Copies
of State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling,willbe recorded by depth and adequately protected. All oil
and gas shows willbe tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drillingand shall be made available to a BLM representative upon request.

Ifan air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drillingshall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

The Vernal Field Office shall be notified, at least 24 hours prior to initiating the
pressure tests, in order to have a BLM representative on location during pressure
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3. Casing Program and AuxiliaryEquipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 1,521 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

The Vernal Field Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Program and Circulatina Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste willnot be used in drilling,testing,
or completion operations.

No chromate additives willbe used in the mud system on Federal and Indian lands
without prior BLMapproval to ensure adequate protection of fresh water aquifers.

5 .Corinq, Loaqina and Testinq Program

Daily drillingand completion progress reports shall be submittedto this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at nightif the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available(i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) willbe run from the production casing shoe to ± 1321 ft. and
shall be utilized to determine the bond quality for the production casing. Submit a field
copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form 3160-4) willbe submittednot later than 30 days
after completionof the well or after com¢\etion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries,sample description, and all other surveys
or data obtained and compiled during the drilling,workover, and/or completion
operations, willbe filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.
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Well No.: Monument Fed. 11-9-9-16

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment willbe removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of operations.

The Vernal Field Office shall be notified,during regular work hours (7:45 a.m.-4:30
p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conductedwith the
replacement rig.

The date on which production is commenced or resumed will be construed for oi\wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured throughpermanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO willbe notified when
the well is placed in a producing status. Such notificationwillbe sent by telegram or
other written communication, not later than five (5) days followingthe date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initialauthorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approvalbeyond the authorized test period, the operator may be directed
to shut-inthe well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably
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Well No.: Monument Fed. 11-9-9-16

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty(30) days of
installation or first production, whichever occurs first. Allsite security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks willbe effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations willbe commenced without the prior approvalof the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained fromthe AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO within thirty (30) days following completionof the well
for abandonment. This report willindicate where plugs were placed and the current
status of surface restoration. Final abandonment willnot be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

All loading lines willbe placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities willbe installed on the well location. The oil
and gas meters willbe calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities willconform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order
No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwillconform to 43 CFR 3610.2-3.

There willbe no deviation from the proposed drillingand/or workover program without
prior approval from the AO. Safe drillingand operatingpractices must be observed.
All wells, whether drilling,producing, suspended, or abandoned willbe identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) willbe filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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Well No.: Monument Fed. 11-9-9-16

EPA'S LIST OF NONEXEMPT EXPLORATIONAND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transportingor containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Monument Fed. 11-9-9-16

SURFACE USE PROGRAM
Conditions of Approval (COAs)

Equitable Resources Energy Company - Well #11-9-9-16

METHODS FOR HANDLINGWASTE MATERIALSAND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner willoverlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner
willbe disposed of in the pit.

PLANS FOR RECLAMATION OF LOCATION

When reclaiming the reserve pit, the pit liner willbe torn and perforated before backfillingthe
reserve pit and the torn liner willbe buried a minimum of four (4) feet deep. If this is a
producing well and after the reclamation of the reserve pit and unused disturbed areas contact
the authorized office to obtain a seed mixture to revegetate the areas.

At time of final abandonmentthe intent of reclamation willbe to return the disturbed area to
near natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills,
road berms, and borrow ditches to be natural in appearance with the surrounding terrain.
After recontouring of the area any stockpiledtopsoilwillbe spread over the surface, and the
area reseeded and revegetated to the satisfaction of the authorized officer of the BLM.
Contact the authorizedofficerof the BLMat the time of reclamation for the required seed
mixture.

OTHER INFORMATION

The operator or their contractor shall contact the BLM officeat (801)789-1362, 48 hours prior
to construction activities.

MOUNTAIN PLOVERS & BURROWINGOWLS
No surface disturbing activities, construction, or drillingoperations including the initial
completion activities are to occur on the well, access road, or location from March 15 through
August 15. This restriction is to protect the nesting Mountain Plovers and Burrowing Owls
located in the surrounding area. The restriction does not applyto maintenance and operation
of existing wells and facilities. Waivers, exceptions,or modifications to this restriction may be
specifically approved in writingby the authorizedofficerof the Bureau of Land Management if
either the resource values change or the lesseeloperator demonstrates that adverse impacts
can be mitigated.

An example of an exception:could be to contact the authorizedofficer of the BLMto
coordinateadditional surveys for mountain plover &burrowing owl.The notificationwill
be required a minimum of 14 days prior to surface disturbance to allowtime to conduct
a wildlifesurvey. Ifan active nest or chicks are found, the proposed activity willbe
delayed until the.chicksare out of downy plumage or the brood vacates the
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O State of Utah

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Dívision Director 801-538-5319 (TDD)

March 14, 1996

Equitable Resources Energy
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal #11-9-9-16 Well, 674' FNL, 668' FWL, NW NW, Sec. 9,
T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31618.

Sincerely,

R. J. °rth

Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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Operator: Equitable Resources Energy

Well Name & Number: Monument Federal #11-9-9-16

API Number: 43-013-31618

Lease: U-020254

Location: NW NW Sec. 9 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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DIVISIOli Of Ull., GAS AND NINING OPERATOR P Tm Oil hÍYÍSÍÐ OPERATOR ACCT. NO. Hg

EHTITY ACTIOH FORH - FORM 6 ADDRESS 1 N Am
Billings, ME 59102
(406) 259-7860

ACil0N CURWENT NEW APl HUNDER WELLHAHE WFIl 10CATION SPUD EFFECTIVEC00E ENilTY HO. ENTITY HO. QQ SC TP RG COUHTY DATE 0ÄTE

A 43·013-31618 Mnnot Federal #11-9-9-16 WW 9 95 16E Drbeste 3-20-96 3-20%

WELL 2 CONHEHIS:

WELL3 CONHtnTS:

WELL4 CUMHENTS:

WELL 5 CUHHEH15:

ACTION CODES ($ee instructions on back of form)
A - Establish new entity for new well.(single well only) i ,O - Add new well to existing entity (group or unit well) SignatureC - Ro-assign well from one e×1sting entity to another existing entity
0 - No-assign well from one existing entity to a new entity Ooerptiæs Seccetarv 3-25-96
E - Other (explain in comments section) Title Date

001E: Use CONNENr section to explain why each Action Code was selected. Pho'ne No. (406 )
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

.Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365
Bi\\\ngs, MT 59102 FAX: (406) 245-1361

March 26, 1996

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Gentlemen:

RE: Monument Federal #11-9-9-16
NW NW Section 9, TSS, RI6E
Duchesne County, Utah
API #43-013-31618

This letter is notice that the subject well was spud on 3-20-96 at 6.30 a.m.

Please feel free to contact me if you have any questions.

Sincerely,

Molly Conrad
Operations Secretary

/me

cc: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Bobbie
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This letter is notice that the subject well was spud on 3-20-96 at 6.30 a.m.

Please feel free to contact me if you have any questions.

Sincerely,

Molly Conrad
Operations Secretary

/me

cc: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Bobbie

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION

.
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Sincerely,

Molly Conrad
Operations Secretary

/me

cc: Utah Division of Oil, Gas, & Mining: Also enclosed Form 6 Entity Action
Form
Mary Lou Dixon, Uintah Basin Health Dept. - VIA FAX
Bobbie



Forrn 3160-5 UNITED STATES I itM APPROVED

(Jurre 1990) DEPARTMENT OF THE INTERIOR E
B reau Nch311

9 3

BUREAU OF LAND MANAGEMENT 5 Lease esÍgraationand Serial No.

U-020254
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservolr. 7
Use "APPLICATION FOR PERMIT-" for such proposals

n a

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well 1%

Il
Gac

I O her
8. Well Name and No.

2. Name of Operator WV i 1 à à i gj Monument Federal 11-9
9. API Well No.

3. Address and Telephone No.
43-013-31618

1601 Iaris Avenue, RiTI imp, Mrj 59102 (406) 259-7@ 10. Ficid and Pool, or Exploratory Area

4, Location of Well (Footage, Sec., T., R., M., or Survcy Description) ( ggge gygg

WW Sectiæ 9, 19S, R16E 11. County or Parish, State

673.6' RL & 667.9' FWL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recompletion New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

cassa,a .i, O Water Shut-Off

O Final Abandonment Notice Ahering Ca ing Conversion to Injection

oliver St ROdüCti Dispose Water
Note: Report resultro(niultiplècompletionun Well

Completion or Recompletion Report and 1.cgform.

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If ivell is directionally drÏÏ\ed,
give subsurface locations and measured and tnie venical depths for all markers and zones pertinent to this work.)*

Ihte of first productiæ æ this æll was l¾rch 29, 1996. Fd Forson with the Vernal Btreau of Larrl Fhnagemt

witnessed oil productiæ æ this æll.

Original: Bureau of Land Management, Vernal District Office á + R

Copy: Utah Division of Oil, Gas, & Mining

Í4. reb crfify that the foregoi is true and correct

Signed A .

Title Date

(This space for Federal or ate office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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e e
EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

DIV.OFOIL,GAS& MINING
I

April 16, 1996

Bureau of Land Management i

Vernal District Office
170 South 500 East
Vernal, UT 84078 ate of Utah

Gentlemen:

RE: Monument Federal #11-9-9-16
NW NW Section 9, TBS, RI6E
Duchesne County, Utah
API #43-013-31618

This letter will serve as notice that first production on the subject well was on
4-16-96 at 12:00 p.m.

Please feel free to contact me if you need any additional information.

Sincerely,

Molly Conrad
Operations Secretary

/mo

ec: State of Utah, Division of oil, Gas, & Mining
Bobbie

e e
EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION

Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

DIV.OFOIL,GAS& MINING
I
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API #43-013-31618

This letter will serve as notice that first production on the subject well was on
4-16-96 at 12:00 p.m.

Please feel free to contact me if you need any additional information.

Sincerely,

Molly Conrad
Operations Secretary

/mo

ec: State of Utah, Division of oil, Gas, & Mining
Bobbie

e e
EQUITABLERESOURCES
ENERGYCOMPANY
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Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361

DIV.OFOIL,GAS& MINING
I
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Bureau of Land Management i

Vernal District Office
170 South 500 East
Vernal, UT 84078 ate of Utah

Gentlemen:

RE: Monument Federal #11-9-9-16
NW NW Section 9, TBS, RI6E
Duchesne County, Utah
API #43-013-31618

This letter will serve as notice that first production on the subject well was on
4-16-96 at 12:00 p.m.

Please feel free to contact me if you need any additional information.

Sincerely,

Molly Conrad
Operations Secretary

/mo

ec: State of Utah, Division of oil, Gas, & Mining
Bobbie



O
Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR ""$p'¡.reau No.31 135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-020254

SUNDRYNOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir n/
Use "APPLICATIONFOR PERMIT--" for such proposals

SUBMIT IN TRIPLICA TE ,
7. It unitor cA, Agreement oesignation

1. Type of Well gg
OW

II O t'n O Other .

.
8. Well Name and No.

2. Name of Operator Humet Fad. #11-9-9-16

1601 Lewis Ave¤ue, Billings, MP 59102 (406) 259-7860 10. Ficid and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description) REMEt Ritf6 GC€€tl RiVEC

673.6' RL &667.9' ILL
li. countyor Parish, State

WW Sectiat1 9, T9S, R16E
Duchesne Coutity, utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent . Abandonment Change of Plans

O acco.pieu.. O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut-Off

O Final Abandonment Notice Ahering Culng Conversion to Injecdon

Other ÛDSholm 01Tler #7 O Dispose Water
(Note: Reporticsu!Isof mukipiccompittiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operationi (Clearly state a I pertirtent detalls, and give pertinent dates, Includingestimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Anywater produced by this æll will be held in a produced water tank ard trucked to a comercial
disposal facility. 'Ibe peinary facility to be used is the R.N. Irrlustries produced water disposal
facility locatei in Sectian 9, 12S, R2Win Ducheste County, Utah. A copy of the State-issued permit
for that facility is æ file at the Vemal Bureau of Iarrl Phnaggœnt. If for sæe reasan the
operator is unable to use this prinary disposal facility, the produced water will be truelœd to
anothe.r State-approved disposal facility. If applicable, Operator has received approved Rigit-
of¾ty access to this well locatian for the Vernal Bureau of I.ard thnaggænt.

Í4.ÏÏerebycertify that the fore oing is true and correct

Signed Titin Date

(This sp e ÏorFederal or State office use)

Approved by Tide Date

Conditions of approval, if any:

TidËÏ8U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representadons as to any matter within its jurisdiction.
*See instruction on Reverse
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TidËÏ8U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representadons as to any matter within its jurisdiction.
*See instruction on Reverse
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FonM 7 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and numben Mnnent Federal #11¾16

API number:
4¾l3-31618

2. Welt Location: QQ Section 9 Township 9S Range 16E County Duchesne

3. Well operator: Fquitable Resources Bergy Cœpmy

Address: 1601 I.ewis Avenue

Billings, ME 59102 Phone: (406) 259·-7860

4. Drilling contracton

Address: M 40

Buckhannan, W 26201 Phone: (304 472-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY

FROM TO (FLOW RATEOR HEAO) (FRESH OR SALTY)

NoIœasurable water encountered

during drilling operatians.

6. Formation tops: Please see origim1 ccupletian reports.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certily that this repot is true and c te to the f my knowledge. Date

Ope at me
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Ope at me



mm 7 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and numben Mment Federal #11-9-9-16

API number: 43-()13-31618

2. Well Location: QQ Section 9 Township 9S Range 16E County Duchesne

3. Well operator: Fquitable Resources Rergy Cœµny
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BilLings, ME 59102 Phone: (406) 259-7860
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FRoM To (FLOW RATEOR HEAD) (FRESH OR SALTY)

No measurahle water encounteced

during drilling operatians.

6. Formation tops: Please see original ecmpletian reports.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

INhereby ce that this repot is true and c te to the f my knowledge.

mm 7 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and numben Mment Federal #11-9-9-16

API number: 43-()13-31618

2. Well Location: QQ Section 9 Township 9S Range 16E County Duchesne

3. Well operator: Fquitable Resources Rergy Cœµny

Address: 1601 Iewis Avenue

BilLings, ME 59102 Phone: (406) 259-7860

4. Odiling contractoc

Address:

Buckbanaan, W 26201 Phone: (30'+)472-4610

S. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FRoM To (FLOW RATEOR HEAD) (FRESH OR SALTY)

No measurahle water encounteced

during drilling operatians.

6. Formation tops: Please see original ecmpletian reports.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

INhereby ce that this repot is true and c te to the f my knowledge.

mm 7 STATE OF UTAH

DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and numben Mment Federal #11-9-9-16

API number: 43-()13-31618

2. Well Location: QQ Section 9 Township 9S Range 16E County Duchesne

3. Well operator: Fquitable Resources Rergy Cœµny

Address: 1601 Iewis Avenue

BilLings, ME 59102 Phone: (406) 259-7860

4. Odiling contractoc

Address:

Buckbanaan, W 26201 Phone: (30'+)472-4610

S. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALITY
FRoM To (FLOW RATEOR HEAD) (FRESH OR SALTY)

No measurahle water encounteced

during drilling operatians.

6. Formation tops: Please see original ecmpletian reports.

If an analysis has been made of the water encountered, please attach a copy of the report to this form.

INhereby ce that this repot is true and c te to the f my knowledge.



Form 3160-4 Form approved.
(November 1983) UNI STATES SUBMir m DUPUCA .

Budget Bureau No. 1004-0137(formerly 9-330)
(Secother in- Expires August 31, 1985

DEPARTMENT OF THE INTERIOR p¿m;;
5. I.MetBE DESH'NATION AND SERIAL NO.BUREAU OF LAND MANAGEMENT U-020254

WELL COMPLETION OR RECOMPLETIONREPORTAND LOG * 6. w INDIAN, A1.I.onn OR Talas NAME

n/ain. TYPE OF WELL: Gil. GAs

b. TY OF COMP
rr UGR

NA
2. NAME OF OPERATOR t PM
3. ADDRESS OF OPERATOR

- - - 6
1601 levis Am B MI' 59102 (406) . FIELD AND POOL, 08 WILDCAT

4. I,oCATtoN ur wutt,
(Repo¯t

location cicarly and in accordance scith an' ßtat reg e ) ( htté g Rigat .orra** 673.6' BNL&667.9' FWL u. c..2., R., M., OR BLOCK AND BURVEY

At top prod, interval reported below
DIV.OFOiLGAS&MININi WW Sec. 9, 295, R16E

At total depth

14. PERhilT NO. DATE ISSCED 12. COUNTT OR 18, STATE

4½13-31618 | >14-96 i Utah
15. DATE SPCDDED 1Û. DATE T.D. REACHED 17. DATE COh!PL. (Ready $0 prON.) 18. ELEVATIONS (DF, RKB, RT, GE, ETC.)e 19. ELEV. CASINGHEAD3-20-96 >26-96 4-16-96 5756.2' GL n/a
20. TOTAL.DEPTH. MD A TVD 21. PLUG, BACK T.D., MD & TVD 22. IF Afri,TIPt,B COMP[,,, 23. INTERVAI.S ROTARY TÑLS CABLE TOOLS3,900' 5822' HOW MANT* D BY

\ SEC- TD \ n/a
. PRODUCING INTERVAL(8), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25, wAs DiascTroNAL

i i SURVEY MADE

No
26. TTPE ELECTRIC AND OTHER LOGB RUN 27. WAS WELL CORED

DIL CNL'ÉtÚbo-Ikisity CBL y gg 4-| 9 (., No
28. CASING RECORD (Report all strings set in toell)

CASINo sizE WEIGHT, LB./FT. DEPTH SET (MD) IIOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8" 24# 298' KB 12-1/4" 160 sacks Class "G' w/additives Naœ5-1/2" 15.5# 5866.7' KB 7-7/8" 265 sxs Glass "G"w/additives Naœ
3';8 sxs 50/50 Im w/additives

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER BET (MD)

n/a
¯

2-7/8" 4887.61' KB n/a
31. PEnrORATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

4827' - 4836' (6 holes) DEPTH INTERVAls (MD) AA10CNT AND KIND OF MÂTERIAL USED

4762' - 4781' (8 holes) *Please see attachent.
4302' - 4310' (4 SPF)

33.• PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0t0(Hg, gas lŠff, pumpfNg--d(80 Gud typ6 Of pump) WELL STATUS (Prodgoing or

4-16-96 1-1/2" Tnsert Rup shut-in)

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS--MCF. WATER-BBL. GAS•OIL RATIO4-30-96 2A n/a TE D 113 N.M. ' 17.5 N.M.
FLOW. TURING PRESS. CASING PRESSURE CAf.CULATED OIf,--BBl.. GAS-MCF. WATER---BBL. OIL GRAVITY-API (CORR.)24-Hous RATE

n/a n/a 113 N.M. ) 17.5 34
34. DISPOSITION OF OAS (ÑOld, Masd for fu¢l, VButed, etc.) TEST WITNESSED BT

Used for fuel Dale Griffin
35. LIST OF ATTACHMENTS

Section 32; Acid, Shot, Fracture, Carent Squeeze, Ell.
36. I hereby c tha i e d information la complete and corree determined from all available records

*(SeeInstructionsand Spacesfer AdditionalData on ReverseSide)
l'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingÌyand willfully to make to any department or agency of the
United States any false, fictitious or fraudulent st:o-ments or representations as to any matter within its
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33.• PRODUCTION
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4-16-96 1-1/2" Tnsert Rup shut-in)
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EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT59102 FAX: (406) 245-1361 O

MAY1 4 1996
May 10, 1996

DIV.OFOlL,GAS& MINING

Mr. Ed Forsman ~~~VIAFederal Express---
Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

Dear Mr. Forsman:

RE: Corrected Completion Reports
Monument Federal #41-8-9-16
Monument Federal #11-9-9-16

Enclosed are the corrected completion reports for the subject wells. The date of
first production was reported incorrectly on the original reports submitted.

Please feel free to contact me if you require additional information.

ely

Molly Conrad
Operations Secretary

/mo

Enclosures

cc: Bobbie Schuman
Valeri Kaae
Lou Ann

e e
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No er
be0r

983) UNI STATES SUBMir Œ DUPUCA B et u N31 11090 -0137(formerly 9-330)
(Seentherin-DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.BUREAUOF LAND MANAGEMENT 9020254

6. IF INDIAN, ALLOTTEE OR RIim ÃÃMEWELL COMPLETION OR RECOMPLETIONREPORTAND LOG *
n/aIn. TYPE OF WELL:

I.l. DRY Other . FÑIT ÄcnEEMENT NAME
b. TYPE OF COMP

\ n Fr- D
Other R E NTME

2. NAME or orERATon Monument Federal
Equitable Resources energy Company **CORRECTED REPORT** * """' "°

3. ADDRESS OF UPERAToa #11-9-9-16
1601 Lewis Avenue, Billings, MT 59102 (406) 259 -7860- 1Û. FIELD AND POOL, OB WILDCAT

4. LocATION OF WELL (Report location CICŒrly and in accordance teith any State requirements)* t 2Ott giAt surface 673.6' FNL & 667.9 FWL Ti a c.. , R., M., OR BLOC1( AND SURVEY
OR AREA

At top prod. Interval reported below

NW NWSec. 9, T9S, R16EAt total depth

14. PERMir NO. DATE ISSUED 12. COUNTY OR 13. STATE
PARISH43-013-31618 3-14-96 Duchesne Utah16, DATE SPCDDED 18, DATE T.D. REACHED 1Í. DATE COMPL. (Ñ€Gdy $0 prod.) 18. ELEVATIONS (DF, RKB, RT, GE, ETC.)* 19. ELEV. CASINGHEAD3-20-96 3-26-96 3-29-96 5756.2' GL n/a

20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERTALS ROTARY TOOLS CABLE TOOLSHOW MANY* DRILLED BY5,900' 5822' n/a SFC - TD \ n/a
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 26. WAS DIRECTIONAL

SURVEY MADE

4302 - 4836 ' Green River No
26, TTPE ELECTRIC AIID OTHER LOGS RUN 27. WAg WELL COREDDLL CNL/Litho-Density CBL/GR Npo
28. CASING RECORD (Report all strings act in socil)

CASING SIZE WEIGHT, LB./FT, DEPTH SET (MD) IIOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8" 24 298' KB 12-1/4" _ 160 sxs Class "G" w/additives None5-1/2" 15.5# 5866.7' KB 7-7/8" 265 sxs Class "G" w/additives Lhoe
348 sxs 50/50 RE w/additives

29. LINER RECORD 30. TUBING RECORD
SIEE TOP (MD) BOTTOhi (MD) SACKS CEMENT* SCREEN (bfD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" 4887.61' KB n/a
31. PEaronATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
4827' - 4836' (6 holes) ** Please see att etnent4762' - 4781' (8 holes)
4302' - 4310' (4 SPF)

33.•
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0ming, gaa lift, pumping-Bize Gud type Of pump) WELL STATUS (Producing or
>29-96 1-1/2" Insert Rmp

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-McF. WATER-BBL. GAS OIL RATIOTEST PERIOD \ l4-30-96 24 n/a a j 113 | N.M. 17.5 N.M.
FLOW. TURING PRESS. CASING PRESSURE CALCULATED DIL-BBL. GAs-itcF. ATE,R--BBL. OIL GRAVITT-API (CORR.)24-HOUR RATEn/a n/a y 113 N.M. 17.5 34
34. DISPOSITION OF GAS (ÑOld, UB€d for fu65, Ufuted, etc.) TEST WITNESSED BT

Used for fuel. Ihle Griffin
35. LIST OF ATTACHMENTS

Section 32 - Acid, Ebot, Fracture, Caœnt Etiueeze, Etc.
36. I hereby c that o g an nformation is complete a correct as determineo from all available records

*(Seelustructionsand SpacesterAdditional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnHed States any false, fictitious or fraudulent statements or representations as to any matter within its

No er
be0r

983) UNI STATES SUBMir Œ DUPUCA B et u N31 11090 -0137(formerly 9-330)
(Seentherin-DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.BUREAUOF LAND MANAGEMENT 9020254

6. IF INDIAN, ALLOTTEE OR RIim ÃÃMEWELL COMPLETION OR RECOMPLETIONREPORTAND LOG *
n/aIn. TYPE OF WELL:

I.l. DRY Other . FÑIT ÄcnEEMENT NAME
b. TYPE OF COMP

\ n Fr- D
Other R E NTME

2. NAME or orERATon Monument Federal
Equitable Resources energy Company **CORRECTED REPORT** * """' "°

3. ADDRESS OF UPERAToa #11-9-9-16
1601 Lewis Avenue, Billings, MT 59102 (406) 259 -7860- 1Û. FIELD AND POOL, OB WILDCAT

4. LocATION OF WELL (Report location CICŒrly and in accordance teith any State requirements)* t 2Ott giAt surface 673.6' FNL & 667.9 FWL Ti a c.. , R., M., OR BLOC1( AND SURVEY
OR AREA

At top prod. Interval reported below

NW NWSec. 9, T9S, R16EAt total depth

14. PERMir NO. DATE ISSUED 12. COUNTY OR 13. STATE
PARISH43-013-31618 3-14-96 Duchesne Utah16, DATE SPCDDED 18, DATE T.D. REACHED 1Í. DATE COMPL. (Ñ€Gdy $0 prod.) 18. ELEVATIONS (DF, RKB, RT, GE, ETC.)* 19. ELEV. CASINGHEAD3-20-96 3-26-96 3-29-96 5756.2' GL n/a

20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERTALS ROTARY TOOLS CABLE TOOLSHOW MANY* DRILLED BY5,900' 5822' n/a SFC - TD \ n/a
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 26. WAS DIRECTIONAL

SURVEY MADE

4302 - 4836 ' Green River No
26, TTPE ELECTRIC AIID OTHER LOGS RUN 27. WAg WELL COREDDLL CNL/Litho-Density CBL/GR Npo
28. CASING RECORD (Report all strings act in socil)

CASING SIZE WEIGHT, LB./FT, DEPTH SET (MD) IIOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8" 24 298' KB 12-1/4" _ 160 sxs Class "G" w/additives None5-1/2" 15.5# 5866.7' KB 7-7/8" 265 sxs Class "G" w/additives Lhoe
348 sxs 50/50 RE w/additives

29. LINER RECORD 30. TUBING RECORD
SIEE TOP (MD) BOTTOhi (MD) SACKS CEMENT* SCREEN (bfD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-7/8" 4887.61' KB n/a
31. PEaronATION RECORD (Interval, size and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
4827' - 4836' (6 holes) ** Please see att etnent4762' - 4781' (8 holes)
4302' - 4310' (4 SPF)

33.•
PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0ming, gaa lift, pumping-Bize Gud type Of pump) WELL STATUS (Producing or
>29-96 1-1/2" Insert Rmp

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-McF. WATER-BBL. GAS OIL RATIOTEST PERIOD \ l4-30-96 24 n/a a j 113 | N.M. 17.5 N.M.
FLOW. TURING PRESS. CASING PRESSURE CALCULATED DIL-BBL. GAs-itcF. ATE,R--BBL. OIL GRAVITT-API (CORR.)24-HOUR RATEn/a n/a y 113 N.M. 17.5 34
34. DISPOSITION OF GAS (ÑOld, UB€d for fu65, Ufuted, etc.) TEST WITNESSED BT

Used for fuel. Ihle Griffin
35. LIST OF ATTACHMENTS

Section 32 - Acid, Ebot, Fracture, Caœnt Etiueeze, Etc.
36. I hereby c that o g an nformation is complete a correct as determineo from all available records

*(Seelustructionsand SpacesterAdditional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of theUnHed States any false, fictitious or fraudulent statements or representations as to any matter within its

No er
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Attachment to CompletionReport
Monument Federal #11-9-9-16
NW NW Section 9, T9S, R16E

Duchesne County, Utah

Depth Interval Amount and Kind of Material Used

4762' - 478 l' and Break down with 1000 gallons 15% HCL acid and
4827' - 4836' 1394 gallons water.

4762' - 4836' Frac with 110,000# 16/30 mesh sand with 33,180
gallons 2% KCL gelled water.

4302' - 4310' Break downwith 1932 gallons 2% KCL water.
Frac with 50,090# 16/30 mesh sand with 16,882
gallons 2% KCL gelled water.

Imc

O O
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EQUITABLE RESOURCES ENERGY COMPANY MONUMENT FEDERAL #11-9-9-16

MONUMENT FEDERAL #11-9-9-16 NW NW SEC. 9, T9S, R16E

PRODUCTION FACILITYDIAGRAM DUCHESNE COUNTY, UTAH
LEASE #U-020254

100 BBL
DRAlN
TANK

BERMr•-•·-••- •-
•-••-••-••

.
DRAIN LINES

. #3 #3

400 BBL 400 BBL
OIL TANK OIL TANK
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#1 #1 I

PUMPING UNIT
WELLHEAD

AJAX
ENGINE

VALVEDESCRIPTION -me.

.
DUPlNG DURING $ EQUITABLE RESOURCES
PROD y ENERGY COMPANY

" - VALVE#1 CLOSED OPEN WESTERN REGION

VALVE#2 OPEN CLOSED ã6°g^p
VALVE#3 CLOSED CLOSED

JUNE6,1996

DIAGRAM NOT TO
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Fof4t o
, STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

See Attached
6. If Indian, Allottee or Tribe Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals to ddll new wells, deepen existing wells, or to reenter plugged and abandoned wolls.Use APPUCATlON FOR PERMIT TO DRILL OR DEEPEN form for such proposals. See Attached
8. Well Name and Number:1. Type of Well: OIL GAS O OTHER:

See Attached
2. Name of Operatoc

0. API Well Number:
Inland Production Company TT 1 3 $¶ See Attached

3. Address and Telephone Number
10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Footages: See Attached Exhibit county:
OQ, Soc..T.,R.,M.:

State:

* CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT(Submit in Duptieste)

(Submh Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O Repair casing O Pult or Alter casing O RePair Casing O Pull or After casing
O Change of Plans O Recomplete O Change of Plans O Reperforate
O convento injection O Reperforate O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off
O Multiple Completion O Water Shut-Off Other Change of Operator

Other Change of Operator

Date of work completion 9-30-97'
Approximate date work will stSÀ

Report results of Multiple Compietione and Rooompletions to different reservoirs on WELL
COMPLEDON OR RECOMPLETION REPORT AND LOG form.

* Must t>eaccompanled by a cement verification report.

12. OESCRIBE PADPOSED OR COMPLETED OPERATlONS (Clearty state aJl pettinent detalls, and give pertinent dates. If well is ditoctionally drilled, gtvo subsurface locations and measured and truevertical depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of thewells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the termsand conditions of the leases for operations conducted on the leased iw 6'r =a 'gžtiónthereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

a senatur.: CHRISA.POTWR,ATTORNEY-IN-FACT o., 3d /7

his space for State use only)

44) (See Instructions on Aoverse
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INLAND
Inland Resources Change of Operator

WELLNAME LOCATION iCOUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT
L1ÑALTON FEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086Ae WÄLTON FEDERÁLi ÑWNE 4§S ÏŠE DUCHESNE ÜÏ MÕÑÜMËÑÌBÙÌŸËJ) ÄääiŠ-iŠfŠŠÖÖ ÜÌÜÖ¯555Ö

ÙTU72086AWikT_ ËÊË #34-11 S\NSE 119S 16E DUCHESNE UT MONUMENT BÜTTE (J) 43 013-Š1003-00 UTUO96550 UTU72086AL WALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086ALLËÑFEÒEÃÁL #31-6G NWNE 6 9S 17E DUCHESNE ÜT MÒNUMEÑÌBUTTE (U) 43-013-31442-00 ÜÌÜÕžÖŽŠ2AÃLÖRÕÑTËÕËÑÃL Ñži-13Y NËÑV 139S 16E DUÖHËŠNE ÙT MOÑUMENÏBUTÏÉ(Ü) 3 ÖiŠŠiÃÕÖÃO ÜÌÜŠÃÏÖALCRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380ÃÕÑ EDERAL #44-14Y SÏÈ$Ë149S 17E ÜlÑÌÄH ÜT MONUMEÑBÙÌÌË(D) Á3-0Ä3žÄ35-00 ÚÌÜŠÀŠÕëSTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30555-00 UTU72107EËTËÄiŠÌÄÌËÑÄ16 ÑËŠE i65Š $6E DÜÕÑËSNÉ ÜT MONÜMENÏBÙÌÌE (U) 43-013-305944)0 891008243CLR-JORGENSON STATE #16-4 NESE 169S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30572-00 ML-3453-BL SÍATE ÑTŠ ÑËÑË16ÕŠifË ÕÜÕÑËŠÑË ÜÌ MÕÑÙMËÑÌBÜÌÌË ÙÏ ÃžÒiiÃÕE5TOO ŠÃŠfŠ'1ÍÃÚÕÑÕÑTÈÕÈRÄL Ñ21-9Y NEÑW 9 9S 16È DÙÕÑËSNÈ ÙT MONÙMEÑT BUTTE (W) 43-055-ŠiiÕŠ-00UTU65207\ËÅËÕÑÕÑTËÕËÃÀÑÄiäiY ÑEÑË219S 16É DÙCÑESÑE ÜT MONUMEÑT BÙTÌE (W) 4345ŠÃ1ŠŠ2-00 ÌÜŠÄŠŸ9LÑÓÑÙlvÍËNŸ FË0ÈRÁL #31-6-9-16 ÑWÑE 6 9S 1ŠÉ ÖÙÒÑEŠÑE ÙT
. MONÚMEÑT BÙÌÌE (W) 43-013-31717-00 ÜÌÜÏÃŠ900MÜÑËÑÏ(gggiÏ.käe-e SY šWlÏÈ65Š 1ËÍË DÜÕÑËŠÑË U MÒÑUÑ\ËN BÜÌÌËW 4 ÒÏi-33ÕÕ0Õ ÜÌ_ÜŸÃ55Ö'iffONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31645-00 UTU74390ÕÑÜÑÍÈÑÌËËÕEÑÃl#41-6-96 ÑËÑËŠ9 ÏŠË DUCHESNE UT MONUMENT BUTTE (W) 43-013-31718-00 UTU74390Ñüüfè¾ffföääÃCÑŠ1-84-16 ÑŸÏÑEÄÄŠÏ6Ë ÕÜÕÑËŠÑÈ ÜÏ IVÍÕÑUMEÑTBüf?ËiW)X5-oissiižiöo UfüöžöžšsßÕÑÜÑÍËÑfÏËÕËÑÄiÑÃT8 9-16 ÑËÑË8 9S iŠË ÕÜÕÍTEŠNE Ü MÓÑUMEÑÌBÙÌŸE (W) ÄŠ-Òii35ŠiŠ-00 ÜÌÜÕž0255MËÏÏÏFEDERAL #11-9-9-t6 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 45ÕiŠ-Š1618-00ÜÌÜÕžÖžŠ4t, MONUMENT FEDERAL #33-6-9-16Y NW SË6 9S 16E DÙCHESNË ÜÌ MÕÑÜMËTÏŸBÜÌÌE (Ÿ\Ï¶43-013-31589-00 UTU74390L MONUMENT FEDFRAL #43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-3164 00 UTU74390'MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31720-00 UTU74390RNUMENT FEDERAL N1-18-9-16 NW NE 189S 16E DUCHESNE ÙT M0NUMÉÑÏBÜTÌE (V\ÏÏÄiÕi3¯ŠfŸžŠ

ÖÕ ÜÌÜŸÃŠšÖLMONUMENT PEDERAL #41-18Y NE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31646-00 UTU74390M'ONUMENT FEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31724-00 UTU74390MONUMENT FEDERAL #3 21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-09-31726-00 UTU64379L MONUMENT FEDERAL #11-22Y NW NW 229S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31647-00 UTU64379ÕÑÜMEÑT FEÕERAL #13-4-9-16 NVVSVV4 9Š 1ËE DÜÒËÏËSNE UT MÒNUMENT BUTTE (VV) 43-013-31716-00 LÍÏÜ73086L (ÕÑÜÑÏËÑÌFËDËRÀL #14-4 SWSW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31666-00 UTU73086e (5ÑÏÏÑÏËÑTËËÒËÃÄL #22-20-9-16 SE NW 209S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31681-00 UÌÙ5iÖ18ONUMENT FEDERAL #23-7-9-16 NESW 7 9S 16E DÜÕEÏËŠÑE UT MÒÑUMEQÏBúŸTBW iädisiëãi-õö Uf_GiisL ÑËONUMElW FEDFRAL #24-17-9-16 SESW 179S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31682-00 UTU52018619ÏÖNUMENT BUTTE#34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389LNÏÕÑÜMWÑÌÏ¯EDEÑÀL #3510-9-16 ÑV ŠE 10ÕŠ56E ÕÜÒÑÈŠÑËÜÌ MÕÑÚMEÑÌBÙÏÌË ÄiÜf3¯5iÏžž
Ö0 ÜÌÜÏ iÖÌLÑËÕÑÜÑ\EÑÌBÜÌTE #4300-9-16 ÑE SE 10§S 1ŠE 0ÜÒÑŠSÑE UT MONUMENT BUTTE(Ñ) Ã3-ÕÏŠJiÌžiõÖÜŸÜÌ\ÖÌORNEY FEDËRÄL#1-9 SVVSE 9 9S 9E UINÌÃ UT PARIETTE BENCH 43-047-30070-00 ÙÏÜŠ8Ã3KNDEL FEDERAL #1 SWSW 9 9S 19E UINTA UT PARIETTE BENCH i43-047-20011-00 UTUO58149

Page

INLAND
Inland Resources Change of Operator

WELLNAME LOCATION iCOUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT
L1ÑALTON FEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086Ae WÄLTON FEDERÁLi ÑWNE 4§S ÏŠE DUCHESNE ÜÏ MÕÑÜMËÑÌBÙÌŸËJ) ÄääiŠ-iŠfŠŠÖÖ ÜÌÜÖ¯555Ö

ÙTU72086AWikT_ ËÊË #34-11 S\NSE 119S 16E DUCHESNE UT MONUMENT BÜTTE (J) 43 013-Š1003-00 UTUO96550 UTU72086AL WALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086ALLËÑFEÒEÃÁL #31-6G NWNE 6 9S 17E DUCHESNE ÜT MÒNUMEÑÌBUTTE (U) 43-013-31442-00 ÜÌÜÕžÖŽŠ2AÃLÖRÕÑTËÕËÑÃL Ñži-13Y NËÑV 139S 16E DUÖHËŠNE ÙT MOÑUMENÏBUTÏÉ(Ü) 3 ÖiŠŠiÃÕÖÃO ÜÌÜŠÃÏÖALCRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380ÃÕÑ EDERAL #44-14Y SÏÈ$Ë149S 17E ÜlÑÌÄH ÜT MONUMEÑBÙÌÌË(D) Á3-0Ä3žÄ35-00 ÚÌÜŠÀŠÕëSTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30555-00 UTU72107EËTËÄiŠÌÄÌËÑÄ16 ÑËŠE i65Š $6E DÜÕÑËSNÉ ÜT MONÜMENÏBÙÌÌE (U) 43-013-305944)0 891008243CLR-JORGENSON STATE #16-4 NESE 169S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30572-00 ML-3453-BL SÍATE ÑTŠ ÑËÑË16ÕŠifË ÕÜÕÑËŠÑË ÜÌ MÕÑÙMËÑÌBÜÌÌË ÙÏ ÃžÒiiÃÕE5TOO ŠÃŠfŠ'1ÍÃÚÕÑÕÑTÈÕÈRÄL Ñ21-9Y NEÑW 9 9S 16È DÙÕÑËSNÈ ÙT MONÙMEÑT BUTTE (W) 43-055-ŠiiÕŠ-00UTU65207\ËÅËÕÑÕÑTËÕËÃÀÑÄiäiY ÑEÑË219S 16É DÙCÑESÑE ÜT MONUMEÑT BÙTÌE (W) 4345ŠÃ1ŠŠ2-00 ÌÜŠÄŠŸ9LÑÓÑÙlvÍËNŸ FË0ÈRÁL #31-6-9-16 ÑWÑE 6 9S 1ŠÉ ÖÙÒÑEŠÑE ÙT
. MONÚMEÑT BÙÌÌE (W) 43-013-31717-00 ÜÌÜÏÃŠ900MÜÑËÑÏ(gggiÏ.käe-e SY šWlÏÈ65Š 1ËÍË DÜÕÑËŠÑË U MÒÑUÑ\ËN BÜÌÌËW 4 ÒÏi-33ÕÕ0Õ ÜÌ_ÜŸÃ55Ö'iffONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31645-00 UTU74390ÕÑÜÑÍÈÑÌËËÕEÑÃl#41-6-96 ÑËÑËŠ9 ÏŠË DUCHESNE UT MONUMENT BUTTE (W) 43-013-31718-00 UTU74390Ñüüfè¾ffföääÃCÑŠ1-84-16 ÑŸÏÑEÄÄŠÏ6Ë ÕÜÕÑËŠÑÈ ÜÏ IVÍÕÑUMEÑTBüf?ËiW)X5-oissiižiöo UfüöžöžšsßÕÑÜÑÍËÑfÏËÕËÑÄiÑÃT8 9-16 ÑËÑË8 9S iŠË ÕÜÕÍTEŠNE Ü MÓÑUMEÑÌBÙÌŸE (W) ÄŠ-Òii35ŠiŠ-00 ÜÌÜÕž0255MËÏÏÏFEDERAL #11-9-9-t6 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 45ÕiŠ-Š1618-00ÜÌÜÕžÖžŠ4t, MONUMENT FEDERAL #33-6-9-16Y NW SË6 9S 16E DÙCHESNË ÜÌ MÕÑÜMËTÏŸBÜÌÌE (Ÿ\Ï¶43-013-31589-00 UTU74390L MONUMENT FEDFRAL #43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-3164 00 UTU74390'MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31720-00 UTU74390RNUMENT FEDERAL N1-18-9-16 NW NE 189S 16E DUCHESNE ÙT M0NUMÉÑÏBÜTÌE (V\ÏÏÄiÕi3¯ŠfŸžŠ

ÖÕ ÜÌÜŸÃŠšÖLMONUMENT PEDERAL #41-18Y NE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31646-00 UTU74390M'ONUMENT FEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31724-00 UTU74390MONUMENT FEDERAL #3 21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-09-31726-00 UTU64379L MONUMENT FEDERAL #11-22Y NW NW 229S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31647-00 UTU64379ÕÑÜMEÑT FEÕERAL #13-4-9-16 NVVSVV4 9Š 1ËE DÜÒËÏËSNE UT MÒNUMENT BUTTE (VV) 43-013-31716-00 LÍÏÜ73086L (ÕÑÜÑÏËÑÌFËDËRÀL #14-4 SWSW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31666-00 UTU73086e (5ÑÏÏÑÏËÑTËËÒËÃÄL #22-20-9-16 SE NW 209S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31681-00 UÌÙ5iÖ18ONUMENT FEDERAL #23-7-9-16 NESW 7 9S 16E DÜÕEÏËŠÑE UT MÒÑUMEQÏBúŸTBW iädisiëãi-õö Uf_GiisL ÑËONUMElW FEDFRAL #24-17-9-16 SESW 179S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31682-00 UTU52018619ÏÖNUMENT BUTTE#34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389LNÏÕÑÜMWÑÌÏ¯EDEÑÀL #3510-9-16 ÑV ŠE 10ÕŠ56E ÕÜÒÑÈŠÑËÜÌ MÕÑÚMEÑÌBÙÏÌË ÄiÜf3¯5iÏžž
Ö0 ÜÌÜÏ iÖÌLÑËÕÑÜÑ\EÑÌBÜÌTE #4300-9-16 ÑE SE 10§S 1ŠE 0ÜÒÑŠSÑE UT MONUMENT BUTTE(Ñ) Ã3-ÕÏŠJiÌžiõÖÜŸÜÌ\ÖÌORNEY FEDËRÄL#1-9 SVVSE 9 9S 9E UINÌÃ UT PARIETTE BENCH 43-047-30070-00 ÙÏÜŠ8Ã3KNDEL FEDERAL #1 SWSW 9 9S 19E UINTA UT PARIETTE BENCH i43-047-20011-00 UTUO58149

Page

INLAND
Inland Resources Change of Operator

WELLNAME LOCATION iCOUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT
L1ÑALTON FEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086Ae WÄLTON FEDERÁLi ÑWNE 4§S ÏŠE DUCHESNE ÜÏ MÕÑÜMËÑÌBÙÌŸËJ) ÄääiŠ-iŠfŠŠÖÖ ÜÌÜÖ¯555Ö

ÙTU72086AWikT_ ËÊË #34-11 S\NSE 119S 16E DUCHESNE UT MONUMENT BÜTTE (J) 43 013-Š1003-00 UTUO96550 UTU72086AL WALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086ALLËÑFEÒEÃÁL #31-6G NWNE 6 9S 17E DUCHESNE ÜT MÒNUMEÑÌBUTTE (U) 43-013-31442-00 ÜÌÜÕžÖŽŠ2AÃLÖRÕÑTËÕËÑÃL Ñži-13Y NËÑV 139S 16E DUÖHËŠNE ÙT MOÑUMENÏBUTÏÉ(Ü) 3 ÖiŠŠiÃÕÖÃO ÜÌÜŠÃÏÖALCRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380ÃÕÑ EDERAL #44-14Y SÏÈ$Ë149S 17E ÜlÑÌÄH ÜT MONUMEÑBÙÌÌË(D) Á3-0Ä3žÄ35-00 ÚÌÜŠÀŠÕëSTLE PEAK FEDERAL #24-10A SESW 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30555-00 UTU72107EËTËÄiŠÌÄÌËÑÄ16 ÑËŠE i65Š $6E DÜÕÑËSNÉ ÜT MONÜMENÏBÙÌÌE (U) 43-013-305944)0 891008243CLR-JORGENSON STATE #16-4 NESE 169S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30572-00 ML-3453-BL SÍATE ÑTŠ ÑËÑË16ÕŠifË ÕÜÕÑËŠÑË ÜÌ MÕÑÙMËÑÌBÜÌÌË ÙÏ ÃžÒiiÃÕE5TOO ŠÃŠfŠ'1ÍÃÚÕÑÕÑTÈÕÈRÄL Ñ21-9Y NEÑW 9 9S 16È DÙÕÑËSNÈ ÙT MONÙMEÑT BUTTE (W) 43-055-ŠiiÕŠ-00UTU65207\ËÅËÕÑÕÑTËÕËÃÀÑÄiäiY ÑEÑË219S 16É DÙCÑESÑE ÜT MONUMEÑT BÙTÌE (W) 4345ŠÃ1ŠŠ2-00 ÌÜŠÄŠŸ9LÑÓÑÙlvÍËNŸ FË0ÈRÁL #31-6-9-16 ÑWÑE 6 9S 1ŠÉ ÖÙÒÑEŠÑE ÙT
. MONÚMEÑT BÙÌÌE (W) 43-013-31717-00 ÜÌÜÏÃŠ900MÜÑËÑÏ(gggiÏ.käe-e SY šWlÏÈ65Š 1ËÍË DÜÕÑËŠÑË U MÒÑUÑ\ËN BÜÌÌËW 4 ÒÏi-33ÕÕ0Õ ÜÌ_ÜŸÃ55Ö'iffONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31645-00 UTU74390ÕÑÜÑÍÈÑÌËËÕEÑÃl#41-6-96 ÑËÑËŠ9 ÏŠË DUCHESNE UT MONUMENT BUTTE (W) 43-013-31718-00 UTU74390Ñüüfè¾ffföääÃCÑŠ1-84-16 ÑŸÏÑEÄÄŠÏ6Ë ÕÜÕÑËŠÑÈ ÜÏ IVÍÕÑUMEÑTBüf?ËiW)X5-oissiižiöo UfüöžöžšsßÕÑÜÑÍËÑfÏËÕËÑÄiÑÃT8 9-16 ÑËÑË8 9S iŠË ÕÜÕÍTEŠNE Ü MÓÑUMEÑÌBÙÌŸE (W) ÄŠ-Òii35ŠiŠ-00 ÜÌÜÕž0255MËÏÏÏFEDERAL #11-9-9-t6 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 45ÕiŠ-Š1618-00ÜÌÜÕžÖžŠ4t, MONUMENT FEDERAL #33-6-9-16Y NW SË6 9S 16E DÙCHESNË ÜÌ MÕÑÜMËTÏŸBÜÌÌE (Ÿ\Ï¶43-013-31589-00 UTU74390L MONUMENT FEDFRAL #43-6-9-16Y NE SE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-3164 00 UTU74390'MONUMENT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31720-00 UTU74390RNUMENT FEDERAL N1-18-9-16 NW NE 189S 16E DUCHESNE ÙT M0NUMÉÑÏBÜTÌE (V\ÏÏÄiÕi3¯ŠfŸžŠ

ÖÕ ÜÌÜŸÃŠšÖLMONUMENT PEDERAL #41-18Y NE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31646-00 UTU74390M'ONUMENT FEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (VV) 43-013-31724-00 UTU74390MONUMENT FEDERAL #3 21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-09-31726-00 UTU64379L MONUMENT FEDERAL #11-22Y NW NW 229S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31647-00 UTU64379ÕÑÜMEÑT FEÕERAL #13-4-9-16 NVVSVV4 9Š 1ËE DÜÒËÏËSNE UT MÒNUMENT BUTTE (VV) 43-013-31716-00 LÍÏÜ73086L (ÕÑÜÑÏËÑÌFËDËRÀL #14-4 SWSW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31666-00 UTU73086e (5ÑÏÏÑÏËÑTËËÒËÃÄL #22-20-9-16 SE NW 209S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31681-00 UÌÙ5iÖ18ONUMENT FEDERAL #23-7-9-16 NESW 7 9S 16E DÜÕEÏËŠÑE UT MÒÑUMEQÏBúŸTBW iädisiëãi-õö Uf_GiisL ÑËONUMElW FEDFRAL #24-17-9-16 SESW 179S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31682-00 UTU52018619ÏÖNUMENT BUTTE#34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31715-00 UTU74389LNÏÕÑÜMWÑÌÏ¯EDEÑÀL #3510-9-16 ÑV ŠE 10ÕŠ56E ÕÜÒÑÈŠÑËÜÌ MÕÑÚMEÑÌBÙÏÌË ÄiÜf3¯5iÏžž
Ö0 ÜÌÜÏ iÖÌLÑËÕÑÜÑ\EÑÌBÜÌTE #4300-9-16 ÑE SE 10§S 1ŠE 0ÜÒÑŠSÑE UT MONUMENT BUTTE(Ñ) Ã3-ÕÏŠJiÌžiõÖÜŸÜÌ\ÖÌORNEY FEDËRÄL#1-9 SVVSE 9 9S 9E UINÌÃ UT PARIETTE BENCH 43-047-30070-00 ÙÏÜŠ8Ã3KNDEL FEDERAL #1 SWSW 9 9S 19E UINTA UT PARIETTE BENCH i43-047-20011-00 UTUO58149

Page



O &
Forài 3160-5 UNITED STATES FORM APPROVED

Qune 1990) DEPARTMENT OF THE INTERIOR
""E>e u 1004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-020254
SUNDRYNOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use thls form for proposals to drill or to deepen or reentry to a different reservolr.
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE n/a

L Type of Wen
Oil Gas 8. Well Name and No.
Well Well Other

2. Name of Operator Manent Rd. #114-9-16
Equitable Resources Energy Company ^' $16183. Address and Telephone No.

1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description) (- ggg-e

NW NW Section 9, T9 S, R16E 11. County or Parish, State

674 ' FNL & 668 ' FWL IXrbesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O souc.or :=ces, O Abandonment Change of Plans

O accome,aan O sewconsa.cas.

Subsequent Repon Plugging Back Non-Routine Fracturing

O cuen, ace.« O w..., so...orr

O Enal Abandonnent Nudce Ahering Casing Convmion to Injecdon

oom, Site Security Diagram Dispose water
(Note: Reportresultser multiplecompletionon Well

Compittion ur Recompletion Report and Log form )
13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give peninent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true venical depths for all markers and zones pertinent to this work.)*

Attached is the Site Security Diagram for this well.

14.lhereby eforeg e o

Title OpPTRflonR RECTOfBrv . Date
6-10-96

for ederal t (te office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C Section 1001, makes it a crime for any person knowingly and willfully to make to any depanment or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse

O &
Forài 3160-5 UNITED STATES FORM APPROVED

Qune 1990) DEPARTMENT OF THE INTERIOR
""E>e u 1004 03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-020254
SUNDRYNOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
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October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy B u

/pb
encls-

r-

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX
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encls-
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United States Department of the Interior

%2.# BUREAU OF LAND MANAGEMENT
Vernal District Office
170 South 500 East Phone: (801) 781-4400

IN REPLY REFER TO: Vernal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTO8438

December 4, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Mon. Fed 11-9-9-16
NWNW, Sec. 9, T9S, R16E
Lease U-020254
Duchesne County, Utah

Dear Sir:

This correspondenceis in regard to the self-certificationstatement submittedrequesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, Inland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTOOS6, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavinger I
Assistant Field Manager,
Minerals Resources

cc: Divisionof Oil, Gas & Mining
Equitable Resources Energy

United States Department of the Interior
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3/10/1997 05: 15 1-406-6 164 CRAZY MTN O&G PAGE 02

0 EQUlTABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997. Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me íf you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company
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3/10/1997 05: 15 1-406- 164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO:

Se oF um.

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAttached - Including Coversheet 2 .

NOTE
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Division of Oil, Gas and Mining Rou

OPERATOR CIIANGE WORKSHEET

Attach all documentation received by the division regarding this change.

Initial cach listed item when completed. Write N/A if item is not applicable. 4-Vi f)

k Change of Operator (well sold) O Designation of Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY
(address) ro Box 1446 (address) Po BOX 577

ROOSEVELT UT 84066 LAUREL MT 59044
C/O CRAZY MTN O&G S S

Phone: (801) 722-5103 Phone: (406) 628--4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** API: ÌSO $2 Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R

_

Lease:

OPERATOR CHANGE DOCUMENTATION

1. (1649-8-10) Sundryor other legal documentation has been received from the FORMER operator (attach to this
form). / p

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (A /04-17

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. // / Ÿ
7. Well file labels have been updated for each well listed above. /2 Vo-Ý7

8. Changeshave been includedon the monthly "Operator,Address, and Account Changes" memo for distribution
to Trust Lands, SovereignLands, UGS, TaxCommission, etc· (Ï2

C 9. A folder has been set up for the Operator €hange file, and a copy of this page has been placed there for

donAwpdocAformdoperchng
-Ovwn
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OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

1 ( 4 - Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes If entity assignments were changed, attach copies of Form 6, EntityAction Form.

2. Trust Lands, Sovereign Lands,Tax Commission,etc., have been notified through normal procedures ofentitychanges.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnisheda proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

A l. Copies of documentshave been sent on to at Trust Lands for changes
in4o ving State leases, in order to remind that agency of their responsibility to review for proper bonding.

N 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,
of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the OperatorChange file.

OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

1 ( 4 - Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes If entity assignments were changed, attach copies of Form 6, EntityAction Form.
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A l. Copies of documentshave been sent on to at Trust Lands for changes
in4o ving State leases, in order to remind that agency of their responsibility to review for proper bonding.
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dated 19
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OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

1 ( 4 - Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes If entity assignments were changed, attach copies of Form 6, EntityAction Form.
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. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

A l. Copies of documentshave been sent on to at Trust Lands for changes
in4o ving State leases, in order to remind that agency of their responsibility to review for proper bonding.

N 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,
of their responsibility to notify all interest owners of this change.
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FOËñ3160-5 TED STATES FORM APPROVED

(June 1990) DEPA NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-020254
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other MONUMENT FEDERAL 11-9-9-16

9. API Well No.

2. Name of Operator 43-013-31618
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-090Û lL CountyorParish,State

4. Locationof Well (Footage, Sec.,T., R., m., or SurveyDescription)

0674 FNL 0668 FWL NW/NW Section 9, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
X SubsequentReport Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final AbandonmentNotice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log fonn.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

14. I her byecertify tha

Title Manager, Regulatory Compliance Date 11/24/98

(This space for Federal or State officeuse)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any department or agency of the UnitedStates any false, fictitious

or fradulent statements or representations as to any matter within its

FOËñ3160-5 TED STATES FORM APPROVED

(June 1990) DEPA NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-020254
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6.IfIndian, AllotteeorTribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other MONUMENT FEDERAL 11-9-9-16

9. API Well No.

2. Name of Operator 43-013-31618
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-090Û lL CountyorParish,State

4. Locationof Well (Footage, Sec.,T., R., m., or SurveyDescription)

0674 FNL 0668 FWL NW/NW Section 9, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
X SubsequentReport Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final AbandonmentNotice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log fonn.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.
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Inlgd Production Cognany
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FORM 3160-5 U ED STATES FORM APPROVED

(Jun ay DEPARTMENT OF THE INTERIOR BudgetBureauNo. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and SerialNo.

SUNDRY NOTlCES AND REPORTS ON WELLS U-020254
Do not use this forrn for proposals to drillor to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unitor CA, Agreement Designation

SUBMIT IN TRIPLICATE SO WELLS DRAW
l. Type of Well

Oil Gas 8. Well Name and No.X wen wen other MONUMENT FED 11-9-9-16
9. API Well No.

2. Name of Operator 43-013-31618
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0674 FNL 0668 FWL NWINW Section 9, T9S R16E DUCHESNE COUNTY, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

X Recompletion New Construction

X quent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

Dispose Water
(Note: Reportresults of multiplecompletionon Well
Completionor Recompletion Report and Log form.)

13. Describe Proposed or CompletedOperations(Clearlystate all pertinentdetails, and give pertinent dates, includingestimateddate of starting any proposed work. If well is direction-

ally drilled,give subsurface locationsand measuredand true vertical depths for all markem and zonespertinentto this work.)*

Subject well had recompletion procedures initiated in the Green River formation on 7/12/03. Existing production
equipment was pulled from well. A notched collar and casing scraper were run in well. Two new Green River
intervals were perforated and hydraulically fracture treated as follows: Stage #1: Al sands @5210'-5216' (4 JSPF)
fraced down 2 7/8 N-80 tubingw/ 23,892# 20/40 sand in 215 Bbls Viking I-25 fluid. Stage #2: DS3 sands @4718'-
4728' (4 JSPF) fraced down 2 7/8 N-80 tubing w/ 25,000# 20/40 sand in 200 Bb1s Viking I-25 fluid. Fracs were
flowed back through chokes. Sand was cleaned from wellbore. New intervals were swab tested for sand cleanup.
BHA and production tubing were run and anchored in well w/ tubing anchor @5203', pump seating nipple @5229',
and end of tubing string @5299'. A repaired 1 ½" bore rod.pump was run in well on sucker rods. Well returned to
production via rod pump on 7/18/03.

RECEIVED
JUL2 9 2003

DIV.OFOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct

Signed e Production Clerk Date 7/25/2003
Matthew Richmond

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C.Section 1001, makes it a crime for any person lŒowingly and willfully to make to any department or agency ofthe United Statesany false, fictitious

or fradulent statements or representations as to anymatter within its
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Unit States Department of the nterior

BUREAU OF LAND MANAGEMENT
. TAKE Pm E'os UtahState Office INytWICA

P.O. Box 45155
Salt Lake City,UT 84145-0155

http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: -Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1.. State of Texas Certificate of Registration

ec: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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O OCorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

O OCorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

O OCorporationsSection gE O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Comevisit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLESOF AMENDMENT eÊ¾cONS
TO E

Secretahry
of3tate ofTexas

ARTICLESOF INCORPORATION
OF $ËP02 Ñ

INLAND PRODUCTIONCOMPAN Y CorpolationsSecú0

· Pursuantje the provisionsof Article 4.04 of the Texas BusinessCorporationAct (the
'TBCA"), the undersignedcorporation adoptsthe following articles of amendment to the articles.

of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendmentalters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shallread in its entirety as follows:

"ARTl,CLE ONE - The name of the corporationis NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,,. upon filing.

The holder of all of the shares outstanding and entitled to voteon said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adoptingsaid amendment, and
any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation hasexecuted these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,
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LEfSI- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 4917 74807 77233 68528A

LTFU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553- 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
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020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: SOUTH WELLS DRAW (GR)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
S WELLS DRAW 15-34-8-16 34 080S 160E 4301331670 13269 Federal WI A
CASTLE PEAK 1-3 03 090S 160E 4301330639 13269 Federal WI A
S WELLS DRAW 4-3-9-16 03 090S 160E 4301332096 13269 Federal OW P
BALCRON MON FED 14-4 04 090S 160E 4301331666 13269 Federal WI A
MON FED 13-4-9-16 04 090S 160E 4301331716 13269 Federal OW P
CASTLE PEAK 9R 05 090S 160E 4301315787 99998 Federal NA PA
MON FED 41-8-9-16 08 090S 160E 4301331619 13269 Federal WI A
MON FED 31-8-9-16 08 090S 160E 4301331721 13269 Federal OW P
FEDERAL 21-9Y 09 090S 160E 4301331396 13269 Federal WI A
MON FED 11-9-9-16 09 090S 160E 4301331618 13269 Federal OW P
S WELLS DRAW 9-9-9-16 09 090S 160E 4301332043 13269 Federal WI A
S WELLS DRAW 16-9-9-16 09 090S 160E 4301332044 13269 Federal OW P
CASTLE PK FED 24-10A 10 090S 160E 4301330555 13269 Federal OW P
MON FED 33-10-9-16 10 090S 160E 4301331722 13269 Federal OW P
MON FED 43-10-9-16 10 090S 160E 4301331723 13269 Federal WI A
S WELLS DRAW 2-10-9-16 10 090S 160E 4301331774 13269 Federal OW P
S WELLS DRAW 5-10-9-16 10 090S 160E 4301331811 13269 Federal WI A
S WELLS DRAW 6-10-9-16 10 090S 160E 4301332041 13269 Federal OW P
S WELLS DRAW 7-10-9-16 10 090S 160E 4301332042 13269 Federal WI A
S WELLS DRAW 11-10-9-16 10 090S 160E 4301332045 13269 Federal WI A
S WELLS DRAW 12-10-9-16 10 090S 160E 4301332046 13269 Federal OW P
S WELLS DRAW 13-10-9-16 10 090S 160E 4301332047 13269 Federal OW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143
5. If NO, the operator was contacted contacted on:

Newfield So Wells 1_FORM_4B.xis
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6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: nal

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield So Wells 1 FORM_4B.xis
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-020254 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 11-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316180000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0674 FNL 0668 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

11/18/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 9:45 am on 11/18/2011.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 11/18/2011

12/05/2011

Nov. 18, 2011

Sundry Number: 20516 API Well Number: 43013316180000

FORM 9
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Approved by the
Utah Division of

Oil, Gas and Mining

Date: 12/05/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A
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OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: PUt On InjeClion

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:45 am on 11/18/2011.

Approved by the
Utah Division of

Oil, Gas and Mining

Date: 12/05/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASOE ODE5[GNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 11-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
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3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0674 FNL 0668 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NWNW Section: 09 Township: 09.05 Range: 16.0E Meridian: S UTAH

11.
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FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR
o o oo o

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-020254

Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

1. Type of Well

CMUU

Q Oil Wen Gas Well O Other 8. Well Name and No.

2. NameofOperator MON FED 11-9-9-16

NEWFIELD PRODUCTION COMPANY 9 pi gap pa

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331618.

Myton, UT 84052 } 435 646 3771 10 Fielri anri Pool or FYpinratnn Ares

4. Location of Well (Footage, Sec., T, R., M., or Survey Description) GREATER MB UNIT

674 FNL 668 FWL 11. County or Parish, State

NWNW Section 9 T9S RI6E . DUCHESNE. UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off

Notíce of Intent Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

O Subsequent Report Casing Repair Q New Construction Q Recomplete Other

Change Plans O Plug & Abandon Q Temporarily Abandon

Final Abandonment Convert to Injector O Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If the

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be perforned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion

of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oil well to an injection well.

I hereby certify that the foregoing is true and Title

correct (Printed/ Typed)
SignEa rStm

DaRegulatow Lead

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved bY Title Date

Conditionsof approval, if any, are attached. Approval ofthis notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct overations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowinglyand willfully to make to any department or agency ofthe United

States anv false. fictitious and fraudulent statements or rearesentations as to any matter within its iurisdiction

(Instructions on page
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NEWFIELD

ROCKY MOUNTAINS

June 3, 2010

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #11-9-9-16
Monument Butte Field, Lease #UTU-020254
Section 9-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Monument Federal #11-9-
9-16 from a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

S

Eric Sundberg
Regulatory Lead

RECEIVED ·

JUNO8 2010

DN.0FOIL,GAS&MINING

TOO117th Street, Suite 2000 Denver CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #11-9-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-020254

JUNE 3,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #11-9-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-020254

JUNE 3,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #11-9-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-020254

JUNE 3,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - Uic FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Monument Federal 11-9-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-020254

Well Location: QQ NWINW section 9 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31618

Proposed injection interval: from 4071 to 5822
Proposed maximum injection: rate 500 bpd pressure 2166 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date a
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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Denver, Colorado 80202

Well Name and number: Monument Federal 11-9-9-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-020254

Well Location: QQ NWINW section 9 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . . . . Yes [ ] No [ X ]
If this application is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31618

Proposed injection interval: from 4071 to 5822
Proposed maximum injection: rate 500 bpd pressure 2166 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Lead Date a
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date



Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96
GL: 5756' KB: 5766' (10' KB) Proposed Injection 18 BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as follows:

GRADE: J-55
Casing Shoe @298' 110,000# 16/30 sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR 35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc. Flush: 4762 gal. Actual flush: 4704 gal.

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR3L6 bpm, ISIP 2450 psi,

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' -
- 25 fluid. Treated @avg press. Of3370 w/avg

rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Calc

GRADE: J-55
flush: 1233 gal. Actual flush: 1134 gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super"G", 348 sxs 50/50 poz.

CEMENT TOP AT: 1530' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1 jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1 jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

Packer @4252'

4302'-4310'

4718'-4728'

4762'-4781'

4827'-4836'

PERFORATION RECORD

5210'-5216= 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes
3-28-96 4780'-4781' I holes
3-28-96 4827'-4836' 6 holes

TOËOF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

NEWPIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867'
7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16
TD @5900'

674 FNL & 668 FWL

NWNW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254

JL

Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96
GL: 5756' KB: 5766' (10' KB) Proposed Injection 18 BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as follows:

GRADE: J-55
Casing Shoe @298' 110,000# 16/30 sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR 35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc. Flush: 4762 gal. Actual flush: 4704 gal.

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR3L6 bpm, ISIP 2450 psi,

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' -
- 25 fluid. Treated @avg press. Of3370 w/avg

rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Calc

GRADE: J-55
flush: 1233 gal. Actual flush: 1134 gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super"G", 348 sxs 50/50 poz.

CEMENT TOP AT: 1530' KB

TUBING

SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1 jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1 jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

Packer @4252'

4302'-4310'

4718'-4728'

4762'-4781'

4827'-4836'

PERFORATION RECORD

5210'-5216= 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes
3-28-96 4780'-4781' I holes
3-28-96 4827'-4836' 6 holes

TOËOF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

NEWPIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867'
7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16
TD @5900'

674 FNL & 668 FWL

NWNW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254

JL

Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96
GL: 5756' KB: 5766' (10' KB) Proposed Injection 18 BWPD

Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as follows:

GRADE: J-55
Casing Shoe @298' 110,000# 16/30 sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR 35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc. Flush: 4762 gal. Actual flush: 4704 gal.

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR3L6 bpm, ISIP 2450 psi,

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' -
- 25 fluid. Treated @avg press. Of3370 w/avg

rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Calc

GRADE: J-55
flush: 1233 gal. Actual flush: 1134 gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super"G", 348 sxs 50/50 poz.

CEMENT TOP AT: 1530' KB

TUBING

SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1 jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1 jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

Packer @4252'

4302'-4310'

4718'-4728'

4762'-4781'

4827'-4836'

PERFORATION RECORD

5210'-5216= 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes
3-28-96 4780'-4781' I holes
3-28-96 4827'-4836' 6 holes

TOËOF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

NEWPIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867'
7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16
TD @5900'

674 FNL & 668 FWL

NWNW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254

JL



WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Monument Federal
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17" Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal #11-9-9-16 from a producing oil
well to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Monument Federal #11-9-9-

16 well, the proposed injection zone is from Garden Gulch to Castle Peak (4071' -

5822'). The confining strata directly above and below the injection zones are the Garden
Gulch and the top of the Wasatch Formation or TD, which ever is shallower. The Garden
Gulch Marker top is at 3746' and the TD is at 5900'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #11-9-9-16 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-020254) in the
Monument Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V -- RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1

and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 298' KB, and 5-1/2", 15.5#
casing run from surface to 5867' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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the proposed method for testing the casing before use of the well.
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See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2166 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Federal #11-9-9-16, for existing
perforations (4302' - 5216') calculates at 0..86 psig/ft The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 2166 psig. We may add additional perforations between 3746' and 5900'.
See Attachments G and G-1.
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the geologic name, lithologic description, thickness, depth, and lateral extent.
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very fine-grained sandstone with minor imbedded shale streaks. The estimated porosity
is 13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-11.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.
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EXHIBIT B

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 9: NWNW UTU-020254 Newfield RMI LLC

HBP

2 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 3: SE UTU-79832 Newfield RMI LLC
Section 4: SESW HBP Yates Petroleum Corporation

3 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 3: Lots 3-4, S2NW, SW UTU-77338 Newfield RMI LLC
Section 4: NESW, SE HBP

4 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 4: W2SW UTU-73086 Newfield RMI LLC
Section 5: S2SE HBP

5 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 5: N2SE UTU-034217-A Newfield RMI LLC

HBP

6 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 8: N2NE UTU-020255 Newfield RMI LLC

HBP

7 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 8: SWNE, SE UTU-64379 Newfield RMI LLC
Section 9: SWSW HBP Yates Petroleum Corporation
Section 17: NE
Section 18: Lots 3-4, E2SW, SE
Section 19: Lots 1-2, NE, E2NW
Section 21: N2
Section 22: NW, W2NE, SENE

Monument Federal 11-9-9-16
Page 1 of
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EXHIBIT B

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

8 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 8: SENE UTU-79833 Newfield RMI LLC
Section 9: S2NW HBP Yates Petroleum Corporation

Yates DrillingCompany
ABO Petroleum Corporation
MYCO Industries, Inc.

9 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 9: NWSW UTU-85210

HBP

10 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 9: E2SW, SWSE UTU-79831 Newfield RMI LLC

HBP

11 Township 9 South, Range 16 East SLM USA Newfield Production Company USA
Section 9: NE, NENW UTU-65207 Newfield RMI LLC
Section 10: N2NW HBP Yates Petroleum Corporation

Yates Drilling Company
ABO Petroleum Corporation
MYCO Industries, Inc.
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #11-9-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Productio any
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of /M , 2010.

Notary Public in and for the State of Colorado: /(

MyCommissionExplie§
My Commission Expires:_ pipigms
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Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96 18 BWPD
GL: 5756' KB: 5766' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as follows:

GRADE: J-55
Casing Shoe @298' 110,000# 16/30 sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc. Flush: 4762 gal. Actual flush: 4704 gal.

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR 31.6 bpm, ISIP 2450 psi.

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' 25 fluid. Treated @avg press. Of3370 w/avg
rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Cale

GRADE: J-55
flush: 1233gal. Actualflush: II34gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134 jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super "G", 348 sxs 50/50 poz

CEMENT TOP AT: 1530' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

SUCKER RODS

POLISHED ROD: 1 1/2" x 22' polished rod

SUCKER RODS: 1-2x3/4" pony rod, 91-3/4" scrapered rods, 102-3/4" plain 4302'-4310'

rods, 10-3/4" scrapered rods, 6-1 1/2" weighted rods.

PUMP SIZE: 2 1/2" x 1 1/2" x 14' RHAC pump w/ SM Plunger

STROKE LENGTH: 83"
4718'-4728'

PUMP SPEED, SPM: 4 SPM
4762'-4781'

LOGS: DLL, CNL/Litho-Density, CBL/GR 4827'-4836'

PERFORATION RECORD
Anchor @5203'

5210'-5216' 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes

SN @5229
EOT @5299'

3-28-96 4780'-4781' 1 holes
3-28-96 4827'-4836' 6 holes

TOP OF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

MWFIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867, 7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16

674 FNL & 668 FWL

NWNW Section 9-T9S-RI6E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254
KS
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LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR 31.6 bpm, ISIP 2450 psi.

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' 25 fluid. Treated @avg press. Of3370 w/avg
rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Cale

GRADE: J-55
flush: 1233gal. Actualflush: II34gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134 jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super "G", 348 sxs 50/50 poz

CEMENT TOP AT: 1530' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

SUCKER RODS

POLISHED ROD: 1 1/2" x 22' polished rod

SUCKER RODS: 1-2x3/4" pony rod, 91-3/4" scrapered rods, 102-3/4" plain 4302'-4310'

rods, 10-3/4" scrapered rods, 6-1 1/2" weighted rods.

PUMP SIZE: 2 1/2" x 1 1/2" x 14' RHAC pump w/ SM Plunger

STROKE LENGTH: 83"
4718'-4728'

PUMP SPEED, SPM: 4 SPM
4762'-4781'

LOGS: DLL, CNL/Litho-Density, CBL/GR 4827'-4836'

PERFORATION RECORD
Anchor @5203'

5210'-5216' 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes

SN @5229
EOT @5299'

3-28-96 4780'-4781' 1 holes
3-28-96 4827'-4836' 6 holes

TOP OF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

MWFIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867, 7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16

674 FNL & 668 FWL

NWNW Section 9-T9S-RI6E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254
KS

Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96 18 BWPD
GL: 5756' KB: 5766' (10' KB) Wellbore Diagram

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4/01/96 4762'-4836' Frac sand as follows:

GRADE: J-55
Casing Shoe @298' 110,000# 16/30 sand in 790 bbl 2% frac fluid.

ATP 3800 psi, ATR35.5 bpm, ISIP 3500 psi.
WEIGHT: 24# Calc. Flush: 4762 gal. Actual flush: 4704 gal.

LENGTH: 7 JTS - 288' 4/04/96 4302'-4310' Frac sand as follows:

DEPTH LANDED: 298' KB
50,090# 16/30 sand in 402 bbl 2% frac fluid.
ATP 3600 psi, ATR 31.6 bpm, ISIP 2450 psi.

HOLE SIZE: 12-1/4" Calc. Flush: 4302 gal. Actual flush: 4242 gal.

CEMENT DATA: 160 sx Class "G"cmt 8/27/99 Pump change. Update rod and tubing details.

7/15/03 5210'-5216' Frac A1 sands as follows:
23,892#'s of20/40 sand in 215 bbls Viking 1-

Cement Top @1530' 25 fluid. Treated @avg press. Of3370 w/avg
rate of 14.7 bpm. ISIP 2200 psi. Calc flush:
1362 gal. Actual flush: 1260 gals.

7/15/03 4718'-4728' Frac DS3 sands as follow:

PRODUCTION CASING 25,000#'s of20/40 sand in 200 bbls Viking 1-

25 fluid. Treated @avg press of3880 psi
CSG SIZE: 5-1/2" w/avg rate of 14.7 bpm. ISIP 3960 psi. Cale

GRADE: J-55
flush: 1233gal. Actualflush: II34gal.

WEIGHT: 15.5#
04/27/05 Pump change. Update rod and tubing detail.

LENGTH: 134 jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super "G", 348 sxs 50/50 poz

CEMENT TOP AT: 1530' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 162 jts. (5193.04')

TUBING ANCHOR: 5203.04' KB

NO. OF JOINTS: 1jt. (32.03')

SEATINGNIPPLE: 1.10'

SN LANDED AT: 5229.19' KB

NO. OF JOINTS: 1jt. (59.70')

TOTAL STRING LENGTH: EOT @5299.29' KB

SUCKER RODS

POLISHED ROD: 1 1/2" x 22' polished rod

SUCKER RODS: 1-2x3/4" pony rod, 91-3/4" scrapered rods, 102-3/4" plain 4302'-4310'

rods, 10-3/4" scrapered rods, 6-1 1/2" weighted rods.

PUMP SIZE: 2 1/2" x 1 1/2" x 14' RHAC pump w/ SM Plunger

STROKE LENGTH: 83"
4718'-4728'

PUMP SPEED, SPM: 4 SPM
4762'-4781'

LOGS: DLL, CNL/Litho-Density, CBL/GR 4827'-4836'

PERFORATION RECORD
Anchor @5203'

5210'-5216' 3-28-96 4762'-4772' 4 holes
3-28-96 4775'-4778' 3 holes

SN @5229
EOT @5299'

3-28-96 4780'-4781' 1 holes
3-28-96 4827'-4836' 6 holes

TOP OF FILL @5515' 4-03-96 4302'-4310' 4 JSPF 32 holes

MWFIELD
PBTD @5822' 7-13-03 5210'-5216' 4 JSPF 24 holes

SHOE @5867, 7-15-03 4718'-4728' 4 JSPF 40 holes

Monument Federal #11-9-9-16

674 FNL & 668 FWL

NWNW Section 9-T9S-RI6E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254
KS



South Wells Draw 14A-4-9-16
Spud Date: 1/17/2000 Initial Production: 75 BOPD,
Put on Production: 7/13/2000 90 MCFD, 4 BWPD
GL: 5711' KB: 5721' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 2/15/00 5679'-5723' Frac CP sand as follows:
83,359#20/40 sand in 487 bbls Viking I-

GRADE: J-55
25 fluid. Perfs broke down @3656 psi.

WEIGHT: 24# Treated @avg press of 1700 psi w/avg

LENGTH: 7 jts. (305.07')
ra3teofp30BPM. ISIP 2520 psi, 5 min

DEPTH LANDED: 316' 2/15/00 5228'-5404' Frac A/LDC sand as follows:
HOLE SIZE:12-1/4" 101,l32#20/40 sand in 578 bb1s

CEMENT DATA: 141 sxs Class "G" cmt, est 5 bbls cmt to surf Viking I-25 fluid. Perfs broke down @
3480 psi. Treated @avg press of2100
psi wlavg rate of 34 BPM, Had several
small breaks & a large pressure break
when bringing pumps up to rate. With
approx 40 bbls left to flush, pressure was

• • near maximum. Rate was decreased 25
BPM, then pressure dropped off approx
2000 psi & a full flush was achieved.

PRODUCTION CASING ISIP 2380 psi, 5 min2170 psi
CSG SIZE: 5-1/2" 2/15/00 4833'-4934' Frac C/D sand as follows:
GRADE: J-55 & N-80 64,257#20/40 sand in 332 bbls Viking I-

WEIGHT: 15.5#& 17.0#
25 fluid. Perfs broke down @2620 psi.
Treated @avg press of2000 psi wlavg

LENGTH: 144 jts. (5861.96') rate of 34 BPM. With 7# sand on perfs,

DEPTH LANDED: 5859.76, pressure increased rapidly. Rate was
increased & sand cut @blender @8-1/2#

HOLE SIZE: 7-7/8" but maximum pressure was reached

CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs 50/50 POZ
bSeceen ount

t
peprr

x 3 2 sand
CEMENT TOP AT: 816' in perfs and 25,000# sand left in csg.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5658.64')

TUBING ANCHOR: 5544'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @5705'

SN LANDED AT: 5578'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM
4833'-3T

SUCKER RODS: 4-1-1/2"x25' weight bars, 10 -3/4" guided rods, 118 -3/4" 4839'-42' PERFORATION RECORD
slick rods, 90 - 3/4" guided rods, 1 -3/4"x6' pony rod. - 4848'-56' 2/15/00 5710'-5723' 4 JSPF 52 holes
PUMP SIZE: 2-1/2" x 1-1/2" RHAC 4924'-30' 2/15/00 5679'-5686' 4 JSPF 28 holes

STROKE LENGTH: 74,, 4932'-34 2/15/00 5393'-5404' 4 JSPF 44 holes
2/15/00 5344'-5350' 4 JSPF 24 holes

PUMP SPEED, SPM: 8 SPM 5228'-30' 2/15/00 5238'-5240' 4 JSPF 8 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual SpacedNeutron, CBL-GR 5232'-34' 2/15/00 5228'-5230' 4 JSPF 8 holes
5238'-40' 2/15/00 5232'-5234' 4 JSPF 8 holes

2/16/00 4932'-4934' 4 JSPF 8 holes
5344'-50' 2/16/00 4924'-4930' 4 JSPF 24 holes
5393'-5404' 2/16/00 4848'-4856' 4 JSPF 32 holes

2/16/00 4833'-483T 4 JSPF 16 holes
2/16/00 4839'-4842' 4 JSPF 12 holes

Anchor @5544'
5679'-86
5710'-23'

SN@5578'

NEWFIELD EOT @5705'

South Wells Draw #14A-4-9-16
731' FSL & 2030' FWL
SE/SW Section 4-T9S-Rl6E
Duchesne Co, Utah
API #43-013-32107; Lease

South Wells Draw 14A-4-9-16
Spud Date: 1/17/2000 Initial Production: 75 BOPD,
Put on Production: 7/13/2000 90 MCFD, 4 BWPD
GL: 5711' KB: 5721' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 2/15/00 5679'-5723' Frac CP sand as follows:
83,359#20/40 sand in 487 bbls Viking I-

GRADE: J-55
25 fluid. Perfs broke down @3656 psi.

WEIGHT: 24# Treated @avg press of 1700 psi w/avg

LENGTH: 7 jts. (305.07')
ra3teofp30BPM. ISIP 2520 psi, 5 min

DEPTH LANDED: 316' 2/15/00 5228'-5404' Frac A/LDC sand as follows:
HOLE SIZE:12-1/4" 101,l32#20/40 sand in 578 bb1s

CEMENT DATA: 141 sxs Class "G" cmt, est 5 bbls cmt to surf Viking I-25 fluid. Perfs broke down @
3480 psi. Treated @avg press of2100
psi wlavg rate of 34 BPM, Had several
small breaks & a large pressure break
when bringing pumps up to rate. With
approx 40 bbls left to flush, pressure was

• • near maximum. Rate was decreased 25
BPM, then pressure dropped off approx
2000 psi & a full flush was achieved.

PRODUCTION CASING ISIP 2380 psi, 5 min2170 psi
CSG SIZE: 5-1/2" 2/15/00 4833'-4934' Frac C/D sand as follows:
GRADE: J-55 & N-80 64,257#20/40 sand in 332 bbls Viking I-

WEIGHT: 15.5#& 17.0#
25 fluid. Perfs broke down @2620 psi.
Treated @avg press of2000 psi wlavg

LENGTH: 144 jts. (5861.96') rate of 34 BPM. With 7# sand on perfs,

DEPTH LANDED: 5859.76, pressure increased rapidly. Rate was
increased & sand cut @blender @8-1/2#

HOLE SIZE: 7-7/8" but maximum pressure was reached

CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs 50/50 POZ
bSeceen ount

t
peprr

x 3 2 sand
CEMENT TOP AT: 816' in perfs and 25,000# sand left in csg.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5658.64')

TUBING ANCHOR: 5544'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @5705'

SN LANDED AT: 5578'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM
4833'-3T

SUCKER RODS: 4-1-1/2"x25' weight bars, 10 -3/4" guided rods, 118 -3/4" 4839'-42' PERFORATION RECORD
slick rods, 90 - 3/4" guided rods, 1 -3/4"x6' pony rod. - 4848'-56' 2/15/00 5710'-5723' 4 JSPF 52 holes
PUMP SIZE: 2-1/2" x 1-1/2" RHAC 4924'-30' 2/15/00 5679'-5686' 4 JSPF 28 holes

STROKE LENGTH: 74,, 4932'-34 2/15/00 5393'-5404' 4 JSPF 44 holes
2/15/00 5344'-5350' 4 JSPF 24 holes

PUMP SPEED, SPM: 8 SPM 5228'-30' 2/15/00 5238'-5240' 4 JSPF 8 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual SpacedNeutron, CBL-GR 5232'-34' 2/15/00 5228'-5230' 4 JSPF 8 holes
5238'-40' 2/15/00 5232'-5234' 4 JSPF 8 holes

2/16/00 4932'-4934' 4 JSPF 8 holes
5344'-50' 2/16/00 4924'-4930' 4 JSPF 24 holes
5393'-5404' 2/16/00 4848'-4856' 4 JSPF 32 holes

2/16/00 4833'-483T 4 JSPF 16 holes
2/16/00 4839'-4842' 4 JSPF 12 holes

Anchor @5544'
5679'-86
5710'-23'

SN@5578'

NEWFIELD EOT @5705'

South Wells Draw #14A-4-9-16
731' FSL & 2030' FWL
SE/SW Section 4-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32107; Lease

South Wells Draw 14A-4-9-16
Spud Date: 1/17/2000 Initial Production: 75 BOPD,
Put on Production: 7/13/2000 90 MCFD, 4 BWPD
GL: 5711' KB: 5721' Wellbore Diagram

SURFACE CASING FRACJOB

CSG SIZE: 8-5/8" 2/15/00 5679'-5723' Frac CP sand as follows:
83,359#20/40 sand in 487 bbls Viking I-

GRADE: J-55
25 fluid. Perfs broke down @3656 psi.

WEIGHT: 24# Treated @avg press of 1700 psi w/avg

LENGTH: 7 jts. (305.07')
ra3teofp30BPM. ISIP 2520 psi, 5 min

DEPTH LANDED: 316' 2/15/00 5228'-5404' Frac A/LDC sand as follows:
HOLE SIZE:12-1/4" 101,l32#20/40 sand in 578 bb1s

CEMENT DATA: 141 sxs Class "G" cmt, est 5 bbls cmt to surf Viking I-25 fluid. Perfs broke down @
3480 psi. Treated @avg press of2100
psi wlavg rate of 34 BPM, Had several
small breaks & a large pressure break
when bringing pumps up to rate. With
approx 40 bbls left to flush, pressure was

• • near maximum. Rate was decreased 25
BPM, then pressure dropped off approx
2000 psi & a full flush was achieved.

PRODUCTION CASING ISIP 2380 psi, 5 min2170 psi
CSG SIZE: 5-1/2" 2/15/00 4833'-4934' Frac C/D sand as follows:
GRADE: J-55 & N-80 64,257#20/40 sand in 332 bbls Viking I-

WEIGHT: 15.5#& 17.0#
25 fluid. Perfs broke down @2620 psi.
Treated @avg press of2000 psi wlavg

LENGTH: 144 jts. (5861.96') rate of 34 BPM. With 7# sand on perfs,

DEPTH LANDED: 5859.76, pressure increased rapidly. Rate was
increased & sand cut @blender @8-1/2#

HOLE SIZE: 7-7/8" but maximum pressure was reached

CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs 50/50 POZ
bSeceen ount

t
peprr

x 3 2 sand
CEMENT TOP AT: 816' in perfs and 25,000# sand left in csg.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182jts (5658.64')

TUBING ANCHOR: 5544'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @5705'

SN LANDED AT: 5578'

SUCKER RODS

POLISHED ROD: 1-1/2" x 22' SM
4833'-3T

SUCKER RODS: 4-1-1/2"x25' weight bars, 10 -3/4" guided rods, 118 -3/4" 4839'-42' PERFORATION RECORD
slick rods, 90 - 3/4" guided rods, 1 -3/4"x6' pony rod. - 4848'-56' 2/15/00 5710'-5723' 4 JSPF 52 holes
PUMP SIZE: 2-1/2" x 1-1/2" RHAC 4924'-30' 2/15/00 5679'-5686' 4 JSPF 28 holes

STROKE LENGTH: 74,, 4932'-34 2/15/00 5393'-5404' 4 JSPF 44 holes
2/15/00 5344'-5350' 4 JSPF 24 holes

PUMP SPEED, SPM: 8 SPM 5228'-30' 2/15/00 5238'-5240' 4 JSPF 8 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual SpacedNeutron, CBL-GR 5232'-34' 2/15/00 5228'-5230' 4 JSPF 8 holes
5238'-40' 2/15/00 5232'-5234' 4 JSPF 8 holes

2/16/00 4932'-4934' 4 JSPF 8 holes
5344'-50' 2/16/00 4924'-4930' 4 JSPF 24 holes
5393'-5404' 2/16/00 4848'-4856' 4 JSPF 32 holes

2/16/00 4833'-483T 4 JSPF 16 holes
2/16/00 4839'-4842' 4 JSPF 12 holes

Anchor @5544'
5679'-86
5710'-23'

SN@5578'

NEWFIELD EOT @5705'

South Wells Draw #14A-4-9-16
731' FSL & 2030' FWL
SE/SW Section 4-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32107; Lease



South Wells Draw X-4-9-16
Spud Date: 4/2/2009
Put on Production:6/1/2009

GL: 5715' KB: 5727, Wellbore Diagram

FRAC JOB

6-10-09 5883-5948' Frac CP3 & CP4 sands as follows:
Frac with 29,550# of20/40 sand in

SURFACE CASING Cement top @28'
. · 249 bb1sof Lightning 17 fluid.

CSG SIZE: 8-5/8"
6-10-09 5774-5792' Frac CP2 sands as follows:

GRADE: J-55 Frac with 65,152#20/40 sand in 395

WEIGHT: 24# bbls of Lightning 17 fluid.

LENGTH: 8 jts (313') 6-10-09 5454-5462' Frac LODC sands as follows:

DEPTH LANDED: 325' KB Frac with 30,549#20/40 sand in 244
bbis of Lightning 17 fluid.

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'G' cmt 6-10-09 4860-4929' Frac D1 & D2 sands as follows:
Frac with 55,172# 20/40 sand in 341
bbls of Lightning 17 fluid.

6-10-09 4326-4411' Frac GB2 & GB4 sands as
PRODUCTION CASING follows: Fracwith55,292#20/40

CSG SIZE: 5-1/2,, snadLin346 bbls of Lightning 17

1555

5#

LENGTH: 169 jts (6172')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6222.70'

CEMENT DATA: 280 sx Prem. Lite and 400 sx 50/50 poz 4326-4330'

CEMENT TOP AT: 28'

4335-4342'

TUBING Ã a
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

4383-4386'

NO. OF JOINTS: 190jts (5889')

TUBING ANCHOR: 5901' KB 4406-4411'

NO. OF JOINTS: 1 jt (30.9')

SEATING NIPPLE: 2-7/8" (1.1')
4860-4872'

SN LANDED AT: 5935' KB

NO. OF JOINTS: 2 jts (62.4')

TOTAL STRING LENGTH: EOT @5999'
4920-4929'

5454-5462'

PERFORATION RECORD
SUCKERRODS

5774-5792' 5942-5948' 4 JSPF 24 holes
POLISHED ROD: 1 ½" x 26' 5883-5894' 4 JSPF 44 holes

SUCKER RODS: 1 - 2' x 7/8"; 1 - 4' x 7/8"; 1 - 8'x 7/8" pony rods, 232 -7/8" 5774-5792' 4 JSPF 72 holes
guided rods (8 per), 4-1 ½" weight bars 5883-5894' 5454-5462' 4 JSPF 32 holes

PUMP SIZE: 2 ½" x 1 ¾" x 20' RHAC rod pump 4920-4929' 4 JSPF 36 holes

STROKE LENGTH: 144" 4860-4872' 4 JSPF 48 holes
4406-4411' 4 JSPF 20 holes

PUMP SPEED, SPM: 5 Anchor @5901'
4383-4386' 4 JSPF 12 holes
4335-4342' 4 JSPF 28 holes
4326-4330' 4 JSPF 16 holes

SN@S935'

5942-5948'

EOT @5999

NEWFIELD PBTD@6127'

South Wells Draw X-4-9-16
TD @6260'

730' FSL & 2044' FWL SE/SW

Section 4-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33880; Lease # UTU- 64379 LCN

South Wells Draw X-4-9-16
Spud Date: 4/2/2009
Put on Production:6/1/2009

GL: 5715' KB: 5727, Wellbore Diagram

FRAC JOB

6-10-09 5883-5948' Frac CP3 & CP4 sands as follows:
Frac with 29,550# of20/40 sand in

SURFACE CASING Cement top @28'
. · 249 bb1sof Lightning 17 fluid.

CSG SIZE: 8-5/8"
6-10-09 5774-5792' Frac CP2 sands as follows:

GRADE: J-55 Frac with 65,152#20/40 sand in 395

WEIGHT: 24# bbls of Lightning 17 fluid.

LENGTH: 8 jts (313') 6-10-09 5454-5462' Frac LODC sands as follows:

DEPTH LANDED: 325' KB Frac with 30,549#20/40 sand in 244
bbis of Lightning 17 fluid.

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'G' cmt 6-10-09 4860-4929' Frac D1 & D2 sands as follows:
Frac with 55,172# 20/40 sand in 341
bbls of Lightning 17 fluid.

6-10-09 4326-4411' Frac GB2 & GB4 sands as
PRODUCTION CASING follows: Fracwith55,292#20/40

CSG SIZE: 5-1/2,, snadLin346 bbls of Lightning 17

1555

5#

LENGTH: 169 jts (6172')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6222.70'

CEMENT DATA: 280 sx Prem. Lite and 400 sx 50/50 poz 4326-4330'

CEMENT TOP AT: 28'

4335-4342'

TUBING Ã a
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

4383-4386'

NO. OF JOINTS: 190jts (5889')

TUBING ANCHOR: 5901' KB 4406-4411'

NO. OF JOINTS: 1 jt (30.9')

SEATING NIPPLE: 2-7/8" (1.1')
4860-4872'

SN LANDED AT: 5935' KB

NO. OF JOINTS: 2 jts (62.4')

TOTAL STRING LENGTH: EOT @5999'
4920-4929'

5454-5462'

PERFORATION RECORD
SUCKERRODS

5774-5792' 5942-5948' 4 JSPF 24 holes
POLISHED ROD: 1 ½" x 26' 5883-5894' 4 JSPF 44 holes

SUCKER RODS: 1 - 2' x 7/8"; 1 - 4' x 7/8"; 1 - 8'x 7/8" pony rods, 232 -7/8" 5774-5792' 4 JSPF 72 holes
guided rods (8 per), 4-1 ½" weight bars 5883-5894' 5454-5462' 4 JSPF 32 holes

PUMP SIZE: 2 ½" x 1 ¾" x 20' RHAC rod pump 4920-4929' 4 JSPF 36 holes

STROKE LENGTH: 144" 4860-4872' 4 JSPF 48 holes
4406-4411' 4 JSPF 20 holes

PUMP SPEED, SPM: 5 Anchor @5901'
4383-4386' 4 JSPF 12 holes
4335-4342' 4 JSPF 28 holes
4326-4330' 4 JSPF 16 holes

SN@S935'

5942-5948'

EOT @5999

NEWFIELD
PBTD@6127'

South Wells Draw X-4-9-16
TD @6260'

730' FSL & 2044' FWL SE/SW

Section 4-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33880; Lease # UTU- 64379 LCN

South Wells Draw X-4-9-16
Spud Date: 4/2/2009
Put on Production:6/1/2009

GL: 5715' KB: 5727, Wellbore Diagram

FRAC JOB

6-10-09 5883-5948' Frac CP3 & CP4 sands as follows:
Frac with 29,550# of20/40 sand in

SURFACE CASING Cement top @28'
. · 249 bb1sof Lightning 17 fluid.

CSG SIZE: 8-5/8"
6-10-09 5774-5792' Frac CP2 sands as follows:

GRADE: J-55 Frac with 65,152#20/40 sand in 395

WEIGHT: 24# bbls of Lightning 17 fluid.

LENGTH: 8 jts (313') 6-10-09 5454-5462' Frac LODC sands as follows:

DEPTH LANDED: 325' KB Frac with 30,549#20/40 sand in 244
bbis of Lightning 17 fluid.

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class 'G' cmt 6-10-09 4860-4929' Frac D1 & D2 sands as follows:
Frac with 55,172# 20/40 sand in 341
bbls of Lightning 17 fluid.

6-10-09 4326-4411' Frac GB2 & GB4 sands as
PRODUCTION CASING follows: Fracwith55,292#20/40

CSG SIZE: 5-1/2,, snadLin346 bbls of Lightning 17

1555

5#

LENGTH: 169 jts (6172')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6222.70'

CEMENT DATA: 280 sx Prem. Lite and 400 sx 50/50 poz 4326-4330'

CEMENT TOP AT: 28'

4335-4342'

TUBING Ã a
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

4383-4386'

NO. OF JOINTS: 190jts (5889')

TUBING ANCHOR: 5901' KB 4406-4411'

NO. OF JOINTS: 1 jt (30.9')

SEATING NIPPLE: 2-7/8" (1.1')
4860-4872'

SN LANDED AT: 5935' KB

NO. OF JOINTS: 2 jts (62.4')

TOTAL STRING LENGTH: EOT @5999'
4920-4929'

5454-5462'

PERFORATION RECORD
SUCKERRODS

5774-5792' 5942-5948' 4 JSPF 24 holes
POLISHED ROD: 1 ½" x 26' 5883-5894' 4 JSPF 44 holes

SUCKER RODS: 1 - 2' x 7/8"; 1 - 4' x 7/8"; 1 - 8'x 7/8" pony rods, 232 -7/8" 5774-5792' 4 JSPF 72 holes
guided rods (8 per), 4-1 ½" weight bars 5883-5894' 5454-5462' 4 JSPF 32 holes

PUMP SIZE: 2 ½" x 1 ¾" x 20' RHAC rod pump 4920-4929' 4 JSPF 36 holes

STROKE LENGTH: 144" 4860-4872' 4 JSPF 48 holes
4406-4411' 4 JSPF 20 holes

PUMP SPEED, SPM: 5 Anchor @5901'
4383-4386' 4 JSPF 12 holes
4335-4342' 4 JSPF 28 holes
4326-4330' 4 JSPF 16 holes

SN@S935'

5942-5948'

EOT @5999

NEWFIELD
PBTD@6127'

South Wells Draw X-4-9-16
TD @6260'

730' FSL & 2044' FWL SE/SW

Section 4-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33880; Lease # UTU- 64379 LCN



½¾ebroerk E-3

Balcron Monument Federal #14-4-9-16
Spud Date: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, OMCFD
GL: 5766' KB: 5776' Injector Wellbore 0 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9-4-96 4978'-4989' 48,100#16/30 sand, and 17,388 gals fluid.

GRADE: J-55 9-6-96 4787'-4847' 96,400#16/30 sand, and 28,476 gals fluid.

WEIGHT: 24# 2/12/02 Tubing leak. Update rod and tubing details.

LENGTH: 6 JTS (253') 8/01/02 4360'-4368' 110 gal 15% HCI w/ .5 BPM @1700 psi.

DEPTH LANDED: 263' 8/01/02 4360'-4368' 110 gal 15% HCI w/ l BPM @1500 psi.

HOLE SIZE: 12-1/4" 8/02/02 Convert to injector.

CEMENT DATA: 160 sx Class "G"cmt 07/03/07 Five year MIT

Cement Top @1100'

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx Super G & 400 sx 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 137jts. (4252.04')

SN: @4262.04' KB Packer @4266'
PACKER CE.: 4266.26' KB

TOTAL STRING LENGTH: EOT @4270.47' KB

4360'-4368' GB6

4384'-4392' GB6

PERFORATION RECORD
4787'4795' DS3 9/4/96 4985'-4989' 4 JSPF 16 holes

9/4/96 4978'-4982' 4 JSPF 16 holes

4838-4847' DI
9/4/96 4838'-4847' 2 JSPF 18 holes
9/4/96 4787'-4795' 2 JSPF 16 holes
8/01/02 4384'-4392' 4 JSPF 32 holes

4978'-4982' C 8/01/02 4360'-4368' 4 JSPF 32 holes

| 4985'-4989' C

NEWFIELD SN@4262'

-- .42

TD @5850'

Balcron Monument Federal #14-4-9-16
719 FSL & 607 FWL

SWSW Section 4-T9S-R16E
Duchesne Co, Utah

API #43-013-31666; Lease #U-73086

½¾ebroerk E-3

Balcron Monument Federal #14-4-9-16
Spud Date: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, OMCFD
GL: 5766' KB: 5776' Injector Wellbore 0 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9-4-96 4978'-4989' 48,100#16/30 sand, and 17,388 gals fluid.

GRADE: J-55 9-6-96 4787'-4847' 96,400#16/30 sand, and 28,476 gals fluid.

WEIGHT: 24# 2/12/02 Tubing leak. Update rod and tubing details.

LENGTH: 6 JTS (253') 8/01/02 4360'-4368' 110 gal 15% HCI w/ .5 BPM @1700 psi.

DEPTH LANDED: 263' 8/01/02 4360'-4368' 110 gal 15% HCI w/ l BPM @1500 psi.

HOLE SIZE: 12-1/4" 8/02/02 Convert to injector.

CEMENT DATA: 160 sx Class "G"cmt 07/03/07 Five year MIT

Cement Top @1100'

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx Super G & 400 sx 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 137jts. (4252.04')

SN: @4262.04' KB Packer @4266'
PACKER CE.: 4266.26' KB

TOTAL STRING LENGTH: EOT @4270.47' KB

4360'-4368' GB6

4384'-4392' GB6

PERFORATION RECORD
4787'4795' DS3 9/4/96 4985'-4989' 4 JSPF 16 holes

9/4/96 4978'-4982' 4 JSPF 16 holes

4838-4847' DI
9/4/96 4838'-4847' 2 JSPF 18 holes
9/4/96 4787'-4795' 2 JSPF 16 holes
8/01/02 4384'-4392' 4 JSPF 32 holes

4978'-4982' C 8/01/02 4360'-4368' 4 JSPF 32 holes

| 4985'-4989' C

NEWFIELD SN@4262'

-- .42

TD @5850'

Balcron Monument Federal #14-4-9-16
719 FSL & 607 FWL

SWSW Section 4-T9S-R16E

Duchesne Co, Utah
API #43-013-31666; Lease #U-73086

½¾ebroerk E-3

Balcron Monument Federal #14-4-9-16
Spud Date: 8-11-96
Put on Production: 9-9-96 Initial Production: 33 BOPD, OMCFD
GL: 5766' KB: 5776' Injector Wellbore 0 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 9-4-96 4978'-4989' 48,100#16/30 sand, and 17,388 gals fluid.

GRADE: J-55 9-6-96 4787'-4847' 96,400#16/30 sand, and 28,476 gals fluid.

WEIGHT: 24# 2/12/02 Tubing leak. Update rod and tubing details.

LENGTH: 6 JTS (253') 8/01/02 4360'-4368' 110 gal 15% HCI w/ .5 BPM @1700 psi.

DEPTH LANDED: 263' 8/01/02 4360'-4368' 110 gal 15% HCI w/ l BPM @1500 psi.

HOLE SIZE: 12-1/4" 8/02/02 Convert to injector.

CEMENT DATA: 160 sx Class "G"cmt 07/03/07 Five year MIT

Cement Top @1100'

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 135 jts (5831.81)

HOLE SIZE: 7-7/8"

CEMENT DATA: 270 sx Super G & 400 sx 50/50 Poz

CEMENT TOP AT: 1100'

SET AT: 5841'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 137jts. (4252.04')

SN: @4262.04' KB Packer @4266'
PACKER CE.: 4266.26' KB

TOTAL STRING LENGTH: EOT @4270.47' KB

4360'-4368' GB6

4384'-4392' GB6

PERFORATION RECORD
4787'4795' DS3 9/4/96 4985'-4989' 4 JSPF 16 holes

9/4/96 4978'-4982' 4 JSPF 16 holes

4838-4847' DI
9/4/96 4838'-4847' 2 JSPF 18 holes
9/4/96 4787'-4795' 2 JSPF 16 holes
8/01/02 4384'-4392' 4 JSPF 32 holes

4978'-4982' C 8/01/02 4360'-4368' 4 JSPF 32 holes

| 4985'-4989' C

NEWFIELD SN@4262'

-- .42

TD @5850'

Balcron Monument Federal #14-4-9-16
719 FSL & 607 FWL

SWSW Section 4-T9S-R16E

Duchesne Co, Utah
API #43-013-31666; Lease #U-73086



PrBochmen+ E - /

South Wells Draw 16-5T-9-16
Spud Date: 4/11/03
Put on Production: 7/11/03

Initial Production: 106 BOPD,

GL: 5810' KB: 5822, Wellbore Diagram 86 MCFD,l9 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" Cement Top @Surface 7/7/03 5730'-5964' Frac CP.5 CP2, CP3, & CP4 sands as follows:

GRADE: J-55
89,016#20/40 sand in 697 Bbis Viking I-25

fluid. Treated @avg. press of 1731 psi w/

WEIGHT: 24# avg rate of24.5 BPM. ISIP: 1983 psi. Calc

LENGTH: 7 jts (292.42') Casing shoe @302' flush: 5728 gal. Actual flush: 5628 gal..

DEPTH LANDED: 302.42' KB
7/7/03 5291'-5333' Frac A1 & A3 sands as follows:

52,556# 20/40 sand in 461 Bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg. press of2040 psi w/ avg

CEMENT DATA: 150 sxs Class "G" cmt, est 3.5 bb1somt to surf
rate of24.5 BPM. ISIP: 2270 psi. Calc flush:
5289 gal. Actual flush: 5208 gal.

7/7/03 4345'-4474' Frac GB4, GB6, & PB7 sands as follows:
80,766#20/40 sand in 576 Bbls Viking I-25
fluid. Treated @avg. press of 1950 psi w/ avg
rate of 24.7 BPM. ISIP: 2125 psi. Calc flush:

PRODUCTION CASING 4343 gal. Actual flush: 4242 gal.

CSG SIZE: 5 1/2"

GRADE: J-55

WEIGHT: 15.5#
07/19/05 Pump change. Update tubing and rod details.

LENGTH: 140jts. (6246.18') 02-09-07 Tubing Leak: Updated rod and tubing detail
DEPTH LANDED: 6244.18' KB

3/16/09 Pump Change. Updated r & t details.
HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 187 jts (5892.92')
4345'4357'

TUBING ANCHOR: 5909.92' KB

NO. OF JOINTS: 2 jts (62.89')
4384'-4389'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5978.27 KB 4470'-4474'

NO. OF JOINTS: 2 jts (63.00')

TOTAL STRING LENGTH: EOT @6042.81' W/ KB
S'17, NOT FRACED

5291'-5297'
PERFORATION RECORD

SUCKER RODS 5322'-5333'
7/3/03 5958'-5964' 4 JSPF 24 holes

POLISHED ROD: 1 1/2" x 22' SM
7/3/03 5924'-5928' 4 JSPF 16 holes
7/3/03 5916'-5919' 4 JSPF 12 holes

SUCKER RODS: 6- 1 1/2" weight rods, 10- 3/4" scrapered rods; 122- 3/4" - : 5730'-5744'

plain rods, 99- 3/4" scrapered rods, 1- 6', & 1- 2' x 3/4" pony rods iX 5747'-57502 7/3/03 5816'-5820' 4 JSPF 16 holes

PUMP SIZE: 2 1/2" xl 1/2" x 10' x 14' RHAC
7/3/03 5747'-5750' 4 JSPF 12 holes
7/3/03 5730'-5744' 4 JSPF 56 holes

STROKE LENGTH: 72" i 5816'-5820' 7/7/03 5322'-5333' 4 JSPF 44 holes

PUMP SPEED, SPM: 5 SPM 7/7/03 5291'-5297' 4 JSPF 24 holes
7/7/03 4815'-4817' 4 JSPF 8 holes
7/7/03 4808'-4813' 4 JSPF 20 holes

Anchor @5893' 7/7/03 4470'-4474' 4 JSPF 16 holes
5916'-5919' 7/7/03 4384'-4389' 4 JSPF 20 holes
5924'-5928'

SN @5978 7/7/03 4345'-4357' 4 JSPF 48 holes

5958'-5964'

EOT @6043'

NEWFIELD

PBTD @6227'
South Wells Draw 16-5T-9-16 SHOE @6244'

897' FSL & 823' FEL
SE/SE Section 5-T9S-Rl6E TD @6253'

Duchesne Co, Utah
API #43-013-32433 ; Lease #UTU-73086

DF

PrBochmen+ E - /

South Wells Draw 16-5T-9-16
Spud Date: 4/11/03
Put on Production: 7/11/03

Initial Production: 106 BOPD,

GL: 5810' KB: 5822, Wellbore Diagram 86 MCFD,l9 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" Cement Top @Surface 7/7/03 5730'-5964' Frac CP.5 CP2, CP3, & CP4 sands as follows:

GRADE: J-55
89,016#20/40 sand in 697 Bbis Viking I-25

fluid. Treated @avg. press of 1731 psi w/

WEIGHT: 24# avg rate of24.5 BPM. ISIP: 1983 psi. Calc

LENGTH: 7 jts (292.42') Casing shoe @302' flush: 5728 gal. Actual flush: 5628 gal..

DEPTH LANDED: 302.42' KB
7/7/03 5291'-5333' Frac A1 & A3 sands as follows:

52,556# 20/40 sand in 461 Bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg. press of2040 psi w/ avg

CEMENT DATA: 150 sxs Class "G" cmt, est 3.5 bb1somt to surf
rate of24.5 BPM. ISIP: 2270 psi. Calc flush:
5289 gal. Actual flush: 5208 gal.

7/7/03 4345'-4474' Frac GB4, GB6, & PB7 sands as follows:
80,766#20/40 sand in 576 Bbls Viking I-25
fluid. Treated @avg. press of 1950 psi w/ avg
rate of 24.7 BPM. ISIP: 2125 psi. Calc flush:

PRODUCTION CASING 4343 gal. Actual flush: 4242 gal.

CSG SIZE: 5 1/2"

GRADE: J-55

WEIGHT: 15.5#
07/19/05 Pump change. Update tubing and rod details.

LENGTH: 140jts. (6246.18') 02-09-07 Tubing Leak: Updated rod and tubing detail
DEPTH LANDED: 6244.18' KB

3/16/09 Pump Change. Updated r & t details.
HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 187 jts (5892.92')
4345'4357'

TUBING ANCHOR: 5909.92' KB

NO. OF JOINTS: 2 jts (62.89')
4384'-4389'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5978.27 KB 4470'-4474'

NO. OF JOINTS: 2 jts (63.00')

TOTAL STRING LENGTH: EOT @6042.81' W/ KB
S'17, NOT FRACED

5291'-5297'
PERFORATION RECORD

SUCKER RODS 5322'-5333'
7/3/03 5958'-5964' 4 JSPF 24 holes

POLISHED ROD: 1 1/2" x 22' SM
7/3/03 5924'-5928' 4 JSPF 16 holes
7/3/03 5916'-5919' 4 JSPF 12 holes

SUCKER RODS: 6- 1 1/2" weight rods, 10- 3/4" scrapered rods; 122- 3/4" - : 5730'-5744'

plain rods, 99- 3/4" scrapered rods, 1- 6', & 1- 2' x 3/4" pony rods iX 5747'-57502 7/3/03 5816'-5820' 4 JSPF 16 holes

PUMP SIZE: 2 1/2" xl 1/2" x 10' x 14' RHAC
7/3/03 5747'-5750' 4 JSPF 12 holes
7/3/03 5730'-5744' 4 JSPF 56 holes

STROKE LENGTH: 72" i 5816'-5820' 7/7/03 5322'-5333' 4 JSPF 44 holes

PUMP SPEED, SPM: 5 SPM 7/7/03 5291'-5297' 4 JSPF 24 holes
7/7/03 4815'-4817' 4 JSPF 8 holes
7/7/03 4808'-4813' 4 JSPF 20 holes

Anchor @5893' 7/7/03 4470'-4474' 4 JSPF 16 holes
5916'-5919' 7/7/03 4384'-4389' 4 JSPF 20 holes
5924'-5928'

SN @5978 7/7/03 4345'-4357' 4 JSPF 48 holes

5958'-5964'

EOT @6043'

NEWFIELD

PBTD @6227'
South Wells Draw 16-5T-9-16 SHOE @6244'

897' FSL & 823' FEL
SE/SE Section 5-T9S-Rl6E TD @6253'

Duchesne Co, Utah
API #43-013-32433 ; Lease #UTU-73086

DF

PrBochmen+ E - /

South Wells Draw 16-5T-9-16
Spud Date: 4/11/03
Put on Production: 7/11/03

Initial Production: 106 BOPD,

GL: 5810' KB: 5822, Wellbore Diagram 86 MCFD,l9 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8 5/8" Cement Top @Surface 7/7/03 5730'-5964' Frac CP.5 CP2, CP3, & CP4 sands as follows:

GRADE: J-55
89,016#20/40 sand in 697 Bbis Viking I-25

fluid. Treated @avg. press of 1731 psi w/

WEIGHT: 24# avg rate of24.5 BPM. ISIP: 1983 psi. Calc

LENGTH: 7 jts (292.42') Casing shoe @302' flush: 5728 gal. Actual flush: 5628 gal..

DEPTH LANDED: 302.42' KB
7/7/03 5291'-5333' Frac A1 & A3 sands as follows:

52,556# 20/40 sand in 461 Bbis Viking I-25

HOLE SIZE:12 1/4" fluid. Treated @avg. press of2040 psi w/ avg

CEMENT DATA: 150 sxs Class "G" cmt, est 3.5 bb1somt to surf
rate of24.5 BPM. ISIP: 2270 psi. Calc flush:
5289 gal. Actual flush: 5208 gal.

7/7/03 4345'-4474' Frac GB4, GB6, & PB7 sands as follows:
80,766#20/40 sand in 576 Bbls Viking I-25
fluid. Treated @avg. press of 1950 psi w/ avg
rate of 24.7 BPM. ISIP: 2125 psi. Calc flush:

PRODUCTION CASING 4343 gal. Actual flush: 4242 gal.

CSG SIZE: 5 1/2"

GRADE: J-55

WEIGHT: 15.5#
07/19/05 Pump change. Update tubing and rod details.

LENGTH: 140jts. (6246.18') 02-09-07 Tubing Leak: Updated rod and tubing detail
DEPTH LANDED: 6244.18' KB

3/16/09 Pump Change. Updated r & t details.
HOLE SIZE: 7 7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 400 sxs 50/50 POZ

CEMENT TOP AT: Surface per CBL

TUBING
SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 187 jts (5892.92')
4345'4357'

TUBING ANCHOR: 5909.92' KB

NO. OF JOINTS: 2 jts (62.89')
4384'-4389'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5978.27 KB 4470'-4474'

NO. OF JOINTS: 2 jts (63.00')

TOTAL STRING LENGTH: EOT @6042.81' W/ KB
S'17, NOT FRACED

5291'-5297'
PERFORATION RECORD

SUCKER RODS 5322'-5333'
7/3/03 5958'-5964' 4 JSPF 24 holes

POLISHED ROD: 1 1/2" x 22' SM
7/3/03 5924'-5928' 4 JSPF 16 holes
7/3/03 5916'-5919' 4 JSPF 12 holes

SUCKER RODS: 6- 1 1/2" weight rods, 10- 3/4" scrapered rods; 122- 3/4" - : 5730'-5744'

plain rods, 99- 3/4" scrapered rods, 1- 6', & 1- 2' x 3/4" pony rods iX 5747'-57502 7/3/03 5816'-5820' 4 JSPF 16 holes

PUMP SIZE: 2 1/2" xl 1/2" x 10' x 14' RHAC
7/3/03 5747'-5750' 4 JSPF 12 holes
7/3/03 5730'-5744' 4 JSPF 56 holes

STROKE LENGTH: 72" i 5816'-5820' 7/7/03 5322'-5333' 4 JSPF 44 holes

PUMP SPEED, SPM: 5 SPM 7/7/03 5291'-5297' 4 JSPF 24 holes
7/7/03 4815'-4817' 4 JSPF 8 holes
7/7/03 4808'-4813' 4 JSPF 20 holes

Anchor @5893' 7/7/03 4470'-4474' 4 JSPF 16 holes
5916'-5919' 7/7/03 4384'-4389' 4 JSPF 20 holes
5924'-5928'

SN @5978 7/7/03 4345'-4357' 4 JSPF 48 holes

5958'-5964'

EOT @6043'

NEWFIELD

PBTD @6227'
South Wells Draw 16-5T-9-16 SHOE @6244'

897' FSL & 823' FEL
SE/SE Section 5-T9S-Rl6E TD @6253'

Duchesne Co, Utah
API #43-013-32433 ; Lease #UTU-73086

DF



South Wells Draw U-5-9-16
Spud Date: 3/26/2009
Put on Production: 6/4/2009 Wellbore Diagram
GL: 5758' KB: 5770'

FRAC JOB

6-5-09 5884-5891' Frac CP2 sands as follows:
SURFACE CASING

Cement top @32'
Frac with 19,931#20/40 sand in 340 total bb1s

CSG SIZE: 8-5/8, me Lightning 17 fluid.

GRADE: J-55 6-5-09 5812-5820' Frac CP1 sands as follows:

WEIGHT: 24#
Frac with 24,805#20/40 sand in 207 bb1sof
Lightning 17 fluid.

LENGTH: 8 jts (312')

DEPTH LANDED: 324' KB
6-5-09 5344-5370' Frac Al sands as follows:

Frac with 71,697#20/40 sand in 620 total bbis
HOLE SIZE: 12-1/4" ine Lightning 17 fluid.

CEMENT DATA: 160 sx class 'G' cmt - 6-5-09 5212-5220' Frac B2 sands as follows:
Frac with 24,698# 20/40 sand in 207 bbls of
Lightning 17 fluid.

6-5-09 5022-5028' Frac D3 sands as follows:
PRODUCTION CASING Fracwith25,367#20/40sandin165 bbisof

CSG SIZE: 5-1/2" Lightning 17 fluid.

GRADE: J-55 6-5-09 4850-4916' Frac D1 & DS3 sands as follows:
WEIGHT: 15.5# Frac with 97,338#20/40 sand in 597 bbis of

LENGTH: 154 jts (6273')
Lightning 17 fluid.

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6286.08'

CEMENT DATA: 300 sx Prem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 32'

4850-4868'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4910-4916'

NO. OF JOINTS: 188jts (5862')

TUBING ANCHOR: 5874' KB

NO. OF JOINTS: I jts (31.6')
5022-5028'

SEATING NIPPLE: 2-7/8" (1.1') 5212-5220'

SN LANDED AT: 5909' KB

NO. OF JOINTS: 2 jts (63.0')

TOTAL STRING LENGTH: EOT @5973' 5344-5358'

5363-5370'

PERFORATION RECORD
SUCKER RODS

5884-5891' 4 JSPF 28 holes

POLISHED ROD: 1 ½" x 30' 5812-5820' 4 JSPF 32 holes

SUCKER RODS: 1 - 2' x 7/8" pony rod, 231-7/8" guide rod (8 per), 5363-5370' 4 JSPF 28 holes

4 - 1 ½" weight bars.
5812-5820, 5344-5358' 4 JSPF 56 holes

PUMP SIZE: 2 ½" xl ¾" x 20' RHAC
5212-5220' 4 JSPF 32 holes
5022-5028' 4 JSPF 24 holes

STROKE LENGTH: 120" 4910-4916' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 Anchor @5874' 4850-4868' 4 JSPF 72 holes

5884-5891'

SN @5909'

EOT @5973'

NEWPIELD
PBTD @6244'

S Wells Draw U-5-9-16

697' FNL & 64T FWL NW/NW
TD @6295'

Section 5-T9S-R16E

Duchesne Co, Utah

API #43-013-33981; Lease #UTU-73086
LCN

South Wells Draw U-5-9-16
Spud Date: 3/26/2009
Put on Production: 6/4/2009 Wellbore Diagram
GL: 5758' KB: 5770'

FRAC JOB

6-5-09 5884-5891' Frac CP2 sands as follows:
SURFACE CASING

Cement top @32'
Frac with 19,931#20/40 sand in 340 total bb1s

CSG SIZE: 8-5/8, me Lightning 17 fluid.

GRADE: J-55 6-5-09 5812-5820' Frac CP1 sands as follows:

WEIGHT: 24#
Frac with 24,805#20/40 sand in 207 bb1sof
Lightning 17 fluid.

LENGTH: 8 jts (312')

DEPTH LANDED: 324' KB
6-5-09 5344-5370' Frac Al sands as follows:

Frac with 71,697#20/40 sand in 620 total bbis
HOLE SIZE: 12-1/4" ine Lightning 17 fluid.

CEMENT DATA: 160 sx class 'G' cmt - 6-5-09 5212-5220' Frac B2 sands as follows:
Frac with 24,698# 20/40 sand in 207 bbls of
Lightning 17 fluid.

6-5-09 5022-5028' Frac D3 sands as follows:
PRODUCTION CASING Fracwith25,367#20/40sandin165 bbisof

CSG SIZE: 5-1/2" Lightning 17 fluid.

GRADE: J-55 6-5-09 4850-4916' Frac D1 & DS3 sands as follows:
WEIGHT: 15.5# Frac with 97,338#20/40 sand in 597 bbis of

LENGTH: 154 jts (6273')
Lightning 17 fluid.

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6286.08'

CEMENT DATA: 300 sx Prem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 32'

4850-4868'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4910-4916'

NO. OF JOINTS: 188jts (5862')

TUBING ANCHOR: 5874' KB

NO. OF JOINTS: I jts (31.6')
5022-5028'

SEATING NIPPLE: 2-7/8" (1.1') 5212-5220'

SN LANDED AT: 5909' KB

NO. OF JOINTS: 2 jts (63.0')

TOTAL STRING LENGTH: EOT @5973' 5344-5358'

5363-5370'

PERFORATION RECORD
SUCKER RODS

5884-5891' 4 JSPF 28 holes

POLISHED ROD: 1 ½" x 30' 5812-5820' 4 JSPF 32 holes

SUCKER RODS: 1 - 2' x 7/8" pony rod, 231-7/8" guide rod (8 per), 5363-5370' 4 JSPF 28 holes

4 - 1 ½" weight bars.
5812-5820, 5344-5358' 4 JSPF 56 holes

PUMP SIZE: 2 ½" xl ¾" x 20' RHAC
5212-5220' 4 JSPF 32 holes
5022-5028' 4 JSPF 24 holes

STROKE LENGTH: 120" 4910-4916' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 Anchor @5874' 4850-4868' 4 JSPF 72 holes

5884-5891'

SN @5909'

EOT @5973'

NEWPIELD
PBTD @6244'

S Wells Draw U-5-9-16

697' FNL & 64T FWL NW/NW
TD @6295'

Section 5-T9S-R16E

Duchesne Co, Utah

API #43-013-33981; Lease #UTU-73086
LCN

South Wells Draw U-5-9-16
Spud Date: 3/26/2009
Put on Production: 6/4/2009 Wellbore Diagram
GL: 5758' KB: 5770'

FRAC JOB

6-5-09 5884-5891' Frac CP2 sands as follows:
SURFACE CASING

Cement top @32'
Frac with 19,931#20/40 sand in 340 total bb1s

CSG SIZE: 8-5/8, me Lightning 17 fluid.

GRADE: J-55 6-5-09 5812-5820' Frac CP1 sands as follows:

WEIGHT: 24#
Frac with 24,805#20/40 sand in 207 bb1sof
Lightning 17 fluid.

LENGTH: 8 jts (312')

DEPTH LANDED: 324' KB
6-5-09 5344-5370' Frac Al sands as follows:

Frac with 71,697#20/40 sand in 620 total bbis
HOLE SIZE: 12-1/4" ine Lightning 17 fluid.

CEMENT DATA: 160 sx class 'G' cmt - 6-5-09 5212-5220' Frac B2 sands as follows:
Frac with 24,698# 20/40 sand in 207 bbls of
Lightning 17 fluid.

6-5-09 5022-5028' Frac D3 sands as follows:
PRODUCTION CASING Fracwith25,367#20/40sandin165 bbisof

CSG SIZE: 5-1/2" Lightning 17 fluid.

GRADE: J-55 6-5-09 4850-4916' Frac D1 & DS3 sands as follows:
WEIGHT: 15.5# Frac with 97,338#20/40 sand in 597 bbis of

LENGTH: 154 jts (6273')
Lightning 17 fluid.

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6286.08'

CEMENT DATA: 300 sx Prem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 32'

4850-4868'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4910-4916'

NO. OF JOINTS: 188jts (5862')

TUBING ANCHOR: 5874' KB

NO. OF JOINTS: I jts (31.6')
5022-5028'

SEATING NIPPLE: 2-7/8" (1.1') 5212-5220'

SN LANDED AT: 5909' KB

NO. OF JOINTS: 2 jts (63.0')

TOTAL STRING LENGTH: EOT @5973' 5344-5358'

5363-5370'

PERFORATION RECORD
SUCKER RODS

5884-5891' 4 JSPF 28 holes

POLISHED ROD: 1 ½" x 30' 5812-5820' 4 JSPF 32 holes

SUCKER RODS: 1 - 2' x 7/8" pony rod, 231-7/8" guide rod (8 per), 5363-5370' 4 JSPF 28 holes

4 - 1 ½" weight bars.
5812-5820, 5344-5358' 4 JSPF 56 holes

PUMP SIZE: 2 ½" xl ¾" x 20' RHAC
5212-5220' 4 JSPF 32 holes
5022-5028' 4 JSPF 24 holes

STROKE LENGTH: 120" 4910-4916' 4 JSPF 24 holes

PUMP SPEED, SPM: 4 Anchor @5874' 4850-4868' 4 JSPF 72 holes

5884-5891'

SN @5909'

EOT @5973'

NEWPIELD
PBTD @6244'

S Wells Draw U-5-9-16

697' FNL & 64T FWL NW/NW
TD @6295'

Section 5-T9S-R16E

Duchesne Co, Utah

API #43-013-33981; Lease #UTU-73086
LCN



Woh men+ E - G

SWD Fed #B-8-9-16
Spud Date: 06/11/08
Put on Production: 10/13/08 Wellbore Diagram
GL: 5852' KB: 5864'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/15/08 5828-5838' Frac CP.5 sds as follows:

GRADE: J-55
Cement Top @38' 24,700#20/40 sand in 369 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2765 psi @ave rate of23 BPM, ISIP 2282 psi. Actual
WEIGHT: 24# flush: 5326 gals.

LENGTH: 7 jts (312.79') 7/15/08 5516-5524 Frac LODC sds as follows:

DEPTH LANDED: 324.642 25,258#20/40 sand in 358 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 2103 psi @ave rate of 23.1 BPM. ISIP 1740 psi. Actual

HOLE SIZE:12-1/4" flush: 5011 gals.

CEMENT DATA: 1- 160, sxs Class "G" cmt, est 9 bbls cmt to surf 7/15/08 5392-5406 Frac A1 sds as follows:
100,294#20/40 sand in 743 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2210 psi @ave rate of23 BPM. ISIP 1740 psi. Actual
flush: 4889 gals.

7/16/08 5076-5080' Frac C sds as follows:
59,951#20/40 sand in 506 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2103 psi @ave rate of23 BPM. ISIP 2180 psi. Actual

PRODUCTION CASING
flush: 4570 gals.

CSG SIZE: 5-1/2"
7/16/08 4924-4942' Frac D1 sds as follows:
128,411# 20/40 sand in 906 bb1sof Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of2326 psi @ave rate of25.6 BPM. ISIP 2411 psi. Actual

WEIGHT: 15.5#
flush: 4418 gals.

LENGTH: 137jts (6316.75')
7/16/08 4398-4406' Frac GB4 & GB6 sds as follows:
99,112#20/40 sand in 716 bb1sof Lightning 17 fÍuid. Treated w/ ave

DEPTH LANDED: 6330' pressure of 2003 psi @ave rate of 25.7 BPM. ISIP 2008 psi. Actual

HOLE SIZE: 7-7/8"
flush: 4326 gals.

CEMENT DATA: 350 sx Premlite H and 450 sx 50/50 Poz

CEMENT TOP AT: 38'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55/

NO. OF JOINTS: 157 jts (4872.21')

TUBING ANCHOR: 2.80@ 4884.21

NO. OF JOINTS: 1 jts (30.85')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4917.86 4398-4406'
NO. OF JOINTS: 1 (30.85)

TOTAL STRING LENGTH: EOT @4951.91'

4440-4450'

Anchor @4884'

SUCKER RODS SN @4918'
4924-4942'

POLISHED ROD: 1 ½" x 26' polished rod 5076-5080'

SUCKER RODS: 191-7/8" guided (8 per), 4-1 ½" wt bars, 21k shear coupling

PUMP SIZE: 2 ½" x 2" x 24' RHBC CDI 5102-5112'

STROKE LENGTH: 120'
5392-5406'

PUMP SPEED, SPM: 5

5410-5418'

5516-5524' PERFORATION RECORD

4398-4406' 4 JSPF 32 holes
5828-5838'

i 4440-4450' 4 JSPF 40 holes
4924-4942' 4 JSPF 72 holes

EOT @4952' 5076-5080' 4 JSPF 16holes
5102-5112' 4 JSPF 40 holes
5392-5406' 4 ISPF 56 holes
5410-5418' 4 JSPF 32 holes

NEWFIELD psyv g 6270s 5516-5524' 4 JSPF 32 holes
5828-5838' 4 JSPF 40 holes

TD @6348'

SWD Fed #B-8-9-16
527' FNL & 2066' FEL

NWNE Section 8-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33764; Lease #UTU-020255 I

Woh men+ E - G

SWD Fed #B-8-9-16
Spud Date: 06/11/08
Put on Production: 10/13/08 Wellbore Diagram
GL: 5852' KB: 5864'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/15/08 5828-5838' Frac CP.5 sds as follows:

GRADE: J-55
Cement Top @38' 24,700#20/40 sand in 369 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2765 psi @ave rate of23 BPM, ISIP 2282 psi. Actual
WEIGHT: 24# flush: 5326 gals.

LENGTH: 7 jts (312.79') 7/15/08 5516-5524 Frac LODC sds as follows:

DEPTH LANDED: 324.642 25,258#20/40 sand in 358 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 2103 psi @ave rate of 23.1 BPM. ISIP 1740 psi. Actual

HOLE SIZE:12-1/4" flush: 5011 gals.

CEMENT DATA: 1- 160, sxs Class "G" cmt, est 9 bbls cmt to surf 7/15/08 5392-5406 Frac A1 sds as follows:
100,294#20/40 sand in 743 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2210 psi @ave rate of23 BPM. ISIP 1740 psi. Actual
flush: 4889 gals.

7/16/08 5076-5080' Frac C sds as follows:
59,951#20/40 sand in 506 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2103 psi @ave rate of23 BPM. ISIP 2180 psi. Actual

PRODUCTION CASING
flush: 4570 gals.

CSG SIZE: 5-1/2"
7/16/08 4924-4942' Frac D1 sds as follows:
128,411# 20/40 sand in 906 bb1sof Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of2326 psi @ave rate of25.6 BPM. ISIP 2411 psi. Actual

WEIGHT: 15.5#
flush: 4418 gals.

LENGTH: 137jts (6316.75')
7/16/08 4398-4406' Frac GB4 & GB6 sds as follows:
99,112#20/40 sand in 716 bb1sof Lightning 17 fÍuid. Treated w/ ave

DEPTH LANDED: 6330' pressure of 2003 psi @ave rate of 25.7 BPM. ISIP 2008 psi. Actual

HOLE SIZE: 7-7/8"
flush: 4326 gals.

CEMENT DATA: 350 sx Premlite H and 450 sx 50/50 Poz

CEMENT TOP AT: 38'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55/

NO. OF JOINTS: 157 jts (4872.21')

TUBING ANCHOR: 2.80@ 4884.21

NO. OF JOINTS: 1 jts (30.85')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4917.86 4398-4406'
NO. OF JOINTS: 1 (30.85)

TOTAL STRING LENGTH: EOT @4951.91'

4440-4450'

Anchor @4884'

SUCKER RODS SN @4918'
4924-4942'

POLISHED ROD: 1 ½" x 26' polished rod 5076-5080'

SUCKER RODS: 191-7/8" guided (8 per), 4-1 ½" wt bars, 21k shear coupling

PUMP SIZE: 2 ½" x 2" x 24' RHBC CDI 5102-5112'

STROKE LENGTH: 120'
5392-5406'

PUMP SPEED, SPM: 5

5410-5418'

5516-5524' PERFORATION RECORD

4398-4406' 4 JSPF 32 holes
5828-5838'

i 4440-4450' 4 JSPF 40 holes
4924-4942' 4 JSPF 72 holes

EOT @4952' 5076-5080' 4 JSPF 16holes
5102-5112' 4 JSPF 40 holes
5392-5406' 4 ISPF 56 holes
5410-5418' 4 JSPF 32 holes

NEWFIELD psyv g 6270s 5516-5524' 4 JSPF 32 holes
5828-5838' 4 JSPF 40 holes

TD @6348'

SWD Fed #B-8-9-16
527' FNL & 2066' FEL

NWNE Section 8-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33764; Lease #UTU-020255 I

Woh men+ E - G

SWD Fed #B-8-9-16
Spud Date: 06/11/08
Put on Production: 10/13/08 Wellbore Diagram
GL: 5852' KB: 5864'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7/15/08 5828-5838' Frac CP.5 sds as follows:

GRADE: J-55
Cement Top @38' 24,700#20/40 sand in 369 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2765 psi @ave rate of23 BPM, ISIP 2282 psi. Actual
WEIGHT: 24# flush: 5326 gals.

LENGTH: 7 jts (312.79') 7/15/08 5516-5524 Frac LODC sds as follows:

DEPTH LANDED: 324.642 25,258#20/40 sand in 358 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 2103 psi @ave rate of 23.1 BPM. ISIP 1740 psi. Actual

HOLE SIZE:12-1/4" flush: 5011 gals.

CEMENT DATA: 1- 160, sxs Class "G" cmt, est 9 bbls cmt to surf 7/15/08 5392-5406 Frac A1 sds as follows:
100,294#20/40 sand in 743 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2210 psi @ave rate of23 BPM. ISIP 1740 psi. Actual
flush: 4889 gals.

7/16/08 5076-5080' Frac C sds as follows:
59,951#20/40 sand in 506 bbis of Lightning 17 fluid. Treated w/ ave
pressure of2103 psi @ave rate of23 BPM. ISIP 2180 psi. Actual

PRODUCTION CASING
flush: 4570 gals.

CSG SIZE: 5-1/2"
7/16/08 4924-4942' Frac D1 sds as follows:
128,411# 20/40 sand in 906 bb1sof Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of2326 psi @ave rate of25.6 BPM. ISIP 2411 psi. Actual

WEIGHT: 15.5#
flush: 4418 gals.

LENGTH: 137jts (6316.75')
7/16/08 4398-4406' Frac GB4 & GB6 sds as follows:
99,112#20/40 sand in 716 bb1sof Lightning 17 fÍuid. Treated w/ ave

DEPTH LANDED: 6330' pressure of 2003 psi @ave rate of 25.7 BPM. ISIP 2008 psi. Actual

HOLE SIZE: 7-7/8"
flush: 4326 gals.

CEMENT DATA: 350 sx Premlite H and 450 sx 50/50 Poz

CEMENT TOP AT: 38'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55/

NO. OF JOINTS: 157 jts (4872.21')

TUBING ANCHOR: 2.80@ 4884.21

NO. OF JOINTS: 1 jts (30.85')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4917.86 4398-4406'
NO. OF JOINTS: 1 (30.85)

TOTAL STRING LENGTH: EOT @4951.91'

4440-4450'

Anchor @4884'

SUCKER RODS SN @4918'
4924-4942'

POLISHED ROD: 1 ½" x 26' polished rod 5076-5080'

SUCKER RODS: 191-7/8" guided (8 per), 4-1 ½" wt bars, 21k shear coupling

PUMP SIZE: 2 ½" x 2" x 24' RHBC CDI 5102-5112'

STROKE LENGTH: 120'
5392-5406'

PUMP SPEED, SPM: 5

5410-5418'

5516-5524' PERFORATION RECORD

4398-4406' 4 JSPF 32 holes
5828-5838'

i 4440-4450' 4 JSPF 40 holes
4924-4942' 4 JSPF 72 holes

EOT @4952' 5076-5080' 4 JSPF 16holes
5102-5112' 4 JSPF 40 holes
5392-5406' 4 ISPF 56 holes
5410-5418' 4 JSPF 32 holes

NEWFIELD psyv g 6270s 5516-5524' 4 JSPF 32 holes
5828-5838' 4 JSPF 40 holes

TD @6348'

SWD Fed #B-8-9-16
527' FNL & 2066' FEL

NWNE Section 8-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33764; Lease #UTU-020255 I



A+bebmd £-7
t-onDP u/c1t17o

4/19/96 ÌVÍOnument Federal #41-8-9-16
Put on Injection: 3/10/02 Initial Production: 100 BOPD, 0 MCFD
GL: 5811' KB: 5828

Injection Wellbore 15 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4-1-96 5229'-5240' Frae sand as follows:

GRADE: J-55 19,698 gals 2% KCL wtr, 26,280#20/40

WEIGHT: 24#
sand and 42,600# 16/30 sand. ATP: 2050
psi, ATR: 30.8 bpm, ISIP: 4400 psi, 5 min:

LENGTH: 6 JTS 1690 psi, 10 min: 1410 psi, 15 min: 1320

DEPTH LANDED: 260' w I
6S5e5d469dbbls wtr Screen out

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 4-4-96 4816'-4983' Frae sand as follows:

18,942 gals 2% KCL gelled wtr and
60,100# 16/30 sd. ATP = 3700 psi, ATR =

34 bpm, ISIP = 5100 psi, 5 min: 1650 psi,
10 min: 1460 psi, 15 min: 1400 psi. Used
451 bb1swtr. Screen out w/51,207# sand on
formation. Flow back 1 bpm. 1-l/2 hrs =

90 bbls flow back.
PRODUCTION CASING

3/08/02 Convert to injector. Update tubing
CSG SIZE: 5-1/2" details.

GRADE: J-55

WEIGHT: 15.5# 2/21/07 5 Year MIT completed and submitted.

LENGTH: 134jts (5856.58')

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 350 sx Poz 50/50

SET AT: 5919.18' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 131 jts. (4201.84')

SEATING NIPPLE: 2-7/8" Packer @4224'

SN LANDED AT: 4218.84'

PACKER: 4224.14' 4319'-4327' GB6

TOTAL STRING LENGTH: EOT @4227.25'

4341'-4345' GB6

4816'-4821' Dl

4978'-4983' C-SD

5229'-5240' Al
PERFORATION RECORD

3/27/96 5229'-5240' 4 JSPF 44 holes
4/03/96 4978'-4983' 7 holes

5373'-5383' LODC 4/03/96 4816'-4821' 7 holes

3/04/02 5387'-5393' 4 JSPF 24 holes
3/04/02 5373'-5383' 4 JSPF 40 holes

5387'-5393' LODC 3/04/02 4341'-4345' 4 JSPF 16 holes
3/04/02 4319'-4327' 4 JSPF 32 hoJes

---- SN@4218'

EOT @4227'
NEWPIELD

PBTD @5876'

TD @5950'

Monument Federal #41-8-9-16

806 FNL & 605 FEL
NENE Section 8-T9S-R16E

Duchesne Co, Utah
API #43-013-31619; Lease #U-020255

CR

A+bebmd £-7
t-onDP u/c1t17o

4/19/96 ÌVÍOnument Federal #41-8-9-16
Put on Injection: 3/10/02 Initial Production: 100 BOPD, 0 MCFD
GL: 5811' KB: 5828

Injection Wellbore 15 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4-1-96 5229'-5240' Frae sand as follows:

GRADE: J-55 19,698 gals 2% KCL wtr, 26,280#20/40

WEIGHT: 24#
sand and 42,600# 16/30 sand. ATP: 2050
psi, ATR: 30.8 bpm, ISIP: 4400 psi, 5 min:

LENGTH: 6 JTS 1690 psi, 10 min: 1410 psi, 15 min: 1320

DEPTH LANDED: 260' w I
6S5e5d469dbbls wtr Screen out

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 4-4-96 4816'-4983' Frae sand as follows:

18,942 gals 2% KCL gelled wtr and
60,100# 16/30 sd. ATP = 3700 psi, ATR =

34 bpm, ISIP = 5100 psi, 5 min: 1650 psi,
10 min: 1460 psi, 15 min: 1400 psi. Used
451 bb1swtr. Screen out w/51,207# sand on
formation. Flow back 1 bpm. 1-l/2 hrs =

90 bbls flow back.
PRODUCTION CASING

3/08/02 Convert to injector. Update tubing
CSG SIZE: 5-1/2" details.

GRADE: J-55

WEIGHT: 15.5# 2/21/07 5 Year MIT completed and submitted.

LENGTH: 134jts (5856.58')

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 350 sx Poz 50/50

SET AT: 5919.18' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 131 jts. (4201.84')

SEATING NIPPLE: 2-7/8" Packer @4224'

SN LANDED AT: 4218.84'

PACKER: 4224.14' 4319'-4327' GB6

TOTAL STRING LENGTH: EOT @4227.25'

4341'-4345' GB6

4816'-4821' Dl

4978'-4983' C-SD

5229'-5240' Al
PERFORATION RECORD

3/27/96 5229'-5240' 4 JSPF 44 holes
4/03/96 4978'-4983' 7 holes

5373'-5383' LODC 4/03/96 4816'-4821' 7 holes

3/04/02 5387'-5393' 4 JSPF 24 holes
3/04/02 5373'-5383' 4 JSPF 40 holes

5387'-5393' LODC 3/04/02 4341'-4345' 4 JSPF 16 holes
3/04/02 4319'-4327' 4 JSPF 32 hoJes

---- SN@4218'

EOT @4227'
NEWPIELD

PBTD @5876'

TD @5950'

Monument Federal #41-8-9-16

806 FNL & 605 FEL
NENE Section 8-T9S-R16E

Duchesne Co, Utah
API #43-013-31619; Lease #U-020255

CR

A+bebmd £-7
t-onDP u/c1t17o

4/19/96 ÌVÍOnument Federal #41-8-9-16
Put on Injection: 3/10/02 Initial Production: 100 BOPD, 0 MCFD
GL: 5811' KB: 5828

Injection Wellbore 15 BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 4-1-96 5229'-5240' Frae sand as follows:

GRADE: J-55 19,698 gals 2% KCL wtr, 26,280#20/40

WEIGHT: 24#
sand and 42,600# 16/30 sand. ATP: 2050
psi, ATR: 30.8 bpm, ISIP: 4400 psi, 5 min:

LENGTH: 6 JTS 1690 psi, 10 min: 1410 psi, 15 min: 1320

DEPTH LANDED: 260' w I
6S5e5d469dbbls wtr Screen out

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 4-4-96 4816'-4983' Frae sand as follows:

18,942 gals 2% KCL gelled wtr and
60,100# 16/30 sd. ATP = 3700 psi, ATR =

34 bpm, ISIP = 5100 psi, 5 min: 1650 psi,
10 min: 1460 psi, 15 min: 1400 psi. Used
451 bb1swtr. Screen out w/51,207# sand on
formation. Flow back 1 bpm. 1-l/2 hrs =

90 bbls flow back.
PRODUCTION CASING

3/08/02 Convert to injector. Update tubing
CSG SIZE: 5-1/2" details.

GRADE: J-55

WEIGHT: 15.5# 2/21/07 5 Year MIT completed and submitted.

LENGTH: 134jts (5856.58')

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 350 sx Poz 50/50

SET AT: 5919.18' KB

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 131 jts. (4201.84')

SEATING NIPPLE: 2-7/8" Packer @4224'

SN LANDED AT: 4218.84'

PACKER: 4224.14' 4319'-4327' GB6

TOTAL STRING LENGTH: EOT @4227.25'

4341'-4345' GB6

4816'-4821' Dl

4978'-4983' C-SD

5229'-5240' Al
PERFORATION RECORD

3/27/96 5229'-5240' 4 JSPF 44 holes
4/03/96 4978'-4983' 7 holes

5373'-5383' LODC 4/03/96 4816'-4821' 7 holes

3/04/02 5387'-5393' 4 JSPF 24 holes
3/04/02 5373'-5383' 4 JSPF 40 holes

5387'-5393' LODC 3/04/02 4341'-4345' 4 JSPF 16 holes
3/04/02 4319'-4327' 4 JSPF 32 hoJes

---- SN@4218'

EOT @4227'
NEWPIELD

PBTD @5876'

TD @5950'

Monument Federal #41-8-9-16

806 FNL & 605 FEL
NENE Section 8-T9S-R16E

Duchesne Co, Utah
API #43-013-31619; Lease #U-020255

CR



Federal 8-8-9-16
Spud Date: 1-25-07 Initial Production: BOPD,
Put on Production: 5-1-07 Wellbore Diagram MCFD, BWPD

GL: 5862' KB: 5874'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-23-07 5718-5735' Frac CPI sands as follows:

GRADE: J-55
80674#20/40 sand in 619 bbls Lightning 17
frac fluid. Treated @avg press of2351 psi

WEIGHT: 24# Cement top @94' w/avg rate of24.8 BPM. ISIP 2148 psi. Calc

LENGTH: 7 jts (311.37')
flush: 5716 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.22' KB
04-24-07 5252-526T Frac al sands as follows:

80738#20/40 sand in 608 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1873 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bb1scmt to surf wlavg rate of23.9 BPM. ISIP 2166 psi. Calc
flush: 5250 gal. Actual flush: 4788 gal.

04-24-07 5060-5077' Frac B1 sands as follows:
75928# 20/40 sand in 549 bbls Lightning 17
frac fluid. Treated @avg press of l782 psi
w/avg rate of24.5 BPM. ISIP 2088 psi. Calc
flush: 5058 gal. Actual flush: 4578 gal.

PRODUCTION CASING 04-24-07 4814-4877' Frac D2, & D1 sands as follows:

CSG SIZE: 5-1/2"
151956#20/40 sand in 1015 bbls Lightning
17 frac fluid. Treated @avg press of 1787 w/

GRADE: J-55 avg rate of25.1 BPM. ISIP 2055 psi. Calc

WEIGHT: 15.5#
flush: 4812 gal. Actual flush: 4326 gal.

LENGTH: 144 jts. (6189.94') 04-24-07 4328-4336' Frac GB6 sands as follows:

DEPTH LANDED: 6203.19' KB
40746#20/40 sand in 378 bbls Lightning 17
frac fluid. Treated @avg press of 1820 w/

HOLE SIZE: 7-7/8" avg rate of25.1 BPM. ISIP 1819 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
flush: 4326 gal. Actual flush: 4242 gal.

CEMENT TOP AT: 94'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# - 4328-4336'

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB

NO. OF JOINTS: 1 jts (31.64') 4814-4825'

SEATING NIPPLE: 2-7/8" (1.10') 4867-4877'

SN LANDED AT: 6112.92' KB

NO. OF JOINTS: 2 jts (63.14') 5060-5077'

TOTAL STRING LENGTH: EOT @6177.61' KB 5252-5267'

Anchor@5684' PERFORATION RECORD
SUCKER RODS

SN 5752' 5718-5735' 04-17-07 5718-5735' 4 JSPF 68 holes

POLISHED ROD: 1-1/2" x 22' SM
04-23-07 5252-5267' 4 JSPF 60 holes
04-24-07 5060-5077' 4 JSPF 68 holes

SUCKER RODS: 1-2' X ¾" pony rods, 99-¾" guided rods, 129- ¾" plain
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods.

04-24-07 4867-487T 4 JSPF 40 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger
04-24-07 4814-4825' 4 JSPF 44 holes
04-24-07 4328-4336' 4 JSPF 32 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5818'

NEWFIELD
PBTD @615T

SHOE @6203'
Federal 8-8-9-16

TD @6200'
2102' FNL & 536' FEL

SEINE Section 8-T9S-R16E

Duchesne Co, Utah

API # 43-013-33057; Lease # UTU-79833

TK

Federal 8-8-9-16
Spud Date: 1-25-07 Initial Production: BOPD,
Put on Production: 5-1-07 Wellbore Diagram MCFD, BWPD

GL: 5862' KB: 5874'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-23-07 5718-5735' Frac CPI sands as follows:

GRADE: J-55
80674#20/40 sand in 619 bbls Lightning 17
frac fluid. Treated @avg press of2351 psi

WEIGHT: 24# Cement top @94' w/avg rate of24.8 BPM. ISIP 2148 psi. Calc

LENGTH: 7 jts (311.37')
flush: 5716 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.22' KB
04-24-07 5252-526T Frac al sands as follows:

80738#20/40 sand in 608 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1873 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bb1scmt to surf wlavg rate of23.9 BPM. ISIP 2166 psi. Calc
flush: 5250 gal. Actual flush: 4788 gal.

04-24-07 5060-5077' Frac B1 sands as follows:
75928# 20/40 sand in 549 bbls Lightning 17
frac fluid. Treated @avg press of l782 psi
w/avg rate of24.5 BPM. ISIP 2088 psi. Calc
flush: 5058 gal. Actual flush: 4578 gal.

PRODUCTION CASING 04-24-07 4814-4877' Frac D2, & D1 sands as follows:

CSG SIZE: 5-1/2"
151956#20/40 sand in 1015 bbls Lightning
17 frac fluid. Treated @avg press of 1787 w/

GRADE: J-55 avg rate of25.1 BPM. ISIP 2055 psi. Calc

WEIGHT: 15.5#
flush: 4812 gal. Actual flush: 4326 gal.

LENGTH: 144 jts. (6189.94') 04-24-07 4328-4336' Frac GB6 sands as follows:

DEPTH LANDED: 6203.19' KB
40746#20/40 sand in 378 bbls Lightning 17
frac fluid. Treated @avg press of 1820 w/

HOLE SIZE: 7-7/8" avg rate of25.1 BPM. ISIP 1819 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
flush: 4326 gal. Actual flush: 4242 gal.

CEMENT TOP AT: 94'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# - 4328-4336'

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB

NO. OF JOINTS: 1 jts (31.64') 4814-4825'

SEATING NIPPLE: 2-7/8" (1.10') 4867-4877'

SN LANDED AT: 6112.92' KB

NO. OF JOINTS: 2 jts (63.14') 5060-5077'

TOTAL STRING LENGTH: EOT @6177.61' KB 5252-5267'

Anchor@5684' PERFORATION RECORD
SUCKER RODS

SN 5752' 5718-5735' 04-17-07 5718-5735' 4 JSPF 68 holes

POLISHED ROD: 1-1/2" x 22' SM
04-23-07 5252-5267' 4 JSPF 60 holes
04-24-07 5060-5077' 4 JSPF 68 holes

SUCKER RODS: 1-2' X ¾" pony rods, 99-¾" guided rods, 129- ¾" plain
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods.

04-24-07 4867-487T 4 JSPF 40 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger
04-24-07 4814-4825' 4 JSPF 44 holes
04-24-07 4328-4336' 4 JSPF 32 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5818'

NEWFIELD
PBTD @615T

SHOE @6203'
Federal 8-8-9-16

TD @6200'
2102' FNL & 536' FEL

SEINE Section 8-T9S-R16E

Duchesne Co, Utah

API # 43-013-33057; Lease # UTU-79833

TK

Federal 8-8-9-16
Spud Date: 1-25-07 Initial Production: BOPD,
Put on Production: 5-1-07 Wellbore Diagram MCFD, BWPD

GL: 5862' KB: 5874'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-23-07 5718-5735' Frac CPI sands as follows:

GRADE: J-55
80674#20/40 sand in 619 bbls Lightning 17
frac fluid. Treated @avg press of2351 psi

WEIGHT: 24# Cement top @94' w/avg rate of24.8 BPM. ISIP 2148 psi. Calc

LENGTH: 7 jts (311.37')
flush: 5716 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.22' KB
04-24-07 5252-526T Frac al sands as follows:

80738#20/40 sand in 608 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1873 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 5 bb1scmt to surf wlavg rate of23.9 BPM. ISIP 2166 psi. Calc
flush: 5250 gal. Actual flush: 4788 gal.

04-24-07 5060-5077' Frac B1 sands as follows:
75928# 20/40 sand in 549 bbls Lightning 17
frac fluid. Treated @avg press of l782 psi
w/avg rate of24.5 BPM. ISIP 2088 psi. Calc
flush: 5058 gal. Actual flush: 4578 gal.

PRODUCTION CASING 04-24-07 4814-4877' Frac D2, & D1 sands as follows:

CSG SIZE: 5-1/2"
151956#20/40 sand in 1015 bbls Lightning
17 frac fluid. Treated @avg press of 1787 w/

GRADE: J-55 avg rate of25.1 BPM. ISIP 2055 psi. Calc

WEIGHT: 15.5#
flush: 4812 gal. Actual flush: 4326 gal.

LENGTH: 144 jts. (6189.94') 04-24-07 4328-4336' Frac GB6 sands as follows:

DEPTH LANDED: 6203.19' KB
40746#20/40 sand in 378 bbls Lightning 17
frac fluid. Treated @avg press of 1820 w/

HOLE SIZE: 7-7/8" avg rate of25.1 BPM. ISIP 1819 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
flush: 4326 gal. Actual flush: 4242 gal.

CEMENT TOP AT: 94'

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# - 4328-4336'

NO. OF JOINTS: 192 jts (6066.48')

TUBING ANCHOR: 6078.48' KB

NO. OF JOINTS: 1 jts (31.64') 4814-4825'

SEATING NIPPLE: 2-7/8" (1.10') 4867-4877'

SN LANDED AT: 6112.92' KB

NO. OF JOINTS: 2 jts (63.14') 5060-5077'

TOTAL STRING LENGTH: EOT @6177.61' KB 5252-5267'

Anchor@5684' PERFORATION RECORD
SUCKER RODS

SN 5752' 5718-5735' 04-17-07 5718-5735' 4 JSPF 68 holes

POLISHED ROD: 1-1/2" x 22' SM
04-23-07 5252-5267' 4 JSPF 60 holes
04-24-07 5060-5077' 4 JSPF 68 holes

SUCKER RODS: 1-2' X ¾" pony rods, 99-¾" guided rods, 129- ¾" plain
rods, 10- ¾" guided rods, 6- 1 ½" weighted rods.

04-24-07 4867-487T 4 JSPF 40 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14.5' RHAC w/SM plunger
04-24-07 4814-4825' 4 JSPF 44 holes
04-24-07 4328-4336' 4 JSPF 32 holes

STROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5818'

NEWFIELD
PBTD @615T

SHOE @6203'
Federal 8-8-9-16

TD @6200'
2102' FNL & 536' FEL

SEINE Section 8-T9S-R16E

Duchesne Co, Utah

API # 43-013-33057; Lease # UTU-79833

TK



Federal 5-9-9-16
Spud Date: 3-19-07 Initial Production: BOPD,
Put on Production: 5-02-07 Wellbore Diagram MCFD, BWPD

GL: 5789' KB: 5801'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-30-07 5674-5684' Frac CP1 sands as follows:

GRADE: J-55
20595#20/40 sand in 297 bb1sLightning 17
frac fluid. Treated @avg press of 2284 psi

WEIGHT: 24# Cement top @250' w/avg rate of25 BPM. ISIP 2085 psi. Calc

LENGTH: 7 jts (313.01')
flush: 5672 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.52' KB
04-30-07 5280-5301' Frac A3 sands as follows:

65451#20/40 sand in 520 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2089 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis cmt to surf
wlavg rate of25 BPM. ISIP 2339 psi. Calc
flush: 5278 gal. Actual flush: 4830 gal.

04-30-07 5162-5184' Frac A 1 sands as follows:
110232#20/40 sand in 778 bbls Lightning 17
frac fluid. Treated @avg press of 1947 psi
wlavg rate of24.4 BPM. ISIP 2305 psi. Calc
flush: 5160 gal. Actual flush: 4704 gal.

PRODUCTION CASING 04-30-07 4742-4810' FracD2,D1sandsasfollows:

CSG SIZE: 5-1/2"
139780#20/40 sand in 952 bbls Lightning 17
frac fluid. Treated @avg press of 1881w/

GRADE: J-55 avg rate of25 BPM. ISIP 2123 psi. Cale

WEIGHT: 15.5#
flush: 4740 gal. Actual flush: 4242 gal.

LENGTH: 136 jts. (5912.60') 04-30-07 4190-4262' Frac GB6, & GB4 sands as follows:

DEPTH LANDED: 5910.85' KB
8970#20/40 sand in 218 bbls Lightning 17
frac fluid. Treated @avg press of 1715w/

HOLE SIZE: 7-7/8" avg rate of25 BPM. ISIP 1647 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
4190-4199' flush; 4189 gal. Actual flush: 4074 gal.

CEMENT TOP AT: 250' 4252-4262' 7/1/08 Pump change. Updated rod and tubing detail.
8/10/09 Pump Change. Updated rod & tubing details.
4/1/10 Parted rods. Updated rod and tubing detail.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

4742-4746'

NO. OF JOINTS: 183 jts (5639.6')
4755-4764'

TUBING ANCHOR: 5651.64' KB

NO. OF JOINTS: 1 jts (31.5')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5686.0' KB 5162-5184'

NO. OF JOINTS: 1jts (31.60') 5280-5288'

TOTAL STRING LENGTH: EOT @5719' KB
5296-5301'

Anchor@5652' PERFORATION RECORD
SUCKER RODS

SN 5686' | 5674-5684' 04-24-07 5674-5684' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' polished rod 04-30-07 5296-5301' 4 JSPF 20 holes

SUCKER RODS: 1-8' x ¾" pony rod, 2- 8' x ¾" pony rods, 1-2' x ¾" pony 04-30-07 5280-5288' 4 JSPF 32 holes

rod, 100- ¾" guided rods (4 per), 91-¾" sucker rods, 30- ¾" guided rods 04-30-07 5162-5184' 4 JSPF 88 holes
(4per), 6- 1 ½" weight bars 04-30-07 4803-4810' 4JSPF 28holes
PUMP SIZE: 2-1/2" x 1-3/4" x 16' x20' RHAC w/SM plunger 04-30-07 4786-4794' 4 ISPF 32 holes
STROKE LENGTH: 86" 04-30-07 4755-4764' 4 JSPF 36 holes

PUMP SPEED, SPM: 5 SPM 04-30-07 4742-4746' 4 JSPF 16 holes
04-30-07 4252-4262' 4 JSPF 40 holes
04-30-07 4190-4199' 4 JSPF 36 holes

EOT @5719'

NEWFIELD PBTD @5889'

SHOE @6103'

Federal 5-9-9-16
TD @6125'

2096' FNL & 770' FWL

SWINW Section 9-T9S-R16E

Duchesne Co, Utah

API # 43-013-32916; Lease # UTU-79833

ML

Federal 5-9-9-16
Spud Date: 3-19-07 Initial Production: BOPD,
Put on Production: 5-02-07 Wellbore Diagram MCFD, BWPD

GL: 5789' KB: 5801'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-30-07 5674-5684' Frac CP1 sands as follows:

GRADE: J-55
20595#20/40 sand in 297 bb1sLightning 17
frac fluid. Treated @avg press of 2284 psi

WEIGHT: 24# Cement top @250' w/avg rate of25 BPM. ISIP 2085 psi. Calc

LENGTH: 7 jts (313.01')
flush: 5672 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.52' KB
04-30-07 5280-5301' Frac A3 sands as follows:

65451#20/40 sand in 520 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2089 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis cmt to surf
wlavg rate of25 BPM. ISIP 2339 psi. Calc
flush: 5278 gal. Actual flush: 4830 gal.

04-30-07 5162-5184' Frac A 1 sands as follows:
110232#20/40 sand in 778 bbls Lightning 17
frac fluid. Treated @avg press of 1947 psi
wlavg rate of24.4 BPM. ISIP 2305 psi. Calc
flush: 5160 gal. Actual flush: 4704 gal.

PRODUCTION CASING 04-30-07 4742-4810' FracD2,D1sandsasfollows:

CSG SIZE: 5-1/2"
139780#20/40 sand in 952 bbls Lightning 17
frac fluid. Treated @avg press of 1881w/

GRADE: J-55 avg rate of25 BPM. ISIP 2123 psi. Cale

WEIGHT: 15.5#
flush: 4740 gal. Actual flush: 4242 gal.

LENGTH: 136 jts. (5912.60') 04-30-07 4190-4262' Frac GB6, & GB4 sands as follows:

DEPTH LANDED: 5910.85' KB
8970#20/40 sand in 218 bbls Lightning 17
frac fluid. Treated @avg press of 1715w/

HOLE SIZE: 7-7/8" avg rate of25 BPM. ISIP 1647 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
4190-4199' flush; 4189 gal. Actual flush: 4074 gal.

CEMENT TOP AT: 250' 4252-4262' 7/1/08 Pump change. Updated rod and tubing detail.
8/10/09 Pump Change. Updated rod & tubing details.
4/1/10 Parted rods. Updated rod and tubing detail.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

4742-4746'

NO. OF JOINTS: 183 jts (5639.6')
4755-4764'

TUBING ANCHOR: 5651.64' KB

NO. OF JOINTS: 1 jts (31.5')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5686.0' KB 5162-5184'

NO. OF JOINTS: 1jts (31.60') 5280-5288'

TOTAL STRING LENGTH: EOT @5719' KB
5296-5301'

Anchor@5652' PERFORATION RECORD
SUCKER RODS

SN 5686' | 5674-5684' 04-24-07 5674-5684' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' polished rod 04-30-07 5296-5301' 4 JSPF 20 holes

SUCKER RODS: 1-8' x ¾" pony rod, 2- 8' x ¾" pony rods, 1-2' x ¾" pony 04-30-07 5280-5288' 4 JSPF 32 holes

rod, 100- ¾" guided rods (4 per), 91-¾" sucker rods, 30- ¾" guided rods 04-30-07 5162-5184' 4 JSPF 88 holes
(4per), 6- 1 ½" weight bars 04-30-07 4803-4810' 4JSPF 28holes
PUMP SIZE: 2-1/2" x 1-3/4" x 16' x20' RHAC w/SM plunger 04-30-07 4786-4794' 4 ISPF 32 holes
STROKE LENGTH: 86" 04-30-07 4755-4764' 4 JSPF 36 holes

PUMP SPEED, SPM: 5 SPM 04-30-07 4742-4746' 4 JSPF 16 holes
04-30-07 4252-4262' 4 JSPF 40 holes
04-30-07 4190-4199' 4 JSPF 36 holes

EOT @5719'

NEWFIELD PBTD @5889'

SHOE @6103'

Federal 5-9-9-16
TD @6125'

2096' FNL & 770' FWL

SWINW Section 9-T9S-R16E

Duchesne Co, Utah

API # 43-013-32916; Lease # UTU-79833

ML

Federal 5-9-9-16
Spud Date: 3-19-07 Initial Production: BOPD,
Put on Production: 5-02-07 Wellbore Diagram MCFD, BWPD

GL: 5789' KB: 5801'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 04-30-07 5674-5684' Frac CP1 sands as follows:

GRADE: J-55
20595#20/40 sand in 297 bb1sLightning 17
frac fluid. Treated @avg press of 2284 psi

WEIGHT: 24# Cement top @250' w/avg rate of25 BPM. ISIP 2085 psi. Calc

LENGTH: 7 jts (313.01')
flush: 5672 gal. Actual flush: 5208 gal.

DEPTH LANDED: 323.52' KB
04-30-07 5280-5301' Frac A3 sands as follows:

65451#20/40 sand in 520 bbls Lightning 17
HOLE SIZE:12-l/4" frac fluid. Treated @avg press of 2089 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbis cmt to surf
wlavg rate of25 BPM. ISIP 2339 psi. Calc
flush: 5278 gal. Actual flush: 4830 gal.

04-30-07 5162-5184' Frac A 1 sands as follows:
110232#20/40 sand in 778 bbls Lightning 17
frac fluid. Treated @avg press of 1947 psi
wlavg rate of24.4 BPM. ISIP 2305 psi. Calc
flush: 5160 gal. Actual flush: 4704 gal.

PRODUCTION CASING 04-30-07 4742-4810' FracD2,D1sandsasfollows:

CSG SIZE: 5-1/2"
139780#20/40 sand in 952 bbls Lightning 17
frac fluid. Treated @avg press of 1881w/

GRADE: J-55 avg rate of25 BPM. ISIP 2123 psi. Cale

WEIGHT: 15.5#
flush: 4740 gal. Actual flush: 4242 gal.

LENGTH: 136 jts. (5912.60') 04-30-07 4190-4262' Frac GB6, & GB4 sands as follows:

DEPTH LANDED: 5910.85' KB
8970#20/40 sand in 218 bbls Lightning 17
frac fluid. Treated @avg press of 1715w/

HOLE SIZE: 7-7/8" avg rate of25 BPM. ISIP 1647 psi. Calc

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.
4190-4199' flush; 4189 gal. Actual flush: 4074 gal.

CEMENT TOP AT: 250' 4252-4262' 7/1/08 Pump change. Updated rod and tubing detail.
8/10/09 Pump Change. Updated rod & tubing details.
4/1/10 Parted rods. Updated rod and tubing detail.

TUBING
SIZEIGRADE/WT.: 2-7/8" / J-55 / 6.5#

4742-4746'

NO. OF JOINTS: 183 jts (5639.6')
4755-4764'

TUBING ANCHOR: 5651.64' KB

NO. OF JOINTS: 1 jts (31.5')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5686.0' KB 5162-5184'

NO. OF JOINTS: 1jts (31.60') 5280-5288'

TOTAL STRING LENGTH: EOT @5719' KB
5296-5301'

Anchor@5652' PERFORATION RECORD
SUCKER RODS

SN 5686' | 5674-5684' 04-24-07 5674-5684' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' polished rod 04-30-07 5296-5301' 4 JSPF 20 holes

SUCKER RODS: 1-8' x ¾" pony rod, 2- 8' x ¾" pony rods, 1-2' x ¾" pony 04-30-07 5280-5288' 4 JSPF 32 holes

rod, 100- ¾" guided rods (4 per), 91-¾" sucker rods, 30- ¾" guided rods 04-30-07 5162-5184' 4 JSPF 88 holes
(4per), 6- 1 ½" weight bars 04-30-07 4803-4810' 4JSPF 28holes
PUMP SIZE: 2-1/2" x 1-3/4" x 16' x20' RHAC w/SM plunger 04-30-07 4786-4794' 4 ISPF 32 holes
STROKE LENGTH: 86" 04-30-07 4755-4764' 4 JSPF 36 holes

PUMP SPEED, SPM: 5 SPM 04-30-07 4742-4746' 4 JSPF 16 holes
04-30-07 4252-4262' 4 JSPF 40 holes
04-30-07 4190-4199' 4 JSPF 36 holes

EOT @5719'

NEWFIELD PBTD @5889'

SHOE @6103'

Federal 5-9-9-16
TD @6125'

2096' FNL & 770' FWL

SWINW Section 9-T9S-R16E

Duchesne Co, Utah

API # 43-013-32916; Lease # UTU-79833

ML



South Wells Draw #21-9Y-9-16
Spud Date: 8/23/93
Put on Production: 9/30/93

Initial Production: 50 BOPD, 75 MCFD

GL: 5747' KB: 5753' Injection 20 BWPD

SURFACE CASING
Vellbo e Dirgrari FRAC JOB

CSG SIZE: 8-5/8" 9/13/93 5349'-5359' Acid job/Breakdown:

GRADE: J-55 ATP = 2500 psi, ATR = 3.8 bpm, ISIP =

WEIGHT: 24#
2200 psi.

LENGTH: 6 JTS -

266.25, a3esand6/a30
and /402 bb1sgelled KCL

DEPTH LANDED: 275' KB wtr. ISIP = 2582 psi, 5 min = 2280 psi, 10

HOLE SIZE: 12-1/4,, min = 2032 psi, 15min = 1826 psi.

CEMENT DATA: 150 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 9/17/93 4780'-4796' Acid job/Breakdown:

Balled out. ATP = 2500 psi, ATR = 8 bpm.

Frac sand as follows:
20,000# 16/30 sand w/443 bbls gelled KCL
wtr. ATP = 2000 psi, ATR = 20 bpm, ISIP
= 1760 psi, 15 min = 1500 psi.

9/27/01 4258'-4324' Breakdown as follows:

PRODUCTION CASING Pressure up to 2700 psi, broke back to l500

CSG SIZE: 5-1/2" psi @1.25 BPM, ISIP 1500 psi.

GRADE: J-55 9/28/01 Convert to injector well. Ready for MIT.

WEIGHT: 15.5#

LENGTH: 6154.48'

SET AT: 6162.48' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 188 sx Class "G" & 125 sx 50/50 POZ.

CEMENT TOP AT: 2946' KB

Cement Top @2946'
PERFORATION RECORD
9-9-93 5349'-5359' 2 JSPF 20 holes

TUBING 9-16-93 4780'-4782' 2JSPF 4holes

SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 135 (4190.16') 9-27-01 4258'-4265' 4 JSPF 32 holes

SN LANDED AT: 4191.26' KB

TUBINGPACKER: 4194.27

TOTAL STRING LENGTH: 4198.57'

Packer @4194'

4258'-4265' GB-4 sds

4314'-4324' GB-6 sds

4780'-4782' D-1 sds

4785'-4796' D-1 sds

5349'-5359'LODC sds

SeatNipple @4191'
EOT @4198'

NEWFIELD
PBTD @6112' KB

TD @6190' KB

Balcron Federal #21-9Y-9-16

476 FNL & 2051 FWL
NENW Section 9-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31396; Lease #U-65207

BDH

South Wells Draw #21-9Y-9-16
Spud Date: 8/23/93
Put on Production: 9/30/93

Initial Production: 50 BOPD, 75 MCFD

GL: 5747' KB: 5753' Injection 20 BWPD

SURFACE CASING
Vellbo e Dirgrari FRAC JOB

CSG SIZE: 8-5/8" 9/13/93 5349'-5359' Acid job/Breakdown:

GRADE: J-55 ATP = 2500 psi, ATR = 3.8 bpm, ISIP =

WEIGHT: 24#
2200 psi.

LENGTH: 6 JTS -

266.25, a3esand6/a30
and /402 bb1sgelled KCL

DEPTH LANDED: 275' KB wtr. ISIP = 2582 psi, 5 min = 2280 psi, 10

HOLE SIZE: 12-1/4,, min = 2032 psi, 15min = 1826 psi.

CEMENT DATA: 150 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 9/17/93 4780'-4796' Acid job/Breakdown:

Balled out. ATP = 2500 psi, ATR = 8 bpm.

Frac sand as follows:
20,000# 16/30 sand w/443 bbls gelled KCL
wtr. ATP = 2000 psi, ATR = 20 bpm, ISIP
= 1760 psi, 15 min = 1500 psi.

9/27/01 4258'-4324' Breakdown as follows:

PRODUCTION CASING Pressure up to 2700 psi, broke back to l500

CSG SIZE: 5-1/2" psi @1.25 BPM, ISIP 1500 psi.

GRADE: J-55 9/28/01 Convert to injector well. Ready for MIT.

WEIGHT: 15.5#

LENGTH: 6154.48'

SET AT: 6162.48' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 188 sx Class "G" & 125 sx 50/50 POZ.

CEMENT TOP AT: 2946' KB

Cement Top @2946'
PERFORATION RECORD
9-9-93 5349'-5359' 2 JSPF 20 holes

TUBING 9-16-93 4780'-4782' 2JSPF 4holes

SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 135 (4190.16') 9-27-01 4258'-4265' 4 JSPF 32 holes

SN LANDED AT: 4191.26' KB

TUBINGPACKER: 4194.27

TOTAL STRING LENGTH: 4198.57'

Packer @4194'

4258'-4265' GB-4 sds

4314'-4324' GB-6 sds

4780'-4782' D-1 sds

4785'-4796' D-1 sds

5349'-5359'LODC sds

SeatNipple @4191'
EOT @4198'

NEWFIELD
PBTD @6112' KB

TD @6190' KB

Balcron Federal #21-9Y-9-16

476 FNL & 2051 FWL
NENW Section 9-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31396; Lease #U-65207

BDH

South Wells Draw #21-9Y-9-16
Spud Date: 8/23/93
Put on Production: 9/30/93

Initial Production: 50 BOPD, 75 MCFD

GL: 5747' KB: 5753' Injection 20 BWPD

SURFACE CASING
Vellbo e Dirgrari FRAC JOB

CSG SIZE: 8-5/8" 9/13/93 5349'-5359' Acid job/Breakdown:

GRADE: J-55 ATP = 2500 psi, ATR = 3.8 bpm, ISIP =

WEIGHT: 24#
2200 psi.

LENGTH: 6 JTS -

266.25, a3esand6/a30
and /402 bb1sgelled KCL

DEPTH LANDED: 275' KB wtr. ISIP = 2582 psi, 5 min = 2280 psi, 10

HOLE SIZE: 12-1/4,, min = 2032 psi, 15min = 1826 psi.

CEMENT DATA: 150 sx Class "G"cmt w/2% CaCI & 1/4#/sx cello flakes 9/17/93 4780'-4796' Acid job/Breakdown:

Balled out. ATP = 2500 psi, ATR = 8 bpm.

Frac sand as follows:
20,000# 16/30 sand w/443 bbls gelled KCL
wtr. ATP = 2000 psi, ATR = 20 bpm, ISIP
= 1760 psi, 15 min = 1500 psi.

9/27/01 4258'-4324' Breakdown as follows:

PRODUCTION CASING Pressure up to 2700 psi, broke back to l500

CSG SIZE: 5-1/2" psi @1.25 BPM, ISIP 1500 psi.

GRADE: J-55 9/28/01 Convert to injector well. Ready for MIT.

WEIGHT: 15.5#

LENGTH: 6154.48'

SET AT: 6162.48' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 188 sx Class "G" & 125 sx 50/50 POZ.

CEMENT TOP AT: 2946' KB

Cement Top @2946'
PERFORATION RECORD
9-9-93 5349'-5359' 2 JSPF 20 holes

TUBING 9-16-93 4780'-4782' 2JSPF 4holes

SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

NO. OF JOINTS: 135 (4190.16') 9-27-01 4258'-4265' 4 JSPF 32 holes

SN LANDED AT: 4191.26' KB

TUBINGPACKER: 4194.27

TOTAL STRING LENGTH: 4198.57'

Packer @4194'

4258'-4265' GB-4 sds

4314'-4324' GB-6 sds

4780'-4782' D-1 sds

4785'-4796' D-1 sds

5349'-5359'LODC sds

SeatNipple @4191'
EOT @4198'

NEWFIELD
PBTD @6112' KB

TD @6190' KB

Balcron Federal #21-9Y-9-16

476 FNL & 2051 FWL
NENW Section 9-T9S-Rl6E
Duchesne Co, Utah
API #43-013-31396; Lease #U-65207

BDH



Monument Federal #13-4-9-16
Spud Date: 1-6-97

Put on Production: 2-4-97 Initial Production: 65 BOPD, I16 MCFD

GL: 5761' KB: 5773' Wellbore Diagram 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01/21/97 5281'-5345' 27,000#'s 320/40 sand, 66,900#16/30 sand,

GRADE: J-55
and 27,678 gals fluid. Treated w/avg rate
of 30.8 BPM wl avg press of 1690 psi.

WEIGHT: 24# ISIP-1920 psi

LENGTH: 5 JTS (253') 02/13/02 Tubing leak. Update rod and tubing

DEPTH LANDED: 263, . details.

HOLE SIZE: 12-1/4» 03/13/03 Parted polished rod. Update rod detail

CEMENT DATA: 160 skx Class G cement
02/08/05 5741'-5821' Frac CP1 and CP.5 sands as follows:

49276#'s of20/40 sand in 408 bbls oflighting
17 fluid. Treated w/avg press of3750 psi @
avg rate of 14.3 bpm. ISIP 2400 psi. Calc

CEMENT TOP @785'
flush: 5739 gal. Actual flush: 1419 gal.

02/08/05 5120'-5136' Frac B1 sands as follows:
40,000#s of20/40 sand in 380 bbls of lighting
17 fluid. Treated w/avg press of2189 psi @

PRODUCTION CASING avgrateof24.8bpm. ISIP2140psi. Calc
flush: 1965 gal. Actual flush: 4909 gal.

CSG SIZE: 5-1/2"
02/09/05 4390'-4400' Frac GB6 sands as follows:

GRADE: J-55 25,402#s of20/40 sand in 268 bbls of

WEIGHT: 15.5#
lightning 17 fluid. Treated wlavg press of
2095 psi @avg rate of 24.7 bpm. ISIP 2140

LENGTH: 140jts psi. Calc flush: 4388 gal. Actual flush: 4305

HOLE SIZE: 7-7/8',
gal.

CEMENT DATA: 275 sks Prem Lite & 500 sks 50/50 Poz mix
07/11/06 Tubing Leak Rod & Tubing detail updated.

CEMENT TOP AT: 785' 4390'-4400'

SET AT: 5925'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

5120'-5125'

NO. OF JOINTS: 144 jts (4558.22') 5130'-5136'

36 jts new (1142.08')

TUBING ANCHOR: 5710.30' KB

NO. OF JOINTS: 2 jts (64.56')

SEATINGNIPPLE: 2-7/8" (LIO') 5281'-5286'

SN LANDED AT: 5777.66' KB

NO. OF JOINTS: 2 jt (62.23') 5308'-5317'

TOTAL STRING LENGTH: EOT @5841.44' KB
5328'-5345'

SUCKER RODS

POLISHEDROD: 1-1/4"x22' PERFORATION RECORD
SUCKER RODS: 1-2', 1-4' x 3/4" pony rod, 88-3/4" guided rods, 85-3/4" slick

rods, 50-3/4" guided rods, 6-1 1/2" wt bars 02/07/05 5816'-5821' 4JSPF 20 holes

PUMP SIZE: 1-25-150 RHAC 12-4-13-16
Anchor @5710'

0022//0077//0055
5 4 1 4

SSPFF 402hhoees

STROKE LENGTH: 131" 01/18/97 5328'-5345' 4JSPF 68 holes
01/18/97 5308'-5317' 4JSPF 36 holes

PUMP SPEED, SPM:
5741'-5751' 01/18/97 5281'-5286' 4JSPF 20 holes

LOGS: DLL/GR, LDT/CNL 02/07/05 5130'-5136' 4JSPF 24 holes
02/07/05 5120'-5125' 4JSPF 20 holes

SN @5778' 02/09/05 4390'-4400' 4JSPF 40 holes

5808'-5811'

5816'-5821'

EOT @5841'

NEWFIELD
PBTD @5924'

SHOE @5969'

Monument Federal #13-4-9-16
TD @6000'

2050 FSL & 660 FWL

NWSW Section 4-T9S-RI6E

Duchesne Co, Utah

API #43-013-31716; Lease #U-73086
TW

Monument Federal #13-4-9-16
Spud Date: 1-6-97

Put on Production: 2-4-97 Initial Production: 65 BOPD, I16 MCFD

GL: 5761' KB: 5773' Wellbore Diagram 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01/21/97 5281'-5345' 27,000#'s 320/40 sand, 66,900#16/30 sand,

GRADE: J-55
and 27,678 gals fluid. Treated w/avg rate
of 30.8 BPM wl avg press of 1690 psi.

WEIGHT: 24# ISIP-1920 psi

LENGTH: 5 JTS (253') 02/13/02 Tubing leak. Update rod and tubing

DEPTH LANDED: 263, . details.

HOLE SIZE: 12-1/4» 03/13/03 Parted polished rod. Update rod detail

CEMENT DATA: 160 skx Class G cement
02/08/05 5741'-5821' Frac CP1 and CP.5 sands as follows:

49276#'s of20/40 sand in 408 bbls oflighting
17 fluid. Treated w/avg press of3750 psi @
avg rate of 14.3 bpm. ISIP 2400 psi. Calc

CEMENT TOP @785'
flush: 5739 gal. Actual flush: 1419 gal.

02/08/05 5120'-5136' Frac B1 sands as follows:
40,000#s of20/40 sand in 380 bbls of lighting
17 fluid. Treated w/avg press of2189 psi @

PRODUCTION CASING avgrateof24.8bpm. ISIP2140psi. Calc
flush: 1965 gal. Actual flush: 4909 gal.

CSG SIZE: 5-1/2"
02/09/05 4390'-4400' Frac GB6 sands as follows:

GRADE: J-55 25,402#s of20/40 sand in 268 bbls of

WEIGHT: 15.5#
lightning 17 fluid. Treated wlavg press of
2095 psi @avg rate of 24.7 bpm. ISIP 2140

LENGTH: 140jts psi. Calc flush: 4388 gal. Actual flush: 4305

HOLE SIZE: 7-7/8',
gal.

CEMENT DATA: 275 sks Prem Lite & 500 sks 50/50 Poz mix
07/11/06 Tubing Leak Rod & Tubing detail updated.

CEMENT TOP AT: 785' 4390'-4400'

SET AT: 5925'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

5120'-5125'

NO. OF JOINTS: 144 jts (4558.22') 5130'-5136'

36 jts new (1142.08')

TUBING ANCHOR: 5710.30' KB

NO. OF JOINTS: 2 jts (64.56')

SEATINGNIPPLE: 2-7/8" (LIO') 5281'-5286'

SN LANDED AT: 5777.66' KB

NO. OF JOINTS: 2 jt (62.23') 5308'-5317'

TOTAL STRING LENGTH: EOT @5841.44' KB
5328'-5345'

SUCKER RODS

POLISHEDROD: 1-1/4"x22' PERFORATION RECORD
SUCKER RODS: 1-2', 1-4' x 3/4" pony rod, 88-3/4" guided rods, 85-3/4" slick

rods, 50-3/4" guided rods, 6-1 1/2" wt bars 02/07/05 5816'-5821' 4JSPF 20 holes

PUMP SIZE: 1-25-150 RHAC 12-4-13-16
Anchor @5710'

0022//0077//0055
5 4 1 4

SSPFF 402hhoees

STROKE LENGTH: 131" 01/18/97 5328'-5345' 4JSPF 68 holes
01/18/97 5308'-5317' 4JSPF 36 holes

PUMP SPEED, SPM:
5741'-5751' 01/18/97 5281'-5286' 4JSPF 20 holes

LOGS: DLL/GR, LDT/CNL 02/07/05 5130'-5136' 4JSPF 24 holes
02/07/05 5120'-5125' 4JSPF 20 holes

SN @5778' 02/09/05 4390'-4400' 4JSPF 40 holes

5808'-5811'

5816'-5821'

EOT @5841'

NEWFIELD
PBTD @5924'

SHOE @5969'

Monument Federal #13-4-9-16
TD @6000'

2050 FSL & 660 FWL

NWSW Section 4-T9S-RI6E

Duchesne Co, Utah

API #43-013-31716; Lease #U-73086
TW

Monument Federal #13-4-9-16
Spud Date: 1-6-97

Put on Production: 2-4-97 Initial Production: 65 BOPD, I16 MCFD

GL: 5761' KB: 5773' Wellbore Diagram 0 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 01/21/97 5281'-5345' 27,000#'s 320/40 sand, 66,900#16/30 sand,

GRADE: J-55
and 27,678 gals fluid. Treated w/avg rate
of 30.8 BPM wl avg press of 1690 psi.

WEIGHT: 24# ISIP-1920 psi

LENGTH: 5 JTS (253') 02/13/02 Tubing leak. Update rod and tubing

DEPTH LANDED: 263, . details.

HOLE SIZE: 12-1/4» 03/13/03 Parted polished rod. Update rod detail

CEMENT DATA: 160 skx Class G cement
02/08/05 5741'-5821' Frac CP1 and CP.5 sands as follows:

49276#'s of20/40 sand in 408 bbls oflighting
17 fluid. Treated w/avg press of3750 psi @
avg rate of 14.3 bpm. ISIP 2400 psi. Calc

CEMENT TOP @785'
flush: 5739 gal. Actual flush: 1419 gal.

02/08/05 5120'-5136' Frac B1 sands as follows:
40,000#s of20/40 sand in 380 bbls of lighting
17 fluid. Treated w/avg press of2189 psi @

PRODUCTION CASING avgrateof24.8bpm. ISIP2140psi. Calc
flush: 1965 gal. Actual flush: 4909 gal.

CSG SIZE: 5-1/2"
02/09/05 4390'-4400' Frac GB6 sands as follows:

GRADE: J-55 25,402#s of20/40 sand in 268 bbls of

WEIGHT: 15.5#
lightning 17 fluid. Treated wlavg press of
2095 psi @avg rate of 24.7 bpm. ISIP 2140

LENGTH: 140jts psi. Calc flush: 4388 gal. Actual flush: 4305

HOLE SIZE: 7-7/8',
gal.

CEMENT DATA: 275 sks Prem Lite & 500 sks 50/50 Poz mix
07/11/06 Tubing Leak Rod & Tubing detail updated.

CEMENT TOP AT: 785' 4390'-4400'

SET AT: 5925'

TUBING
SIZE/GRADE/WT: 2-7/8", J-55, 6.5#

5120'-5125'

NO. OF JOINTS: 144 jts (4558.22') 5130'-5136'

36 jts new (1142.08')

TUBING ANCHOR: 5710.30' KB

NO. OF JOINTS: 2 jts (64.56')

SEATINGNIPPLE: 2-7/8" (LIO') 5281'-5286'

SN LANDED AT: 5777.66' KB

NO. OF JOINTS: 2 jt (62.23') 5308'-5317'

TOTAL STRING LENGTH: EOT @5841.44' KB
5328'-5345'

SUCKER RODS

POLISHEDROD: 1-1/4"x22' PERFORATION RECORD
SUCKER RODS: 1-2', 1-4' x 3/4" pony rod, 88-3/4" guided rods, 85-3/4" slick

rods, 50-3/4" guided rods, 6-1 1/2" wt bars 02/07/05 5816'-5821' 4JSPF 20 holes

PUMP SIZE: 1-25-150 RHAC 12-4-13-16
Anchor @5710'

0022//0077//0055
5 4 1 4

SSPFF 402hhoees

STROKE LENGTH: 131" 01/18/97 5328'-5345' 4JSPF 68 holes
01/18/97 5308'-5317' 4JSPF 36 holes

PUMP SPEED, SPM:
5741'-5751' 01/18/97 5281'-5286' 4JSPF 20 holes

LOGS: DLL/GR, LDT/CNL 02/07/05 5130'-5136' 4JSPF 24 holes
02/07/05 5120'-5125' 4JSPF 20 holes

SN @5778' 02/09/05 4390'-4400' 4JSPF 40 holes

5808'-5811'

5816'-5821'

EOT @5841'

NEWFIELD
PBTD @5924'

SHOE @5969'

Monument Federal #13-4-9-16
TD @6000'

2050 FSL & 660 FWL

NWSW Section 4-T9S-RI6E

Duchesne Co, Utah

API #43-013-31716; Lease #U-73086
TW



SWD Federal #R-4-9-16
Spud Date: 6-4-08
Put on Production: 7-25-08

GL:5603' KB:5615, Wellbore Diagrarn

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-21-08 6054-6062' Frac CP5 sds as follows:

GRADE: K-55 Cement top @46' 23,841#'s of20/40 sand in 382 bb1sof Lightning 17 fluid. ISIP 2024 psi.

WEIGHT: 24#
7-21-08 5962-5970' Frac CP4 sds as follows:
25,330#'s of20/40 sand in 374 bbls of Lightning 17 fluid. ISIP 2269

LENGTH: 7 jts (318.08') / - 7-21-08 5350-5366' Frac LODC sds as folows:
DEPTH LANDED: 328.08' 65,317#'s of20/40 sand in 558 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4"
pressure of2133 psi w/ ave rate of22.8 BPM. ISIP 2848 psi.

CEMENT DATA: To surface with 160 sx Class "G" cmt 2#'s
052260/ 027a

d in
359Fbrba 1Lidghtan

ng 17 fl id. Treated w/ ave

pressure of 2382 psi w/ ave rate of 23.0 BPM. ISIP 2247 psi.

7-21-08 5028-5042' Frac B.5 & B1 sds as follows:
50,070#'s of20/40 sand in 455 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2137 psi w/ ave rate of22.7 BPM. ISIP 2194 psi.

7-21-08 4818-4830' Frac DI & D2 sds as follows:
130,336#'s of20/40 sand in 911 bb1sof Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressureof2239psiwlaverateof22.9BPM. ISIP2435psi.

CSG SIZE: 5-1/2" 7-21-08 4266-4276' Frac GB2 sds as follows:

GRADE: K-55 24,830#'s of20/40 sand in 911 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2239 psi w/ ave rate of22.9 BPM. ISIP 2435 psi.

WEIGHT: 17#

LENGTH: 141 jts 6236'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZEIGRADE/WT: 2-7/8", J-55, 6.5#

-

2 4266-4276'

NO. OF JOINTS: 194jts (596LS8')

TUBING ANCHOR: 5973.58' KB
4818-4830'

NO. OF JOINTS: I jt (31.46')

SEATING NIPPLE: 2-7/8" (1 10')
4868-4882'

SN LANDED AT: 6007.74'

NO. OF JOINTS: 2 jts (62.88') 5028-5042'

TOTAL STRING LENGTH: EOT @6072.17'

5078-5086'

SUCKER RODS 5268-5276'

POLISHED ROD: 1-1/2"x 26 PERFORATION RECORD
5350'-5366'

SUCKER RODS: 2-2' x 7/8" pony rods, 238-7/8" scrapered rods, 4-1 ½" weight 4266-4276' 4 JSPF 40 holes
rods 5376-5386, 4818-4830' 4 JSPF 48 holes

PUMP SIZE: cdi 2 ½"x 1 ¾" x 21' RHAC pump w/sm plunger
4868-4882' 4 JSPF 56 holes
5028-5042' 4 JSPF 64 holes

STROKE LENGTH: 122" 5754-5766' 5078-5086' 4 JSPF 32 holes

PUMP SPEED, SPM: 4 SPM
5268-5276' 4 JSPF 32 holes

5962-5970' 5350-5366' 4 JSPF 64 holes
5376-5386' 4 JSPF 40 holes

Anchor @ 5754-5766' 4 JSPF 48 holes
5962-5970' 4 JSPF 32 holes

6054-6062' 6054-6062' 4 JSPF 32 holes

SN @6008'
EOT @6072'

PBTD @6186'

SWD Federal #R-4-9-16 TD @6236'

2053' FSL & 2051' FEL
NE/SE Section 4-T9S-RI6E

Duchesne Co, Utah
API #43-013-33763; Lease

SWD Federal #R-4-9-16
Spud Date: 6-4-08
Put on Production: 7-25-08

GL:5603' KB:5615, Wellbore Diagrarn

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-21-08 6054-6062' Frac CP5 sds as follows:

GRADE: K-55 Cement top @46' 23,841#'s of20/40 sand in 382 bb1sof Lightning 17 fluid. ISIP 2024 psi.

WEIGHT: 24#
7-21-08 5962-5970' Frac CP4 sds as follows:
25,330#'s of20/40 sand in 374 bbls of Lightning 17 fluid. ISIP 2269

LENGTH: 7 jts (318.08') / - 7-21-08 5350-5366' Frac LODC sds as folows:
DEPTH LANDED: 328.08' 65,317#'s of20/40 sand in 558 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4"
pressure of2133 psi w/ ave rate of22.8 BPM. ISIP 2848 psi.

CEMENT DATA: To surface with 160 sx Class "G" cmt 2#'s
052260/ 027a

d in
359Fbrba 1Lidghtan

ng 17 fl id. Treated w/ ave

pressure of 2382 psi w/ ave rate of 23.0 BPM. ISIP 2247 psi.

7-21-08 5028-5042' Frac B.5 & B1 sds as follows:
50,070#'s of20/40 sand in 455 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2137 psi w/ ave rate of22.7 BPM. ISIP 2194 psi.

7-21-08 4818-4830' Frac DI & D2 sds as follows:
130,336#'s of20/40 sand in 911 bb1sof Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressureof2239psiwlaverateof22.9BPM. ISIP2435psi.

CSG SIZE: 5-1/2" 7-21-08 4266-4276' Frac GB2 sds as follows:

GRADE: K-55 24,830#'s of20/40 sand in 911 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2239 psi w/ ave rate of22.9 BPM. ISIP 2435 psi.

WEIGHT: 17#

LENGTH: 141 jts 6236'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZEIGRADE/WT: 2-7/8", J-55, 6.5#

-

2 4266-4276'

NO. OF JOINTS: 194jts (596LS8')

TUBING ANCHOR: 5973.58' KB
4818-4830'

NO. OF JOINTS: I jt (31.46')

SEATING NIPPLE: 2-7/8" (1 10')
4868-4882'

SN LANDED AT: 6007.74'

NO. OF JOINTS: 2 jts (62.88') 5028-5042'

TOTAL STRING LENGTH: EOT @6072.17'

5078-5086'

SUCKER RODS 5268-5276'

POLISHED ROD: 1-1/2"x 26 PERFORATION RECORD
5350'-5366'

SUCKER RODS: 2-2' x 7/8" pony rods, 238-7/8" scrapered rods, 4-1 ½" weight 4266-4276' 4 JSPF 40 holes
rods 5376-5386, 4818-4830' 4 JSPF 48 holes

PUMP SIZE: cdi 2 ½"x 1 ¾" x 21' RHAC pump w/sm plunger
4868-4882' 4 JSPF 56 holes
5028-5042' 4 JSPF 64 holes

STROKE LENGTH: 122" 5754-5766' 5078-5086' 4 JSPF 32 holes

PUMP SPEED, SPM: 4 SPM
5268-5276' 4 JSPF 32 holes

5962-5970' 5350-5366' 4 JSPF 64 holes
5376-5386' 4 JSPF 40 holes

Anchor @ 5754-5766' 4 JSPF 48 holes
5962-5970' 4 JSPF 32 holes

6054-6062' 6054-6062' 4 JSPF 32 holes

SN @6008'
EOT @6072'

PBTD @6186'

SWD Federal #R-4-9-16 TD @6236'

2053' FSL & 2051' FEL
NE/SE Section 4-T9S-RI6E

Duchesne Co, Utah
API #43-013-33763; Lease

SWD Federal #R-4-9-16
Spud Date: 6-4-08
Put on Production: 7-25-08

GL:5603' KB:5615, Wellbore Diagrarn

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 7-21-08 6054-6062' Frac CP5 sds as follows:

GRADE: K-55 Cement top @46' 23,841#'s of20/40 sand in 382 bb1sof Lightning 17 fluid. ISIP 2024 psi.

WEIGHT: 24#
7-21-08 5962-5970' Frac CP4 sds as follows:
25,330#'s of20/40 sand in 374 bbls of Lightning 17 fluid. ISIP 2269

LENGTH: 7 jts (318.08') / - 7-21-08 5350-5366' Frac LODC sds as folows:
DEPTH LANDED: 328.08' 65,317#'s of20/40 sand in 558 bbls of Lightning 17 fluid. Treated w/ ave

HOLE SIZE: 12-1/4"
pressure of2133 psi w/ ave rate of22.8 BPM. ISIP 2848 psi.

CEMENT DATA: To surface with 160 sx Class "G" cmt 2#'s
052260/ 027a

d in
359Fbrba 1Lidghtan

ng 17 fl id. Treated w/ ave

pressure of 2382 psi w/ ave rate of 23.0 BPM. ISIP 2247 psi.

7-21-08 5028-5042' Frac B.5 & B1 sds as follows:
50,070#'s of20/40 sand in 455 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2137 psi w/ ave rate of22.7 BPM. ISIP 2194 psi.

7-21-08 4818-4830' Frac DI & D2 sds as follows:
130,336#'s of20/40 sand in 911 bb1sof Lightning 17 fluid. Treated w/ ave

PRODUCTION CASING pressureof2239psiwlaverateof22.9BPM. ISIP2435psi.

CSG SIZE: 5-1/2" 7-21-08 4266-4276' Frac GB2 sds as follows:

GRADE: K-55 24,830#'s of20/40 sand in 911 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2239 psi w/ ave rate of22.9 BPM. ISIP 2435 psi.

WEIGHT: 17#

LENGTH: 141 jts 6236'

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Premlite II and 450 sx 50/50 Poz

CEMENT TOP AT: 46'

TUBING
SIZEIGRADE/WT: 2-7/8", J-55, 6.5#

-

2 4266-4276'

NO. OF JOINTS: 194jts (596LS8')

TUBING ANCHOR: 5973.58' KB
4818-4830'

NO. OF JOINTS: I jt (31.46')

SEATING NIPPLE: 2-7/8" (1 10')
4868-4882'

SN LANDED AT: 6007.74'

NO. OF JOINTS: 2 jts (62.88') 5028-5042'

TOTAL STRING LENGTH: EOT @6072.17'

5078-5086'

SUCKER RODS 5268-5276'

POLISHED ROD: 1-1/2"x 26 PERFORATION RECORD
5350'-5366'

SUCKER RODS: 2-2' x 7/8" pony rods, 238-7/8" scrapered rods, 4-1 ½" weight 4266-4276' 4 JSPF 40 holes
rods 5376-5386, 4818-4830' 4 JSPF 48 holes

PUMP SIZE: cdi 2 ½"x 1 ¾" x 21' RHAC pump w/sm plunger
4868-4882' 4 JSPF 56 holes
5028-5042' 4 JSPF 64 holes

STROKE LENGTH: 122" 5754-5766' 5078-5086' 4 JSPF 32 holes

PUMP SPEED, SPM: 4 SPM
5268-5276' 4 JSPF 32 holes

5962-5970' 5350-5366' 4 JSPF 64 holes
5376-5386' 4 JSPF 40 holes

Anchor @ 5754-5766' 4 JSPF 48 holes
5962-5970' 4 JSPF 32 holes

6054-6062' 6054-6062' 4 JSPF 32 holes

SN @6008'
EOT @6072'

PBTD @6186'

SWD Federal #R-4-9-16 TD @6236'

2053' FSL & 2051' FEL
NE/SE Section 4-T9S-RI6E

Duchesne Co, Utah
API #43-013-33763; Lease



SO WELLS DRAW FED 2-9-9-16
Spud Date: 01/23/2007
Put on Production: 04/04/07

Initial Production: BOPD,
Wellbore Diagrarn MCFD, BWPD

GL: 5788' KB: 5800'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/28/07 5300-5268' Frac A3 & A1 sands as follows:

GRADE: J-55
145339#20/40 sand in 995 bb1sLightning 17
frac fluid. Treated @avg press of 1734 psi

WEIGHT: 24# w/avg rate of25 BPM. ISIP 2166 psi. Calc

LENGTH: 7 jts. (311.69')
flush: 5298 gal. Actual flush: 4788 gal.

DEPTH LANDED: 323.54' KB
03/29/07 5125-5131' Frac B2 sands as follows:

HOLE SIZE:12-1/4" Cement Top @198, 30012#20/40 sand in 371 bbls Lightning 17
frac fluid. Treated @avg press of2040 psi

CEMENT DATA: 160 sxs Class "G" cmt, est ? bbis cmt to surf w/avg rate of25 BPM. ISIP 1717 psi. Calc
flush: 5123 gal. Actual flush; 4662 gal.

02/29/07 5000-4990' Frac C sands as follows:
90319#20/40 sand in 657 bbls Lightning 17
frac fluid. Treated @avg press of 1715 psi
w/avg rate of25.1 BPM. ISIP 2000 psi. Calc
flush; 4998 gaL Actual flush: 4494 gal.

03/29/07 4840-4845' Frac D1 sands as follows:
PRODUCTION CASING 24650#20/40 sand in 325 bb1sLightning 17

CSG SIZE: 5-1/2" frac fluid. Treated @avg press of2370 psi

GRADE: J-55
wlavg rate of24.9 BPM, ISIP 2321 psi. Calc
flush: 4838 gal. Actual flush: 4334 gal

WEIGHT: 15.5# 03/29/07 4542-4550' Frac PB10 sands as follows:
LENGTH: 139 jts. (6146') 36645#20/40 sand in 347 bbis Lightning 17

DEPTH LANDED: 6159.25' KB
frac fluid. Treated @avg press of2057 psi
w/avg rate of24.9 BPM. ISIP 2290 psi. Cale

HOLE SIZE: 7-7/8" flush: 4540 gal. Actual flush: 4452 gal

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ

CEMENT TOP: 198' 10/28/09 Pump Change. Updated rod & tubing details.

TUBING
SIZE/GRADE/WT.: 2-7/8" I J-55 / 6.5#

NO. OF JOINTS: 167 jts (5296.08')

TUBING ANCHOR: 5308.08' KB
4542-4550'

NO. OF JOINTS: 1 jts (31.68')

SEATING NIPPLE: 2-7/8" (1.10') 4840-4845

SN LANDED AT: 5342.56' KB

NO. OF JOINTS: 2 jts (63.69')

TOTAL STRING LENGTH: EOT @5407.80' KB
4974-4990'

5000-5005'

PERFORATION RECORD
SUCKER RODS 5125-5131'

03/22/07 5300-5311' 4 JSPF 44 holes

POLISHED ROD: 1-1/2" x 22' SM 03/22/07 5279-5294' 4 JSPF 60 holes
5262-5268'

SUCKER RODS:1-2' I-6', & 1- 8' x 3/4" ponies, 99-3/4" scrapered rods, 97- 03/22/07 5262-5268' 4 JSPF 24 holes

3/4" plain rods 10- scrapered rods, 6-1½" weight rods. 03/28/07 5125-5131' 4 JSPF 24 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC 5279-5294, 03/29/07 5000-5005' 4 JSPF 20 holes

STROKE LENGTH: 86"
03/29/07 4974-4990' 4 JSPF 64 holes
03/29/07 4840-4845' 4 JSPF 20 holes

PUMP SPEED, 4.5 SPM:
Anchor @5308, 03-29-07 4542-4550' 4 JSPF 32 holes

5300-5311'

SN 5343' : Í
l EOT @5408'

PBTD @5897'

NEWFIELD

SHOE @6423'

So Wells Draw Fed. 2-9-9-16 | g TD @6429'

978'FNL & 1965' FEL

NWINE Section 9-T9S-RI6E

Duchesne Co, Utah

API #43-013-32956; Lease # UTU-65207

DF

SO WELLS DRAW FED 2-9-9-16
Spud Date: 01/23/2007
Put on Production: 04/04/07

Initial Production: BOPD,
Wellbore Diagrarn MCFD, BWPD

GL: 5788' KB: 5800'

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/28/07 5300-5268' Frac A3 & A1 sands as follows:

GRADE: J-55
145339#20/40 sand in 995 bb1sLightning 17
frac fluid. Treated @avg press of 1734 psi

WEIGHT: 24# w/avg rate of25 BPM. ISIP 2166 psi. Calc

LENGTH: 7 jts. (311.69')
flush: 5298 gal. Actual flush: 4788 gal.

DEPTH LANDED: 323.54' KB
03/29/07 5125-5131' Frac B2 sands as follows:

HOLE SIZE:12-1/4" Cement Top @198, 30012#20/40 sand in 371 bbls Lightning 17
frac fluid. Treated @avg press of2040 psi

CEMENT DATA: 160 sxs Class "G" cmt, est ? bbis cmt to surf w/avg rate of25 BPM. ISIP 1717 psi. Calc
flush: 5123 gal. Actual flush; 4662 gal.

02/29/07 5000-4990' Frac C sands as follows:
90319#20/40 sand in 657 bbls Lightning 17
frac fluid. Treated @avg press of 1715 psi
w/avg rate of25.1 BPM. ISIP 2000 psi. Calc
flush; 4998 gaL Actual flush: 4494 gal.

03/29/07 4840-4845' Frac D1 sands as follows:
PRODUCTION CASING 24650#20/40 sand in 325 bb1sLightning 17

CSG SIZE: 5-1/2" frac fluid. Treated @avg press of2370 psi

GRADE: J-55
wlavg rate of24.9 BPM, ISIP 2321 psi. Calc
flush: 4838 gal. Actual flush: 4334 gal

WEIGHT: 15.5# 03/29/07 4542-4550' Frac PB10 sands as follows:
LENGTH: 139 jts. (6146') 36645#20/40 sand in 347 bbis Lightning 17

DEPTH LANDED: 6159.25' KB
frac fluid. Treated @avg press of2057 psi
w/avg rate of24.9 BPM. ISIP 2290 psi. Cale

HOLE SIZE: 7-7/8" flush: 4540 gal. Actual flush: 4452 gal

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ

CEMENT TOP: 198' 10/28/09 Pump Change. Updated rod & tubing details.

TUBING
SIZE/GRADE/WT.: 2-7/8" I J-55 / 6.5#

NO. OF JOINTS: 167 jts (5296.08')

TUBING ANCHOR: 5308.08' KB
4542-4550'

NO. OF JOINTS: 1 jts (31.68')

SEATING NIPPLE: 2-7/8" (1.10') 4840-4845

SN LANDED AT: 5342.56' KB

NO. OF JOINTS: 2 jts (63.69')

TOTAL STRING LENGTH: EOT @5407.80' KB
4974-4990'

5000-5005'

PERFORATION RECORD
SUCKER RODS 5125-5131'

03/22/07 5300-5311' 4 JSPF 44 holes

POLISHED ROD: 1-1/2" x 22' SM 03/22/07 5279-5294' 4 JSPF 60 holes
5262-5268'

SUCKER RODS:1-2' I-6', & 1- 8' x 3/4" ponies, 99-3/4" scrapered rods, 97- 03/22/07 5262-5268' 4 JSPF 24 holes

3/4" plain rods 10- scrapered rods, 6-1½" weight rods. 03/28/07 5125-5131' 4 JSPF 24 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15' RHAC 5279-5294, 03/29/07 5000-5005' 4 JSPF 20 holes

STROKE LENGTH: 86"
03/29/07 4974-4990' 4 JSPF 64 holes
03/29/07 4840-4845' 4 JSPF 20 holes

PUMP SPEED, 4.5 SPM:
Anchor @5308, 03-29-07 4542-4550' 4 JSPF 32 holes

5300-5311'

SN 5343' : Í
l EOT @5408'

PBTD @5897'

NEWFIELD

SHOE @6423'

So Wells Draw Fed. 2-9-9-16 | g TD @6429'

978'FNL & 1965' FEL

NWINE Section 9-T9S-RI6E

Duchesne Co, Utah

API #43-013-32956; Lease # UTU-65207

DF



Spud Date: 02/19/07
FEDERAL 6-9-9-16

Put on Production: 03/28/07 Initial Production: BOPD,
GL: 5782' KB: 5794' Wellbore Diagram MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/21/07 6221-6229' Frac CP3 sands as follows:

GRADE: J-55 Cement Top @14' • 14389#20/40 sand in 290 bbls Lightning 17

WEIGHT: 24#
frac fluid. Treated @avg press of 1940psi
w/avg rate of25 BPM. ISIP 1775 psi. Calc

LENGTH: 7 jts. (311.37')
flush: 6219 gal. Actual flush: 5250 gal.

DEPTH LANDED: 323.87' KB 03/21//07 5218-5237' Frac Al sands as follows:
80163#20/40 sand in 599 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1785psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbIs omt to surf. wlavg rate of25 BPM. ISIP 2150 psi. Calc
flush: 5216 gal. Actual flush: 4704 gal.

03/22/07 4938-4957' Frac C sands as follows:
- 44913#20/40 sand in 407 bbls Lightning 17

frac fluid. Treated @avg press of 1737psi
w/avg rate of25 BPM. ISIP 1940 psi. Calc
flush: 4936 gal. Actual flush: 4410 gal.

03/22/07 4773-4787' Frac D1 sands as follows:
PRODUCTION CASING 85267#20/40 sand in 613 bbls Lightning 17

CSG SIZE: 5-1/2" frac fluid. Treated @avg press of 1663 psi

GRADE: J-55
wlavg rate of25.1 BPM. ISIP 2055 psi. Calc
flush: 4771 gal. Actual flush: 2055 gal

WEIGHT: 15.5# 03/22//07 4314-4276' Frac GB6 & GB4 sands as follows:
LENGTH: 138 jts. (6098.92') 23837#20/40 sand in 276 bbls Lightning 17

DEPTH LANDED: 6112.17' KB
frac fluid. Treated @avg press of2018 psi
wlavg rate of25 BPM. ISIP 2304 psi. Calc

HOLE SIZE: 7-7/8" flush: 4312 gal. Actual flush: 4200 gal

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182 jts (5739.27')

TUBING ANCHOR: 5751.27' KB

NO. OF JOINTS: 1 jts (31.52')

SEATING NIPPLE: 2-7/8" (1.10') 4276-4281'

SN LANDED AT: 5785.59' KB

NO. OF JOINTS: 2 jts (63.19')

TOTAL STRING LENGTH: EOT @5850.33' KB
4308-4314'

4773-4787'

PERFORATION RECORD
SUCKER RODS 4938-4944'

03/19/07 5781-5791' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' SM polished rods 03/21/07 5218-5237' 4 JSPF 76 holes
4950-4957'

SUCKERRODS:1-2' & 1- 8' x 3/4" pony rods, 99-3/4" scrapered rods, 115- 03/21/07 4950-4957' 4 JSPF 28 holes

3/4" plain rods, 10-3/4" scrapered rods, 6-1 ½" weight rods. 03/21/07 4938-4944' 4 JSPF 24 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15'RHAC 5218-5237'
03/22/07 4773-4787' 4 JSPF 56 holes

STROKE LENGTH: 86,,
03/24/07 4308-4314' 4 JSPF 24 holes
03/22/07 4276-428l' 4JSPF 20holes

PUMP SPEED, 5 SPM:
Anchor @5751'

SN 5786'

5781-5791'

EOT @5850'

PBTD @6067'

NEWFIELD

SHOE @6112'

FEDERAL 6-9-9-16 TD @6120'

1969'FNL & 1994' FWL

SE/NW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-32957; Lease # UTU-79833

TW

Spud Date: 02/19/07
FEDERAL 6-9-9-16

Put on Production: 03/28/07 Initial Production: BOPD,
GL: 5782' KB: 5794' Wellbore Diagram MCFD, BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03/21/07 6221-6229' Frac CP3 sands as follows:

GRADE: J-55 Cement Top @14' • 14389#20/40 sand in 290 bbls Lightning 17

WEIGHT: 24#
frac fluid. Treated @avg press of 1940psi
w/avg rate of25 BPM. ISIP 1775 psi. Calc

LENGTH: 7 jts. (311.37')
flush: 6219 gal. Actual flush: 5250 gal.

DEPTH LANDED: 323.87' KB 03/21//07 5218-5237' Frac Al sands as follows:
80163#20/40 sand in 599 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of 1785psi

CEMENT DATA: 160 sxs Class "G" cmt, est 4 bbIs omt to surf. wlavg rate of25 BPM. ISIP 2150 psi. Calc
flush: 5216 gal. Actual flush: 4704 gal.

03/22/07 4938-4957' Frac C sands as follows:
- 44913#20/40 sand in 407 bbls Lightning 17

frac fluid. Treated @avg press of 1737psi
w/avg rate of25 BPM. ISIP 1940 psi. Calc
flush: 4936 gal. Actual flush: 4410 gal.

03/22/07 4773-4787' Frac D1 sands as follows:
PRODUCTION CASING 85267#20/40 sand in 613 bbls Lightning 17

CSG SIZE: 5-1/2" frac fluid. Treated @avg press of 1663 psi

GRADE: J-55
wlavg rate of25.1 BPM. ISIP 2055 psi. Calc
flush: 4771 gal. Actual flush: 2055 gal

WEIGHT: 15.5# 03/22//07 4314-4276' Frac GB6 & GB4 sands as follows:
LENGTH: 138 jts. (6098.92') 23837#20/40 sand in 276 bbls Lightning 17

DEPTH LANDED: 6112.17' KB
frac fluid. Treated @avg press of2018 psi
wlavg rate of25 BPM. ISIP 2304 psi. Calc

HOLE SIZE: 7-7/8" flush: 4312 gal. Actual flush: 4200 gal

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ.

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 182 jts (5739.27')

TUBING ANCHOR: 5751.27' KB

NO. OF JOINTS: 1 jts (31.52')

SEATING NIPPLE: 2-7/8" (1.10') 4276-4281'

SN LANDED AT: 5785.59' KB

NO. OF JOINTS: 2 jts (63.19')

TOTAL STRING LENGTH: EOT @5850.33' KB
4308-4314'

4773-4787'

PERFORATION RECORD
SUCKER RODS 4938-4944'

03/19/07 5781-5791' 4 JSPF 40 holes

POLISHED ROD: 1-1/2" x 22' SM polished rods 03/21/07 5218-5237' 4 JSPF 76 holes
4950-4957'

SUCKERRODS:1-2' & 1- 8' x 3/4" pony rods, 99-3/4" scrapered rods, 115- 03/21/07 4950-4957' 4 JSPF 28 holes

3/4" plain rods, 10-3/4" scrapered rods, 6-1 ½" weight rods. 03/21/07 4938-4944' 4 JSPF 24 holes

PUMP SIZE: CDI 2-1/2" x 1-1/2" x 15'RHAC 5218-5237'
03/22/07 4773-4787' 4 JSPF 56 holes

STROKE LENGTH: 86,,
03/24/07 4308-4314' 4 JSPF 24 holes
03/22/07 4276-428l' 4JSPF 20holes

PUMP SPEED, 5 SPM:
Anchor @5751'

SN 5786'

5781-5791'

EOT @5850'

PBTD @6067'

NEWFIELD

SHOE @6112'

FEDERAL 6-9-9-16 TD @6120'

1969'FNL & 1994' FWL

SE/NW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-32957; Lease # UTU-79833

TW

Spud Date: 02/19/07
FEDERAL 6-9-9-16

Put on Production: 03/28/07 Initial Production: BOPD,
GL: 5782' KB: 5794' Wellbore Diagram MCFD, BWPD
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t
nDP ctio/n654/12/65 Castle Peak Unit #9-5-9-16 fo"$c"$°i°a02BOPD,

P&A: 2/15/74 Cumm. Production: 24,918 BO,

GL: 581l' KB: 5821' P&A 37,861 MCFG, 0 BW.

Wellbore Diagram
SURFACE CASING FRAC JOB

CSG SIZE 9-5/8" 10sacks cement to surface 4602'-574T Free sands as follows:

GRADE H-40
48,000# sand in 909 bbis water Treated @
avg press of4500 psi wlavg rate of50 BPM

WEIGHT 32 5# Started to screen out Flush with 3948 gal

DEPTH LANDED 221' KB
ISIP 1800 psi

HOLE SIZE

CEMENT DATA 150 sxs cement 35 sacks cement @170'-270'

PRODUCTION CASING
CSG SIZE 4-1/2"

GRADE 1-55

HL ED 5862' KB

HOLE SIZE

CEMENT DATA 450 cubicfeet cement

CEMENT TOP AT 9 per CBL

35 sacks cement @1270'-1370'

35 sacks cement @4100'-4200'

20 sacks cement @4400'-4600'

4602'-4605'

PERFORATION RECORD

5739'-574T I JSPF 8 holes
5299'-5302' 5331'-5341' 1JSPF 10holes

5299'-5302' 1 JSPF 3 holes

5331'-5341' 4602'-4605' 1 JSPF 3 holes

5739'-574T

NEWFIELD
TD @6065'

Castle Peak #9-5-9-16
819' FSL & 763' FEL
SESE Section 5-T9S-Rl6E
Duchesne Co, Utah
API #43-013-15787; Lease #U-34217-A

BDH
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FEDERAL W-4-9-16
Spud Date:-3-4-10
Put on Production: 4-7-10 Wellbore Diagram

GL:Sll6 ' KB:5128 ' FRACJOB

SURFACECASING cementTop @40,
4-6-10 6043-6175' Frac CP5 &BS1 sands as follows:

Frac with 24346# 20/40 sand in 219bb1s
CSG SIZE: 8-5/8" Lighning 17.

GRADE: J-55 4-6-10 6546-6674' Frac CP5 &CP1 sands as follows:

WEIGHT: 24#
Frac with 14092# 20/40 sand in 130 bbls
Lightning 17 fluid

LENGTH:7 jts. (309.57') 4-6-10 5466-5500' Frac LOCD sands as follows:
DEPTH LANDED: 322.42' Frac with 60790#20/40 sand in 382 bbls

HOLE SIZE: 12-1/4" Lightning 17 fluid
4-6-10 5049-5121' Frac C, B.5 & B1 sands as follows:

CEMENT DATA: 160 sxs Class "G" cmt Frac with 99748# 20/40 sand in 619bb1s
Lightning 17.

4-6-10 4889-4967' Frac D1&D2 sands as follows:
Frac with 50255#20/40 sand in 320bbls

PRODUCTION CASING 4381-4382' Lightning 17 fluid

CSG SIZE: S-l/2" 4386-4389' 4-6-10 43814407' Frac GB6sands as follows: Frac with
31761#20/40 sand in 223bbls

GRADE: J-55 Lightning 17 fluid

WEIGHT: 15.5#
4400-4407'

LENGTH: 145jts. (62.750')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6292.55'

CEMENT DATA: 276sxs Prem. Lite II mixed & 450 sxs 50/50 POZ
4889-4893'

CEMENT TOP AT: 40 '
4955-4957'

4964-4967'

TUBING 5049-5051'
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6,S#

NO. OF JOINTSl87 jts (5876.1')
5084-5086'

TUBING ANCHOR:5888.1 ' 5094-5098'

NO. OF JOINTS ljts (31.4')

SEATING NIPPLE: 2-7/8" (1.1')

5119-5121'

SN LANDED AT:5922.3' KB
5140-5144'

NO.OFJOINTS: ljts 31.5')
PERFORATION RECORD

TOTAL STRING LENGTH: EOT @6055' 6170-6175' 3 JSPF 15holes

6050-6052' 3 JSPF 6 holes
$466-5470, 6043-6047' 3 JSPF 12 holes

5781-5785' 3 JSPF 12 holes
SUCKER RODS 5484-5487' 5756-5758' 3 JSPF 6 holes

POLISHED ROD: 1-1/2" x 30' 5498-5500' 5498-5500' 3 JSPF 6 holes

SUCKER RODS: 1 - 2' x 7/8" pony rods,l-4' x7/8 pony rods,
5484-5487' 3 JSPF 9 holes

232- 7/8" Sper guided rods, 4- 1 ½" weight bars. 5466-5470' 3 JSPF 12holes

PUMP SIZE: 2 ½ Kl 3/4 x 20'x 24' RHAC 5756-5758 5140-5144' 3 JSPF 12 holes

STROKE LENGTH:144
5119-5121' 3 JSPF 6 holes

PUMP SPEED: SPM 4
5781-5785* 5094-5098' 3 JSPF 12holes

5084-5086' 3 JSPF 6 holes

Anchor @5888' 5049-5051' 3 JSPF 6 holes

SN @5922'
4964-4967' 3 JSPF 9 holes

6043-6047' 4955-4957' 3 JSPF 6holes
4889-4893' 3 JSPF 12holes

6050-6052, 4400-4407' 3 JSPF 21 holes
4386-4389' 3 JSPF 9holes

EOT@60SS' 4381-4382' 3JSPF 3holes
6170-6175'

NEWFIELD PBTD @6247'

/ TD @6914'
Federal W-4-9-16

SL: 733'FSL & 1904' FEL (SWISE)
Section 4, T9S, R16E
Duchesne Co, Utah

API # 43-013-34097;Lease
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 multi-chen
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-37093

Well Name: 11-9-9-16
Sample Point: Tank
Sample Date: 2 /16/2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Sample Specifics Analysis @ Properties in Sample Specifics

Test Date: 2/19/2010 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 11000.00

Temperature (°F): 100 Magnesium (Mg): - Sulfate (SO4) -

Sample Pressure (psig): 0 Barium (Ba): 10.00 Dissolved CO2 I -

Specific Gravity (g/cm3): 1.0140 Strontium (Sr): - Bicarbonate (HCO3): 927.00

pH: 7.5 Sodium (Na): 7281.00 Carbonate (CO3); -

Turbidity (NTU): - Potassium (K): - H2S 3.00

Iron (Fe): 5.40 Phosphate (PO4
Manganese (Mn): 0.04 Silica (SiO2

Calculated T.D.S. (mg/L) 19306 Lithiurn (Li): - Fluoride (F): -

Molar Conductivity (µSlcm): 292g Aluminum (AI): - Niga Os): -

RedÏivityohm) 0 44 Ammonia NHy: - Lead (Pb): -

Zinc (Zn):
Bromine (Br): -

Boron (B): -

Test Conditions '

Temp Gauge Press
*P psi Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale Sat Index Scale pel

100 0 2,44 3 74 0.00 -2923.70 0.00 -3073.70 - - 0.00 -9.18 0.70

80 0 1.78 2.28 0.00 -25.49 0.00 -3258.60 - 1 0.00 -6.70 0.34

100 0 2.44 3.74 0.00 -20.92 0.00 -3073.80 0.00 -9.18 0.42

120 0 3.13 5.04 0.00 -17.34 0.00 -2795.40 - - 0.00 -12.21 0.47

140 0 3.85 6.29 0.00 -14.45 0.00 -2463.80 - - 0.00 -15.83 0.52

160 0 ŠŸ ŸÃŠ Ò0Ò 2 Ò00 - 0 - Ò00 -ÉÒ05 ÒŠ9
180 0 5.22 8.49 0.00 -10.27 0.00 -1771.30 - - 0.00 -25.04 0.64

200 0 5.75 9.26 0.00 -8.81 0.00 -1454.10
- - 0.00 -30.76 0.65

220 2.51 6.04 9.81 0.00 -7.79 0.00 -1187.30 - - 0.00 -37.91 0.66

240 10.3 6.19 9.91 0.00 -6.97 0.00 -941.99
- - 0.00 -45.65 0.67

260 20.76 6.14 9.64 0.00 -6.40 0.00 -734.84
- - 0.00 -54.52 0.68

280 34.54 5.93 9.06 0.00 -6.01 0.00 -563.54
- - 0.00 -64.69 0.69

iÒÒ Ë2ŠÃ 5 ŠŠ 8 2Š Ò00 -Š ŸË Ò00 2À4 - Ò0Ò 6 ŠŠ Ò 0

Conclusions: Notes:

Calcium carbonatescale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate Scaling Index is negative from 80°F to 300°F

Multi-Chem Production Chemicals Monday, February 22, 2010

Ethics Commitment Page 1 of 2 E×cellence

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 multi-chen
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-37093

Well Name: 11-9-9-16
Sample Point: Tank
Sample Date: 2 /16/2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Sample Specifics Analysis @ Properties in Sample Specifics

Test Date: 2/19/2010 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 11000.00

Temperature (°F): 100 Magnesium (Mg): - Sulfate (SO4) -

Sample Pressure (psig): 0 Barium (Ba): 10.00 Dissolved CO2 I -

Specific Gravity (g/cm3): 1.0140 Strontium (Sr): - Bicarbonate (HCO3): 927.00

pH: 7.5 Sodium (Na): 7281.00 Carbonate (CO3); -

Turbidity (NTU): - Potassium (K): - H2S 3.00

Iron (Fe): 5.40 Phosphate (PO4

Manganese (Mn): 0.04 Silica (SiO2

Calculated T.D.S. (mg/L) 19306 Lithiurn (Li): - Fluoride (F): -

Molar Conductivity (µSlcm): 292g Aluminum (AI): - Niga Os): -

RedÏivityohm) 0 44 Ammonia NHy: - Lead (Pb): -

Zinc (Zn):
Bromine (Br): -

Boron (B): -

Test Conditions '

Temp Gauge Press
*P psi Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale Sat Index Scale pel

100 0 2,44 3 74 0.00 -2923.70 0.00 -3073.70 - - 0.00 -9.18 0.70

80 0 1.78 2.28 0.00 -25.49 0.00 -3258.60 - 1 0.00 -6.70 0.34

100 0 2.44 3.74 0.00 -20.92 0.00 -3073.80 0.00 -9.18 0.42

120 0 3.13 5.04 0.00 -17.34 0.00 -2795.40 - - 0.00 -12.21 0.47

140 0 3.85 6.29 0.00 -14.45 0.00 -2463.80 - - 0.00 -15.83 0.52

160 0 ŠŸ ŸÃŠ Ò0Ò 2 Ò00 - 0 - Ò00 -ÉÒ05 ÒŠ9
180 0 5.22 8.49 0.00 -10.27 0.00 -1771.30 - - 0.00 -25.04 0.64

200 0 5.75 9.26 0.00 -8.81 0.00 -1454.10
- - 0.00 -30.76 0.65

220 2.51 6.04 9.81 0.00 -7.79 0.00 -1187.30 - - 0.00 -37.91 0.66

240 10.3 6.19 9.91 0.00 -6.97 0.00 -941.99
- - 0.00 -45.65 0.67

260 20.76 6.14 9.64 0.00 -6.40 0.00 -734.84
- - 0.00 -54.52 0.68

280 34.54 5.93 9.06 0.00 -6.01 0.00 -563.54
- - 0.00 -64.69 0.69

iÒÒ Ë2ŠÃ 5 ŠŠ 8 2Š Ò00 -Š ŸË Ò00 2À4 - Ò0Ò 6 ŠŠ Ò 0

Conclusions: Notes:

Calcium carbonatescale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate Scaling Index is negative from 80°F to 300°F

Multi-Chem Production Chemicals Monday, February 22, 2010

Ethics Commitment Page 1 of 2 E×cellence

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 multi-chen
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-37093

Well Name: 11-9-9-16
Sample Point: Tank
Sample Date: 2 /16/2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Sample Specifics Analysis @ Properties in Sample Specifics

Test Date: 2/19/2010 Cations mg/L Anions mg/L

Calcium (Ca): 80.00 Chloride (CI): 11000.00

Temperature (°F): 100 Magnesium (Mg): - Sulfate (SO4) -

Sample Pressure (psig): 0 Barium (Ba): 10.00 Dissolved CO2 I -

Specific Gravity (g/cm3): 1.0140 Strontium (Sr): - Bicarbonate (HCO3): 927.00

pH: 7.5 Sodium (Na): 7281.00 Carbonate (CO3); -

Turbidity (NTU): - Potassium (K): - H2S 3.00

Iron (Fe): 5.40 Phosphate (PO4

Manganese (Mn): 0.04 Silica (SiO2

Calculated T.D.S. (mg/L) 19306 Lithiurn (Li): - Fluoride (F): -

Molar Conductivity (µSlcm): 292g Aluminum (AI): - Niga Os): -

RedÏivityohm) 0 44 Ammonia NHy: - Lead (Pb): -

Zinc (Zn):
Bromine (Br): -

Boron (B): -

Test Conditions '

Temp Gauge Press
*P psi Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale Sat Index Scale pel

100 0 2,44 3 74 0.00 -2923.70 0.00 -3073.70 - - 0.00 -9.18 0.70

80 0 1.78 2.28 0.00 -25.49 0.00 -3258.60 - 1 0.00 -6.70 0.34

100 0 2.44 3.74 0.00 -20.92 0.00 -3073.80 0.00 -9.18 0.42

120 0 3.13 5.04 0.00 -17.34 0.00 -2795.40 - - 0.00 -12.21 0.47

140 0 3.85 6.29 0.00 -14.45 0.00 -2463.80 - - 0.00 -15.83 0.52

160 0 ŠŸ ŸÃŠ Ò0Ò 2 Ò00 - 0 - Ò00 -ÉÒ05 ÒŠ9
180 0 5.22 8.49 0.00 -10.27 0.00 -1771.30 - - 0.00 -25.04 0.64

200 0 5.75 9.26 0.00 -8.81 0.00 -1454.10
- - 0.00 -30.76 0.65

220 2.51 6.04 9.81 0.00 -7.79 0.00 -1187.30 - - 0.00 -37.91 0.66

240 10.3 6.19 9.91 0.00 -6.97 0.00 -941.99
- - 0.00 -45.65 0.67

260 20.76 6.14 9.64 0.00 -6.40 0.00 -734.84
- - 0.00 -54.52 0.68

280 34.54 5.93 9.06 0.00 -6.01 0.00 -563.54
- - 0.00 -64.69 0.69

iÒÒ Ë2ŠÃ 5 ŠŠ 8 2Š Ò00 -Š ŸË Ò00 2À4 - Ò0Ò 6 ŠŠ Ò 0

Conclusions: Notes:

Calcium carbonatescale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate Scaling Index is negative from 80°F to 300°F

Multi-Chem Production Chemicals Monday, February 22, 2010

Ethics Commitment Page 1 of 2 E×cellence



Multi-Chem Group, LLC -. .

Multi-Chem Analytical Laboratory ..
, .

\ g
1553 East Highway 40 · eg 'multi-chem
Vernal, UT 84078

Scale Prediction Graphs

Well Name: 11-9-9-16 Sample ID: WA-37093
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Scale Prediction Graphs

Well Name: 11-9-9-16 Sample ID: WA-37093
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Multi-Chem Group, LLC -. .

Multi-Chem Analytical Laboratory ..
, .
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1553 East Highway 40 · eg 'multi-chem
Vernal, UT 84078

Scale Prediction Graphs

Well Name: 11-9-9-16 Sample ID: WA-37093
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Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 multi-cheri
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35269

Well Name: SOUTH WELLS DRAW INJ
Sample Point: Tri-plex suction
Sample Date: 1 I5 /2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: /5/2010 Cations mg/L Anions mg/L

Calcium (Ca): 40.00 Chloride (CI): 7000.00

Temperature (°F): 100 Magnesium (Mg): 48.80 Sulfate (SO 4): 347.00

Sample Pressure (psig): 0 Barium (Ba): 3.00 Dissolved CO2:

Specific Gravity(g/cm3): 1.0080 Strontium (Sr): - Bicarbonate (HCO 3): 1854.00

pH: 8.5 Sodium (Na): 5221.00 Carbonate (CO a): -

Turbidity(NTU): - Potassium (K): - H2S: 2.00

Iron (Fe): 2.29 Phosphate (PO 4): -

Manganese (Mn): 0.18 Silica (SiO2). -

Calculated T.D.S. (mg/L): 14518 Lithium(Li): - Eluoride(F): -

MolarConductivity(µS/cm): 2199-) Aluminum (AI): - Nigate (NOR

Resitivity(Mohm): 0.454 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

Test Conditions
' '

e .
: . e

,
e

Temp Gauge Press.
°F psi Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale psl

100 0 18.63 61.28 0.01 -2464.50 0.00 -2627.60
- - 19.57 4.84 0.12

80 I 0 14.85 60.19 0.01 65.24 \ 0.00 -2798.30
- - 29.93 4.93 0.07

100 0 18.63 61.28 0.01 76.56 0.00 -2627.60 - - 19.57 4.84 0.08

120 0 21.65 59.58 0.01 82.61 0.01 -2371.20 - - 13.09 4.71 0.09

140 0 23.90 57.39 0.01 83.93 0.01 -2066.00 - - 8.93 4.52 0.10

160 0 25.14 55.68 0.01 81.37 0.01 -1744.20 - - 6.21 4.27 0.11

180 0 25.30 54.75 0.01 76.58 0.01 -1430.50 - - 4.39 3.93 0.12

200 0 24.51 54.39 0.01 70.28 0.02 -1141.40 - - 3.14 3.46 0.12

220 2.51 22.80 54.08 0.01 62.89 0.03 -898.26 - - 2.22 2.79 0.12

240 10.3 20.78 51.88 0.01 53.89 0.04 -678.18 - - 1.62 1.93 0.12

260 20.76 18.51 46.86 0.01 45.00 0.07 -494.29 - - 1.19 0.80 0.12

280 34.54 16.19 40.18 0.02 37.07 0.11 -344.07 - - 0.88 -0.70 0.12

300 52.34 13.94 33.58 0.02 30.34 0.19 -223.92 -
- 0.65 -2.65 0.12

Conclusions: Notes:

Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate NO CONCLUSION

Multi-Chem Production Chemicals Thursday, January 07, 2010

Ethics Commitment Page 1 of 2 Excellence

Multi-Chem Group, LLC
Multi-Chem Analytical Laborator

1553 East Highway 40 multi-cheri
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35269

Well Name: SOUTH WELLS DRAW INJ
Sample Point: Tri-plex suction
Sample Date: 1 I5 /2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: /5/2010 Cations mg/L Anions mg/L

Calcium (Ca): 40.00 Chloride (CI): 7000.00

Temperature (°F): 100 Magnesium (Mg): 48.80 Sulfate (SO 4): 347.00

Sample Pressure (psig): 0 Barium (Ba): 3.00 Dissolved CO2:

Specific Gravity(g/cm3): 1.0080 Strontium (Sr): - Bicarbonate (HCO 3): 1854.00

pH: 8.5 Sodium (Na): 5221.00 Carbonate (CO a): -

Turbidity(NTU): - Potassium (K): - H2S: 2.00

Iron (Fe): 2.29 Phosphate (PO 4): -

Manganese (Mn): 0.18 Silica (SiO2). -

Calculated T.D.S. (mg/L): 14518 Lithium(Li): - Eluoride(F): -

MolarConductivity(µS/cm): 2199-) Aluminum (AI): - Nigate (NOR

Resitivity(Mohm): 0.454 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

Test Conditions
' '

e .
: . e

,
e

Temp Gauge Press.
°F psi Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale psl

100 0 18.63 61.28 0.01 -2464.50 0.00 -2627.60
- - 19.57 4.84 0.12

80 I 0 14.85 60.19 0.01 65.24 \ 0.00 -2798.30
- - 29.93 4.93 0.07

100 0 18.63 61.28 0.01 76.56 0.00 -2627.60 - - 19.57 4.84 0.08

120 0 21.65 59.58 0.01 82.61 0.01 -2371.20 - - 13.09 4.71 0.09

140 0 23.90 57.39 0.01 83.93 0.01 -2066.00 - - 8.93 4.52 0.10

160 0 25.14 55.68 0.01 81.37 0.01 -1744.20 - - 6.21 4.27 0.11

180 0 25.30 54.75 0.01 76.58 0.01 -1430.50 - - 4.39 3.93 0.12

200 0 24.51 54.39 0.01 70.28 0.02 -1141.40 - - 3.14 3.46 0.12

220 2.51 22.80 54.08 0.01 62.89 0.03 -898.26 - - 2.22 2.79 0.12

240 10.3 20.78 51.88 0.01 53.89 0.04 -678.18 - - 1.62 1.93 0.12

260 20.76 18.51 46.86 0.01 45.00 0.07 -494.29 - - 1.19 0.80 0.12

280 34.54 16.19 40.18 0.02 37.07 0.11 -344.07 - - 0.88 -0.70 0.12

300 52.34 13.94 33.58 0.02 30.34 0.19 -223.92 -
- 0.65 -2.65 0.12

Conclusions: Notes:

Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate NO CONCLUSION

Multi-Chem Production Chemicals Thursday, January 07, 2010

Ethics Commitment Page 1 of 2 Excellence

Multi-Chem Group, LLC
Multi-Chem Analytical Laborator

1553 East Highway 40 multi-cheri
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35269

Well Name: SOUTH WELLS DRAW INJ
Sample Point: Tri-plex suction
Sample Date: 1 I5 /2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: /5/2010 Cations mg/L Anions mg/L

Calcium (Ca): 40.00 Chloride (CI): 7000.00

Temperature (°F): 100 Magnesium (Mg): 48.80 Sulfate (SO 4): 347.00

Sample Pressure (psig): 0 Barium (Ba): 3.00 Dissolved CO2:

Specific Gravity(g/cm3): 1.0080 Strontium (Sr): - Bicarbonate (HCO 3): 1854.00

pH: 8.5 Sodium (Na): 5221.00 Carbonate (CO a): -

Turbidity(NTU): - Potassium (K): - H2S: 2.00

Iron (Fe): 2.29 Phosphate (PO 4): -

Manganese (Mn): 0.18 Silica (SiO2). -

Calculated T.D.S. (mg/L): 14518 Lithium(Li): - Eluoride(F): -

MolarConductivity(µS/cm): 2199-) Aluminum (AI): - Nigate (NOR

Resitivity(Mohm): 0.454 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

Test Conditions
' '

e .
: . e

,
e

Temp Gauge Press.
°F psi Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale Sat Index Scale psl

100 0 18.63 61.28 0.01 -2464.50 0.00 -2627.60
- - 19.57 4.84 0.12

80 I 0 14.85 60.19 0.01 65.24 \ 0.00 -2798.30
- - 29.93 4.93 0.07

100 0 18.63 61.28 0.01 76.56 0.00 -2627.60 - - 19.57 4.84 0.08

120 0 21.65 59.58 0.01 82.61 0.01 -2371.20 - - 13.09 4.71 0.09

140 0 23.90 57.39 0.01 83.93 0.01 -2066.00 - - 8.93 4.52 0.10

160 0 25.14 55.68 0.01 81.37 0.01 -1744.20 - - 6.21 4.27 0.11

180 0 25.30 54.75 0.01 76.58 0.01 -1430.50 - - 4.39 3.93 0.12

200 0 24.51 54.39 0.01 70.28 0.02 -1141.40 - - 3.14 3.46 0.12

220 2.51 22.80 54.08 0.01 62.89 0.03 -898.26 - - 2.22 2.79 0.12

240 10.3 20.78 51.88 0.01 53.89 0.04 -678.18 - - 1.62 1.93 0.12

260 20.76 18.51 46.86 0.01 45.00 0.07 -494.29 - - 1.19 0.80 0.12

280 34.54 16.19 40.18 0.02 37.07 0.11 -344.07 - - 0.88 -0.70 0.12

300 52.34 13.94 33.58 0.02 30.34 0.19 -223.92 -
- 0.65 -2.65 0.12

Conclusions: Notes:

Calcium Carbonate scale is indicated at all temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate NO CONCLUSION

Multi-Chem Production Chemicals Thursday, January 07, 2010
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Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 mUlti-Cherti
Vernal, UT 84078

Scale Prediction Graphs

Well Name: SOUTH WELLS DRAW INJ Sample ID: WA-35269
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Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 mUlti-Cherti
Vernal, UT 84078

Scale Prediction Graphs

Well Name: SOUTH WELLS DRAW INJ Sample ID: WA-35269
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Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 mUlti-Cherti
Vernal, UT 84078

Scale Prediction Graphs

Well Name: SOUTH WELLS DRAW INJ Sample ID: WA-35269
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Attachment "G"

Monument Federal 11-9-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4762 4836 4799 3500 1.17 3469
4302 4310 4306 2450 1.00 2422
5210 5216 5213 2200 0.86 2166
4718 4728 4723 3960 1.27 3929

Minimum 2166

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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DAILY OPERATING REPORT

MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98, R16E
Duchesne County, Utah --TIGHT HOLE--
Prospect: Monument Butte

03/27/96 PresentOperation: Run 5-1/2" esg
Run 5-1/2", J-55, 15.5#csg as follows:

Shoe .90'

Shoejt 44.10'
Float collar 1.10'
133 jts esg 5,810.60'
KB 10.00'
Total csg length 5,856.70'
Depthlanded 5,866.70'KB
PBTD 5,820.60'KB

Cementby BJ Servicesas fonows: Lead - 265 sxs super "G", 47#/sx G + 3#/sx poz + 34#/sx BA-91 + 3% salt
+ 2% gel + 2#lsxHi-seal2+ 1/4#/sxcelloflake. Tail - 348 sxs 50/50pox + 2% gel + 1/4#/sxcello flake+ 2#lsx
Hi-sea12. Plug down @ 8:30 P.M. Release Rig @ 12:30
A.M. Shut down,ready to move.
DC: $20,000 CC: $126,020

03/27/96 Completion
MIRU Basin Well Service Rig #2. NU 5M well head, NU BOP. TIH w/4-3/4" bit, esg scrapper and 182
jts 2-7/8" tbg. Tag PBTD at 5,822'KB. Circulate hole clean w/130 bbls 2% KCL wtr. Press test esg to
1,000psi, ok. Pull out of hole w/30 jts tbg. SWIFD.
DC: $3,751 CC: $129,771

03/28/96 Completion
Continueout of hole witbg and tools. RU CutterWire Line to run CBL and perforate. Run CBL from
5,806'KB to 1,300'KB. TOC at 1,530'KB. Perforate 4,827' - 36', 6 holes and 4,762' - 81', 8 holes. RD
CutterWire Line. TIH w/RBP, retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross over, 2-7/8" SN,
and 149 jts 2-7/8" tbg. Set BP at 4,805'KB. Set pkr at 4,689'KB. Set EOT at 4,701'. RU BJ Servicesto do
HCL break downon 4,762' - 81'. Breakdownwith 1,000gals 15%HCL and 1,394glas wtr. ATP = 2,000psi,
ATR = 3.8 bpm, ISIP = 1,400psi. Used 33 bbls wtr, 24 bb1sHCL. Flow back 10 bbis wtr. Reset BP at
4,890'KB, pkr at 4,794'KB. Break dow 4,827' - 36' with 1,000 gals 15% HCL and 1,394 gals wtr. ATP =

2,000psi, ATR = 3.8 bpm, ISIP = 1,400psi. Used 33 bbls wtr and 24 bbls HCL. Communicatedto 4,781'
perfs. Flow back 20 bbls wtr. Reset pkr at 4,689'KB. Made 16 swab runs, recovered 10 bbls oil and 47 bbls
wtr. Oil 55% last 3 runs. 400' of fluidentry at 30 min. Fluid levelat 4,300' last 3 runs. SWIFN.
DC: $10,386 CC: $140,157
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MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98, R16E

Duchesne County, Utah --TIGHT HOLE---

Monument Butte

03/29/96 Completion
Flow back 3 bbis oil, linesplugged,flushtbg and linesw/10 bbls 2% KCL wtr. Made 16 swab runs. Recovered
32 bbls oil and 7 bbls wtr, good gas. Average 250' fluid entry at 1/2 hour. Oil 90% to 99%. Ed Forsman

w/BLM witnesesed oil production. TOOH w/tbg,pkr and retrieving tool. SWI until 4-1-96.

DC: $1,672 CC: $141,829

04/01/96 Completion
RU BJ Servicesto frac 4,762' - 4,836'. Frac w/33,180gals 2% KCL wtr and 110,000lbs 16/30 sand. ATP =

3,800psi,ATR = 35.5 bpm, ISIP = 3,500psi,5 min = 1,410psi, 10min = 1,350psi, 15 min = 1,290psi,30 min =

1,180psi. Used 790 bbls wtr. Start forced closureflow back. Flow back .5 bpm. Flowedback 135 bbls wtr,
trace sand. SWIFN.
DC: $35,702 CC: $177,531

04/02/96 Completion
Bleedwell down,flow back 10 bbis wtr. TlH w/retrieving tool,2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross

over, 2-7/8" SN and 147jts 2-7/8" tbg. Tag sand at 4,720'KB. Circulatedownto 4,880'KB. Puu up and set
pkr at 4,689'KB. Made 6 swab runs. Well started flowing. Flow back 20 bbls fluid. Made 12 swab runs.
Recovered67 bbls oil and 114 bbls wtr. Trace sand. Oil 60% last 4 runs. Fluid level from surfaceto 400'.
Goodgas throughoutall runs. SWIFD.
DC: $2,261 CC: $179,792

04/03/96 Completion
Flow well, flowback 22 bbls oil, 1bbls wtr, no sand. Well quit flowing. Flushtbg w/10 bbls wtr. Made 2 swab
runs. Recovered 10 bbl oil, 10 bb1swtr. Well started flowing. Flow back 8 bbls oil, 2 bbls wtr, no sand.
Releasepkr, tag sand at 4850'KB. Circulatedownto BP at 4890'KB. ReleaseBP. Used 80 bb1swtr. Reset
BP at 4360'KB. Press test to 2000psi, ok. TOOH w/tbg, pkr and retrieving tool. RU Cutters Wire Line and
perf 4302' - 10', 4 SPF. RD Cutters Wire Line. TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-

7/8" cross over, 2-7/8" SN, and 132jtstbg. Setpkr at 4232'KB, EOT at 4244'KB. SWIFD.
DC: $5,381 CC: $185,173

04/04/96 Completion
RU BJ Servicesto break down4,302' - 10'. Break downw/1,932 gals 2% KCL wtr. ATP = 2,000psi, ATR =

4 bpm, ISIP = 1,650psi. Used 46 bbis wtr. TOOH w/tbg, pkr and retrieving tool. Flow back 15bbls wtr. Frac
4,302'- 10'. Fraced w/16,882 gals 2% KCL gelledwtr and 50,090 lbs 16/30 sand. ATP = 2,600psi,ATR =

31.6 bpm, ISIP = 2,450psi, 5 min = 1,880psi,10min = 1,770psi, 15 min = 1,660psi. Used 402 bbls wtr. Start
forcedclosure flowback .5 bpm. Flowback 75 bbls of wtr. SWIFN.
DC: $21,586 CC: $206,759

DAILY OPERATING REPORT

MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98,

MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98, R16E

Duchesne County, Utah --TIGHT HOLE---

Monument Butte

03/29/96 Completion
Flow back 3 bbis oil, linesplugged,flushtbg and linesw/10 bbls 2% KCL wtr. Made 16 swab runs. Recovered
32 bbls oil and 7 bbls wtr, good gas. Average 250' fluid entry at 1/2 hour. Oil 90% to 99%. Ed Forsman

w/BLM witnesesed oil production. TOOH w/tbg,pkr and retrieving tool. SWI until 4-1-96.

DC: $1,672 CC: $141,829

04/01/96 Completion
RU BJ Servicesto frac 4,762' - 4,836'. Frac w/33,180gals 2% KCL wtr and 110,000lbs 16/30 sand. ATP =

3,800psi,ATR = 35.5 bpm, ISIP = 3,500psi,5 min = 1,410psi, 10min = 1,350psi, 15 min = 1,290psi,30 min =

1,180psi. Used 790 bbls wtr. Start forced closureflow back. Flow back .5 bpm. Flowedback 135 bbls wtr,
trace sand. SWIFN.
DC: $35,702 CC: $177,531

04/02/96 Completion
Bleedwell down,flow back 10 bbis wtr. TlH w/retrieving tool,2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross

over, 2-7/8" SN and 147jts 2-7/8" tbg. Tag sand at 4,720'KB. Circulatedownto 4,880'KB. Puu up and set
pkr at 4,689'KB. Made 6 swab runs. Well started flowing. Flow back 20 bbls fluid. Made 12 swab runs.
Recovered67 bbls oil and 114 bbls wtr. Trace sand. Oil 60% last 4 runs. Fluid level from surfaceto 400'.
Goodgas throughoutall runs. SWIFD.
DC: $2,261 CC: $179,792

04/03/96 Completion
Flow well, flowback 22 bbls oil, 1bbls wtr, no sand. Well quit flowing. Flushtbg w/10 bbls wtr. Made 2 swab
runs. Recovered 10 bbl oil, 10 bb1swtr. Well started flowing. Flow back 8 bbls oil, 2 bbls wtr, no sand.
Releasepkr, tag sand at 4850'KB. Circulatedownto BP at 4890'KB. ReleaseBP. Used 80 bb1swtr. Reset
BP at 4360'KB. Press test to 2000psi, ok. TOOH w/tbg, pkr and retrieving tool. RU Cutters Wire Line and
perf 4302' - 10', 4 SPF. RD Cutters Wire Line. TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-

7/8" cross over, 2-7/8" SN, and 132jtstbg. Setpkr at 4232'KB, EOT at 4244'KB. SWIFD.
DC: $5,381 CC: $185,173

04/04/96 Completion
RU BJ Servicesto break down4,302' - 10'. Break downw/1,932 gals 2% KCL wtr. ATP = 2,000psi, ATR =

4 bpm, ISIP = 1,650psi. Used 46 bbis wtr. TOOH w/tbg, pkr and retrieving tool. Flow back 15bbls wtr. Frac
4,302'- 10'. Fraced w/16,882 gals 2% KCL gelledwtr and 50,090 lbs 16/30 sand. ATP = 2,600psi,ATR =

31.6 bpm, ISIP = 2,450psi, 5 min = 1,880psi,10min = 1,770psi, 15 min = 1,660psi. Used 402 bbls wtr. Start
forcedclosure flowback .5 bpm. Flowback 75 bbls of wtr. SWIFN.
DC: $21,586 CC: $206,759

DAILY OPERATING REPORT

MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98,

MONUMENT FEDERAL #11-9-9-16
Location: NW NW Section 9, T98, R16E

Duchesne County, Utah --TIGHT HOLE---

Monument Butte

03/29/96 Completion
Flow back 3 bbis oil, linesplugged,flushtbg and linesw/10 bbls 2% KCL wtr. Made 16 swab runs. Recovered
32 bbls oil and 7 bbls wtr, good gas. Average 250' fluid entry at 1/2 hour. Oil 90% to 99%. Ed Forsman

w/BLM witnesesed oil production. TOOH w/tbg,pkr and retrieving tool. SWI until 4-1-96.

DC: $1,672 CC: $141,829

04/01/96 Completion
RU BJ Servicesto frac 4,762' - 4,836'. Frac w/33,180gals 2% KCL wtr and 110,000lbs 16/30 sand. ATP =

3,800psi,ATR = 35.5 bpm, ISIP = 3,500psi,5 min = 1,410psi, 10min = 1,350psi, 15 min = 1,290psi,30 min =

1,180psi. Used 790 bbls wtr. Start forced closureflow back. Flow back .5 bpm. Flowedback 135 bbls wtr,
trace sand. SWIFN.
DC: $35,702 CC: $177,531

04/02/96 Completion
Bleedwell down,flow back 10 bbis wtr. TlH w/retrieving tool,2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross

over, 2-7/8" SN and 147jts 2-7/8" tbg. Tag sand at 4,720'KB. Circulatedownto 4,880'KB. Puu up and set
pkr at 4,689'KB. Made 6 swab runs. Well started flowing. Flow back 20 bbls fluid. Made 12 swab runs.
Recovered67 bbls oil and 114 bbls wtr. Trace sand. Oil 60% last 4 runs. Fluid level from surfaceto 400'.
Goodgas throughoutall runs. SWIFD.
DC: $2,261 CC: $179,792

04/03/96 Completion
Flow well, flowback 22 bbls oil, 1bbls wtr, no sand. Well quit flowing. Flushtbg w/10 bbls wtr. Made 2 swab
runs. Recovered 10 bbl oil, 10 bb1swtr. Well started flowing. Flow back 8 bbls oil, 2 bbls wtr, no sand.
Releasepkr, tag sand at 4850'KB. Circulatedownto BP at 4890'KB. ReleaseBP. Used 80 bb1swtr. Reset
BP at 4360'KB. Press test to 2000psi, ok. TOOH w/tbg, pkr and retrieving tool. RU Cutters Wire Line and
perf 4302' - 10', 4 SPF. RD Cutters Wire Line. TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-

7/8" cross over, 2-7/8" SN, and 132jtstbg. Setpkr at 4232'KB, EOT at 4244'KB. SWIFD.
DC: $5,381 CC: $185,173

04/04/96 Completion
RU BJ Servicesto break down4,302' - 10'. Break downw/1,932 gals 2% KCL wtr. ATP = 2,000psi, ATR =

4 bpm, ISIP = 1,650psi. Used 46 bbis wtr. TOOH w/tbg, pkr and retrieving tool. Flow back 15bbls wtr. Frac
4,302'- 10'. Fraced w/16,882 gals 2% KCL gelledwtr and 50,090 lbs 16/30 sand. ATP = 2,600psi,ATR =

31.6 bpm, ISIP = 2,450psi, 5 min = 1,880psi,10min = 1,770psi, 15 min = 1,660psi. Used 402 bbls wtr. Start
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Duchesne County, Utah -TIGHT HOLE--

Monument Butte

04/05/96 Completion
Bleedwell down, flowback 30 bbls wtr. TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross

over, 2-7/8" SN and 134jts 2-7/8" thg. Flow back 20 bbls wtr. Tag sand at 4,309'KB. Circulatedownto
4,360'KB. Pull up and set pkr at 4,232'KB. Made 30 runs at 10 min intervals. Swab well down to SN at
4,226'KB. Made 6 runs at 1/2hour intervals. Fluidentry 400' @run. Recovered16bbls oil and 77 bbls wtr.
Oil 30% last 5 runs. Fluid level @3,800' last 6 runs. No sand last 5 runs. Gas cut 24 runs. SWI until
04/08/96.
DC: $1,946 CC: $208,705

04/08//96 Completion
Bleed well dwon. Tag fluid at 1550' from surface. Releasepkr, tag sand at 4355'KB. Circulatedownto BP at
4360'KB. ReleaseBP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

Length Depth KB
1 - NotchedCollar .44'

4887.61'
l - jt 2-7/8",EUE, J-55, 8rd, 6.5# 26.90' 4887.17'
l - Perf Sub 2-7/8" x 4' 4.10' 4860.27'
1 - SeatNipple 2-7/8" 1.10' 4856.lT
19 - jts 2-7/8", EUE, J-55, Brd,6.5# 619.00' 4855.07'
I - tbganchor2-7/8" x 5-1/2" (TRICO) 2.75' 4236.07'
132 - jts2-7/8",EUE, J-55, 8td, 6.5# 4223.32' 4233.32'
KB 10.00'

ND BOP, ND 5M wellhead,NU 3M wen head. Setthg anchorw/10" tension(12,000#). Flangeup well head.
TIH w/production string(rods):

1 - DHP, 2-1/2" x 1-1/2"x 16' RHAC w/ SM plunger (TRICO #1157)
1 - Pony, 1"x 2' w/2-l/2" guides
1 - K-Bar 1-1/2"x 25'
l - Pony 1"x 2' w/2-l/2" guides
192 - 3/4" x 25' D-54 Plain
1 - 3/4" x 6' Pony
1 - 3/4" x 4' Pony
1 - 3/4" x 2' Pony
1 - Polishrod 1-1/4"x 22' SM

Press testDHP &tbgto 1000psi,OK. Used 9 bbls wtr. RDMO
DC: $22,752 CC: $231,457

04/09/96 SI Waitingon SurfaceEquipment. Drop from report.

04/16/96 Completion
Initialproduction 3/29/96. Witnessedby Ed Forsman - BLM. Start well pumping @12:00 PM on 4/16/96.
DC: $29,597 CC:

Duchesne County, Utah -TIGHT HOLE--

Monument Butte
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over, 2-7/8" SN and 134jts 2-7/8" thg. Flow back 20 bbls wtr. Tag sand at 4,309'KB. Circulatedownto
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DC: $1,946 CC: $208,705

04/08//96 Completion
Bleed well dwon. Tag fluid at 1550' from surface. Releasepkr, tag sand at 4355'KB. Circulatedownto BP at
4360'KB. ReleaseBP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

Length Depth KB
1 - NotchedCollar .44'

4887.61'
l - jt 2-7/8",EUE, J-55, 8rd, 6.5# 26.90' 4887.17'
l - Perf Sub 2-7/8" x 4' 4.10' 4860.27'
1 - SeatNipple 2-7/8" 1.10' 4856.lT
19 - jts 2-7/8", EUE, J-55, Brd,6.5# 619.00' 4855.07'
I - tbganchor2-7/8" x 5-1/2" (TRICO) 2.75' 4236.07'
132 - jts2-7/8",EUE, J-55, 8td, 6.5# 4223.32' 4233.32'
KB 10.00'

ND BOP, ND 5M wellhead,NU 3M wen head. Setthg anchorw/10" tension(12,000#). Flangeup well head.
TIH w/production string(rods):

1 - DHP, 2-1/2" x 1-1/2"x 16' RHAC w/ SM plunger (TRICO #1157)
1 - Pony, 1"x 2' w/2-l/2" guides
1 - K-Bar 1-1/2"x 25'
l - Pony 1"x 2' w/2-l/2" guides
192 - 3/4" x 25' D-54 Plain
1 - 3/4" x 6' Pony
1 - 3/4" x 4' Pony
1 - 3/4" x 2' Pony
1 - Polishrod 1-1/4"x 22' SM

Press testDHP &tbgto 1000psi,OK. Used 9 bbls wtr. RDMO
DC: $22,752 CC: $231,457

04/09/96 SI Waitingon SurfaceEquipment. Drop from report.

04/16/96 Completion
Initialproduction 3/29/96. Witnessedby Ed Forsman - BLM. Start well pumping @12:00 PM on 4/16/96.
DC: $29,597 CC:

Duchesne County, Utah -TIGHT HOLE--

Monument Butte

04/05/96 Completion
Bleedwell down, flowback 30 bbls wtr. TIH w/retrieving tool, 2-3/8" x 6' sub, HD pkr, 2-3/8" x 2-7/8" cross

over, 2-7/8" SN and 134jts 2-7/8" thg. Flow back 20 bbls wtr. Tag sand at 4,309'KB. Circulatedownto
4,360'KB. Pull up and set pkr at 4,232'KB. Made 30 runs at 10 min intervals. Swab well down to SN at
4,226'KB. Made 6 runs at 1/2hour intervals. Fluidentry 400' @run. Recovered16bbls oil and 77 bbls wtr.
Oil 30% last 5 runs. Fluid level @3,800' last 6 runs. No sand last 5 runs. Gas cut 24 runs. SWI until
04/08/96.
DC: $1,946 CC: $208,705

04/08//96 Completion
Bleed well dwon. Tag fluid at 1550' from surface. Releasepkr, tag sand at 4355'KB. Circulatedownto BP at
4360'KB. ReleaseBP, TOOH w/tbg, pkr & BP. TIH w/production string (tbg):

Length Depth KB
1 - NotchedCollar .44'

4887.61'
l - jt 2-7/8",EUE, J-55, 8rd, 6.5# 26.90' 4887.17'
l - Perf Sub 2-7/8" x 4' 4.10' 4860.27'
1 - SeatNipple 2-7/8" 1.10' 4856.lT
19 - jts 2-7/8", EUE, J-55, Brd,6.5# 619.00' 4855.07'
I - tbganchor2-7/8" x 5-1/2" (TRICO) 2.75' 4236.07'
132 - jts2-7/8",EUE, J-55, 8td, 6.5# 4223.32' 4233.32'
KB 10.00'

ND BOP, ND 5M wellhead,NU 3M wen head. Setthg anchorw/10" tension(12,000#). Flangeup well head.
TIH w/production string(rods):

1 - DHP, 2-1/2" x 1-1/2"x 16' RHAC w/ SM plunger (TRICO #1157)
1 - Pony, 1"x 2' w/2-l/2" guides
1 - K-Bar 1-1/2"x 25'
l - Pony 1"x 2' w/2-l/2" guides
192 - 3/4" x 25' D-54 Plain
1 - 3/4" x 6' Pony
1 - 3/4" x 4' Pony
1 - 3/4" x 2' Pony
1 - Polishrod 1-1/4"x 22' SM

Press testDHP &tbgto 1000psi,OK. Used 9 bbls wtr. RDMO
DC: $22,752 CC: $231,457

04/09/96 SI Waitingon SurfaceEquipment. Drop from report.

04/16/96 Completion
Initialproduction 3/29/96. Witnessedby Ed Forsman - BLM. Start well pumping @12:00 PM on 4/16/96.
DC: $29,597 CC:



RESOURCES INC,

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 13, 2003 Day: 01

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl1@: 976' BP/S_.andPBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 12, 2003 SITP: 0 SICP: 0

MIRU Pool #820. RU HO trk & pump 100 BW dn casing @250°F. RD pumping unit & unseat rod pump. Flush tbg &
rods W/ 65 BW @250°F. Re-seat pump & strip off flow T. Fill tbg W/ 2 BW & pressure test tbg to 3500 psi. Retrieve rod
string & unseat pump. TOH W/ rod string. LD btm 39-3/4" plain & pump. ND wellhead. Release TA @4821'. NU BOP.
TOH & talley production tbg to 976'. SIFN W/ est 167 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 167 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,404

KB 10.00' i 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6'X 3/4" pony rods IPC wtr & truck $800

TA @4821' 40-3/4" scrapered rods Zubiate HO trk $574
1 2 7/8 J-55 tbg 142-3/4" plain rods Randys' pump repair $1,000

SN @4855' 10-3/4" scrapered rods Randys' TA repair $400
1 2 7/8 J-55 tbg 1-1 1/2" weight rod IPC trucking $1,000

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp Weatherford scraper $300
Tiger truck (frac tks) $800

IPC supervision $300

DAILY COST: Ñ,708
Workover Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC,

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 13, 2003 Day: 01

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl1@: 976' BP/S_.andPBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 12, 2003 SITP: 0 SICP: 0

MIRU Pool #820. RU HO trk & pump 100 BW dn casing @250°F. RD pumping unit & unseat rod pump. Flush tbg &
rods W/ 65 BW @250°F. Re-seat pump & strip off flow T. Fill tbg W/ 2 BW & pressure test tbg to 3500 psi. Retrieve rod
string & unseat pump. TOH W/ rod string. LD btm 39-3/4" plain & pump. ND wellhead. Release TA @4821'. NU BOP.
TOH & talley production tbg to 976'. SIFN W/ est 167 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 167 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,404

KB 10.00' i 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6'X 3/4" pony rods IPC wtr & truck $800

TA @4821' 40-3/4" scrapered rods Zubiate HO trk $574
1 2 7/8 J-55 tbg 142-3/4" plain rods Randys' pump repair $1,000

SN @4855' 10-3/4" scrapered rods Randys' TA repair $400
1 2 7/8 J-55 tbg 1-1 1/2" weight rod IPC trucking $1,000

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp Weatherford scraper $300
Tiger truck (frac tks) $800

IPC supervision $300

DAILY COST: Ñ,708
Workover Supervisor: Gary Dietz TOTAL WELL COST:

RESOURCES INC,

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 13, 2003 Day: 01

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl1@: 976' BP/S_.andPBTD:

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 12, 2003 SITP: 0 SICP: 0

MIRU Pool #820. RU HO trk & pump 100 BW dn casing @250°F. RD pumping unit & unseat rod pump. Flush tbg &
rods W/ 65 BW @250°F. Re-seat pump & strip off flow T. Fill tbg W/ 2 BW & pressure test tbg to 3500 psi. Retrieve rod
string & unseat pump. TOH W/ rod string. LD btm 39-3/4" plain & pump. ND wellhead. Release TA @4821'. NU BOP.
TOH & talley production tbg to 976'. SIFN W/ est 167 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 167 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,404

KB 10.00' i 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6'X 3/4" pony rods IPC wtr & truck $800

TA @4821' 40-3/4" scrapered rods Zubiate HO trk $574
1 2 7/8 J-55 tbg 142-3/4" plain rods Randys' pump repair $1,000

SN @4855' 10-3/4" scrapered rods Randys' TA repair $400
1 2 7/8 J-55 tbg 1-1 1/2" weight rod IPC trucking $1,000

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp Weatherford scraper $300
Tiger truck (frac tks) $800

IPC supervision $300

DAILY COST: Ñ,708
Workover Supervisor: Gary Dietz TOTAL WELL COST:



DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 14, 2003 Day: 02

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl g@: 0 BP/Sancl PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds B 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds M 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 13, 2003 SITP: 0 SICP: 0

Con't TOH & talleyproduction tbg f/ 976'--LD BHA. Talley, PU & TlH W/ 2 7/8 NC, 5 1/2" casing scraper & 2 7/8 8rd
6.5# N-80 tbg. Tag fill @ 5190'. Establish reverse circulation W/ 40 BW. C/O to 5392'. Circ hole clean. Lost add'l 10
BW. TOH W/ tbg--LD NC & scraper. RU Patterson WLT & perf new intervals W/ 4" ported guns as follows: stage #1: A1
sds @5210-16' and stage #2: DS3 sds @4718-28'. All4 JSPF in 1 run total. RD WLT. SIFN W/ est 217 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 167 Starting oil rec to date: 0
Fluid lost/recovered today: 50 Oil lost/recovered today:
Ending fluid to be recovered: 217 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,839

KB 10.00' 1 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6' X 3/4" pony rods Patterson - perfs $2,503

TA @4821' 40-3/4" scrapered rods IPC supervision $300
1 2 7/8 J-55 tbg 142-3/4" plain rods

SN @4855' 10-3/4" scrapered rods
1 2 7/8 J-55 tbg 1-1 1/2" weight rod

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp

DAILY COST: $5,772
Workover Supervisor: Gary Dietz TOTAL WELL COST:

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 14, 2003 Day: 02

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl g@: 0 BP/Sancl PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds B 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds M 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 13, 2003 SITP: 0 SICP: 0

Con't TOH & talleyproduction tbg f/ 976'--LD BHA. Talley, PU & TlH W/ 2 7/8 NC, 5 1/2" casing scraper & 2 7/8 8rd
6.5# N-80 tbg. Tag fill @ 5190'. Establish reverse circulation W/ 40 BW. C/O to 5392'. Circ hole clean. Lost add'l 10
BW. TOH W/ tbg--LD NC & scraper. RU Patterson WLT & perf new intervals W/ 4" ported guns as follows: stage #1: A1
sds @5210-16' and stage #2: DS3 sds @4718-28'. All4 JSPF in 1 run total. RD WLT. SIFN W/ est 217 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 167 Starting oil rec to date: 0
Fluid lost/recovered today: 50 Oil lost/recovered today:
Ending fluid to be recovered: 217 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,839

KB 10.00' 1 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6' X 3/4" pony rods Patterson - perfs $2,503

TA @4821' 40-3/4" scrapered rods IPC supervision $300
1 2 7/8 J-55 tbg 142-3/4" plain rods

SN @4855' 10-3/4" scrapered rods
1 2 7/8 J-55 tbg 1-1 1/2" weight rod

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp

DAILY COST: $5,772
Workover Supervisor: Gary Dietz TOTAL WELL COST:

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 14, 2003 Day: 02

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl g@: 0 BP/Sancl PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds B 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds M 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 13, 2003 SITP: 0 SICP: 0

Con't TOH & talleyproduction tbg f/ 976'--LD BHA. Talley, PU & TlH W/ 2 7/8 NC, 5 1/2" casing scraper & 2 7/8 8rd
6.5# N-80 tbg. Tag fill @ 5190'. Establish reverse circulation W/ 40 BW. C/O to 5392'. Circ hole clean. Lost add'l 10
BW. TOH W/ tbg--LD NC & scraper. RU Patterson WLT & perf new intervals W/ 4" ported guns as follows: stage #1: A1
sds @5210-16' and stage #2: DS3 sds @4718-28'. All4 JSPF in 1 run total. RD WLT. SIFN W/ est 217 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 167 Starting oil rec to date: 0
Fluid lost/recovered today: 50 Oil lost/recovered today:
Ending fluid to be recovered: 217 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
AS PULLED: AS PULLED: Pool rig $2,839

KB 10.00' 1 1/2" X 22' polished rod Weatherford BOP $130
150 2 7/8 J-55 tbg 1-2' & 2-6' X 3/4" pony rods Patterson - perfs $2,503

TA @4821' 40-3/4" scrapered rods IPC supervision $300
1 2 7/8 J-55 tbg 142-3/4" plain rods

SN @4855' 10-3/4" scrapered rods
1 2 7/8 J-55 tbg 1-1 1/2" weight rod

2 7/8 NC @4884' 2 1/2" X 1 1/2" X 16' RHAC pmp

DAILY COST: $5,772
Workover Supervisor: Gary Dietz TOTAL WELL COST:



DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 _Pig/EOT@: 5137' BP/Sand PBTD: 5392'

BP/Sand PBTD:
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds B 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(a):
TlH W/ Weatherford 5 1/2" "TS" RBP, RH, tbg sub, 5 1/2" "HD" pkr & 2 7/8 N-80 tbg. Set plug @ 5270' & pkr elements

@ 5137' (EOT @ 5147'). Fill & hold annulus full during frac (used 35 BW). RU BJ Services to tbg and frac A1 sds (5210-

16') W/ 23,892# 20/40 sand in 215 bbls Viking l-25 fluid. Perfs broke down @5995 psi. Treated @ave press of 3370 psi
W/ ave rate of 14.7 BPM. ISIP-2200 psi. RD BJ. Begin immediate flowback of frac on 12/64 choke @ 1 BPM. Zone
flowed 1/2 hrs & died. Rec 22 BTF (est10% of frac load). Fill& pressure up on annulus. Open bypass on pkr & rev circ
tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 5265'. C/O sd to RBP @ 5270'. Circ hole clean. Lost est 13 BW.
Release plug. Est 384 BWTR.

See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 217 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 384 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac Pool rig $1,214
Company: BJ Services Weatherford BOP $130
Procedure or Equipment detail: A1 sands Weatherford tools/serv $2,550

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,100
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - A1 sds $16,002
1915 gals WI 1-4 ppg of 20/40 sand IPC frac valve $300
3357 gals W/ 4-6.5 ppg of 20/40 sand IPC supervision $150
Flush W/ 1260 gals of slick water

Max TP: 4835 Max Rate: 14.8 BPM Total fluid pmpd: 215 bbis

Avg TP: 3370 Avg Rate: 14.7 BPM Total Prop pmpd: 23,892#
ISIP: 2200 5 min: 10 min: FG: .86 DAILYCOST: $21,926

Workover Supervisor: Gary Dietz TOTAL WELL COST:

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 _Pig/EOT@: 5137' BP/Sand PBTD: 5392'

BP/Sand PBTD:
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds B 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(a):
TlH W/ Weatherford 5 1/2" "TS" RBP, RH, tbg sub, 5 1/2" "HD" pkr & 2 7/8 N-80 tbg. Set plug @ 5270' & pkr elements

@ 5137' (EOT @ 5147'). Fill & hold annulus full during frac (used 35 BW). RU BJ Services to tbg and frac A1 sds (5210-

16') W/ 23,892# 20/40 sand in 215 bbls Viking l-25 fluid. Perfs broke down @5995 psi. Treated @ave press of 3370 psi
W/ ave rate of 14.7 BPM. ISIP-2200 psi. RD BJ. Begin immediate flowback of frac on 12/64 choke @ 1 BPM. Zone
flowed 1/2 hrs & died. Rec 22 BTF (est10% of frac load). Fill& pressure up on annulus. Open bypass on pkr & rev circ
tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 5265'. C/O sd to RBP @ 5270'. Circ hole clean. Lost est 13 BW.
Release plug. Est 384 BWTR.

See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 217 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 384 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac Pool rig $1,214
Company: BJ Services Weatherford BOP $130
Procedure or Equipment detail: A1 sands Weatherford tools/serv $2,550

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,100
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - A1 sds $16,002
1915 gals WI 1-4 ppg of 20/40 sand IPC frac valve $300
3357 gals W/ 4-6.5 ppg of 20/40 sand IPC supervision $150
Flush W/ 1260 gals of slick water

Max TP: 4835 Max Rate: 14.8 BPM Total fluid pmpd: 215 bbis

Avg TP: 3370 Avg Rate: 14.7 BPM Total Prop pmpd: 23,892#
ISIP: 2200 5 min: 10 min: FG: .86 DAILYCOST: $21,926

Workover Supervisor: Gary Dietz TOTAL WELL COST:

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 _Pig/EOT@: 5137' BP/Sand PBTD: 5392'

BP/Sand PBTD:
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPF/#shots
GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds B 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(a):
TlH W/ Weatherford 5 1/2" "TS" RBP, RH, tbg sub, 5 1/2" "HD" pkr & 2 7/8 N-80 tbg. Set plug @ 5270' & pkr elements

@ 5137' (EOT @ 5147'). Fill & hold annulus full during frac (used 35 BW). RU BJ Services to tbg and frac A1 sds (5210-

16') W/ 23,892# 20/40 sand in 215 bbls Viking l-25 fluid. Perfs broke down @5995 psi. Treated @ave press of 3370 psi
W/ ave rate of 14.7 BPM. ISIP-2200 psi. RD BJ. Begin immediate flowback of frac on 12/64 choke @ 1 BPM. Zone
flowed 1/2 hrs & died. Rec 22 BTF (est10% of frac load). Fill& pressure up on annulus. Open bypass on pkr & rev circ
tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 5265'. C/O sd to RBP @ 5270'. Circ hole clean. Lost est 13 BW.
Release plug. Est 384 BWTR.

See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 217 Starting oil rec to date: 0
Fluid lost/recovered today: 167 Oil lost/recovered today:
Ending fluid to be recovered: 384 Cum oil recovered: 0
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking 1-25 Job Type: Sand frac Pool rig $1,214
Company: BJ Services Weatherford BOP $130
Procedure or Equipment detail: A1 sands Weatherford tools/serv $2,550

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,100
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - A1 sds $16,002
1915 gals WI 1-4 ppg of 20/40 sand IPC frac valve $300
3357 gals W/ 4-6.5 ppg of 20/40 sand IPC supervision $150
Flush W/ 1260 gals of slick water

Max TP: 4835 Max Rate: 14.8 BPM Total fluid pmpd: 215 bbis

Avg TP: 3370 Avg Rate: 14.7 BPM Total Prop pmpd: 23,892#
ISIP: 2200 5 min: 10 min: FG: .86 DAILYCOST: $21,926

Workover Supervisor: Gary Dietz TOTAL WELL COST:



DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkr/g @: BP/Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 ss 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A NEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(b):
Pull tbg & tools uphole. Set plug @ 4750' & pkr elements @ 4652' (EOT @ 4662'). Fill & hold annulus full during frac

(used 10 BW). RU BJ Services to tbg and frac DS3 sds (4718-28') W/ 25,000# 20/40 sand in 200 bbis Viking I-25 fluid.
Perfs broke down @4720 psi. Treated @ ave press of 3880 psi W/ ave rate of 14.7 BPM. ISlP-3960 psi. RD BJ. Begin
immediate flowback of frac on 12/64 choke @ 1 BPM. Zone flowed i hrs & died. Rec 13 BTF (est 7% of frac load). Fill&
pressure up on annulus. Open bypass on pkr & rev circ tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 4710'. C/O sd
to RBP @4750'. Circ hole clean. Lost est12 BW. Release plug. TOH W/ tbg,pkr & plug. TlH W/ pined NC & 46 jts tbg.
EOT @ 1325'. SWIFN. EBWTR 593.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 384 Starting oil rec to date: 0
Fluid lost/recovered today: 209 Oil lost/recovered today:
Ending fluid to be recovered: 593 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pool rig $1,400
Company: BJ Services IPC frac valve $300
Procedure or Equipment detail: DS3 sands Tiger tks (6 days) $720

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,000
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - DS3 sds $6,842
1915 gals W/ 1-4 ppg of 20/40 sand IPC supervision $150
2831 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 1134 gals of slick water

Max TP: 5556 Max Rate: 14.7 BPM Total fluid pmpd: 200 bbis

Avg TP: 3880 Avg Rate: 14.7 BPM Total Prop pmpd: 25,000#
ISIP: 3960 5 min: 10 min: FG: 1.3 DAILY COST: $10,892

Workover Supervisor: Gary Dietz TOTAL WELL COST: ;

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkr/g @: BP/Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 ss 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A NEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(b):
Pull tbg & tools uphole. Set plug @ 4750' & pkr elements @ 4652' (EOT @ 4662'). Fill & hold annulus full during frac

(used 10 BW). RU BJ Services to tbg and frac DS3 sds (4718-28') W/ 25,000# 20/40 sand in 200 bbis Viking I-25 fluid.
Perfs broke down @4720 psi. Treated @ ave press of 3880 psi W/ ave rate of 14.7 BPM. ISlP-3960 psi. RD BJ. Begin
immediate flowback of frac on 12/64 choke @ 1 BPM. Zone flowed i hrs & died. Rec 13 BTF (est 7% of frac load). Fill&
pressure up on annulus. Open bypass on pkr & rev circ tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 4710'. C/O sd
to RBP @4750'. Circ hole clean. Lost est12 BW. Release plug. TOH W/ tbg,pkr & plug. TlH W/ pined NC & 46 jts tbg.
EOT @ 1325'. SWIFN. EBWTR 593.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 384 Starting oil rec to date: 0
Fluid lost/recovered today: 209 Oil lost/recovered today:
Ending fluid to be recovered: 593 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pool rig $1,400
Company: BJ Services IPC frac valve $300
Procedure or Equipment detail: DS3 sands Tiger tks (6 days) $720

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,000
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - DS3 sds $6,842
1915 gals W/ 1-4 ppg of 20/40 sand IPC supervision $150
2831 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 1134 gals of slick water

Max TP: 5556 Max Rate: 14.7 BPM Total fluid pmpd: 200 bbis

Avg TP: 3880 Avg Rate: 14.7 BPM Total Prop pmpd: 25,000#
ISIP: 3960 5 min: 10 min: FG: 1.3 DAILY COST: $10,892

Workover Supervisor: Gary Dietz TOTAL WELL COST: ;

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 15, 2003 Day: 03

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkr/g @: BP/Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 ss 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A NEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 15, 2003 SITP: SICP: 0

Day 3(b):
Pull tbg & tools uphole. Set plug @ 4750' & pkr elements @ 4652' (EOT @ 4662'). Fill & hold annulus full during frac

(used 10 BW). RU BJ Services to tbg and frac DS3 sds (4718-28') W/ 25,000# 20/40 sand in 200 bbis Viking I-25 fluid.
Perfs broke down @4720 psi. Treated @ ave press of 3880 psi W/ ave rate of 14.7 BPM. ISlP-3960 psi. RD BJ. Begin
immediate flowback of frac on 12/64 choke @ 1 BPM. Zone flowed i hrs & died. Rec 13 BTF (est 7% of frac load). Fill&
pressure up on annulus. Open bypass on pkr & rev circ tbg clean. Release pkr & TlH W/ tbg. Tag sd @ 4710'. C/O sd
to RBP @4750'. Circ hole clean. Lost est12 BW. Release plug. TOH W/ tbg,pkr & plug. TlH W/ pined NC & 46 jts tbg.
EOT @ 1325'. SWIFN. EBWTR 593.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 384 Starting oil rec to date: 0
Fluid lost/recovered today: 209 Oil lost/recovered today:
Ending fluid to be recovered: 593 Cum oil recovered: 0
IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pool rig $1,400
Company: BJ Services IPC frac valve $300
Procedure or Equipment detail: DS3 sands Tiger tks (6 days) $720

**PUMPED DOWN 2 7/8 N-80 TUBING** Betts frac wtr $1,000
Zubiate HO (frac wtr) $480

2500 gals of pad BJ Services - DS3 sds $6,842
1915 gals W/ 1-4 ppg of 20/40 sand IPC supervision $150
2831 gals W/ 4-6.5 ppg of 20/40 sand

Flush W/ 1134 gals of slick water

Max TP: 5556 Max Rate: 14.7 BPM Total fluid pmpd: 200 bbis

Avg TP: 3880 Avg Rate: 14.7 BPM Total Prop pmpd: 25,000#
ISIP: 3960 5 min: 10 min: FG: 1.3 DAILY COST: $10,892

Workover Supervisor: Gary Dietz TOTAL WELL COST: ;



DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 17, 2003 Day: 04

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl_Egr @: BP/_Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds IEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 16, 2003 SITP: SICP: 0

Continue TlH W/ bared NC & 126 jts tbg. Tag fill@ 5392'. C/O sand to 5515'. Circ well clean. POH W/ 10 jts tbg EOT @
5198'. RU swab equipment. IFL @ sfc. Made 26 swab runs rec 180 BTF ( est 170 BW & 10 BO) W/ light gas & no sand.
FFL @4750'. FOC @25%. SWIFN W/ est 422 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 593 Starting oil rec to date: 0
Fluid_lost/recovered today: 170 Oil lost/recovered today: 10
Ending fluid to be recovered: 422 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut: 25%

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pool rig $2,649
Company: Weatherford BOP's $130
Procedure or Equipment detail: IPC supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $3,079

Workover Supervisor: Ray Herrera TOTAL WELL COST

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 17, 2003 Day: 04

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl_Egr @: BP/_Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds IEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 16, 2003 SITP: SICP: 0

Continue TlH W/ bared NC & 126 jts tbg. Tag fill@ 5392'. C/O sand to 5515'. Circ well clean. POH W/ 10 jts tbg EOT @
5198'. RU swab equipment. IFL @ sfc. Made 26 swab runs rec 180 BTF ( est 170 BW & 10 BO) W/ light gas & no sand.
FFL @4750'. FOC @25%. SWIFN W/ est 422 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 593 Starting oil rec to date: 0
Fluid_lost/recovered today: 170 Oil lost/recovered today: 10
Ending fluid to be recovered: 422 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut: 25%

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pool rig $2,649
Company: Weatherford BOP's $130
Procedure or Equipment detail: IPC supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $3,079

Workover Supervisor: Ray Herrera TOTAL WELL COST

DAILY WORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 17, 2003 Day: 04

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: N-80 Pkrl_Egr @: BP/_Sand PBTD: 5392'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds IEW 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 16, 2003 SITP: SICP: 0

Continue TlH W/ bared NC & 126 jts tbg. Tag fill@ 5392'. C/O sand to 5515'. Circ well clean. POH W/ 10 jts tbg EOT @
5198'. RU swab equipment. IFL @ sfc. Made 26 swab runs rec 180 BTF ( est 170 BW & 10 BO) W/ light gas & no sand.
FFL @4750'. FOC @25%. SWIFN W/ est 422 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 593 Starting oil rec to date: 0
Fluid_lost/recovered today: 170 Oil lost/recovered today: 10
Ending fluid to be recovered: 422 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut: 25%

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pool rig $2,649
Company: Weatherford BOP's $130
Procedure or Equipment detail: IPC supervision $300

Max TP: Max Rate: Total fluid pmpd:

Avg TP: Avg Rate: Total Prop pmpd:
ISIP: 5 min: 10 min: FG: DAILY COST: $3,079

Workover Supervisor: Ray Herrera TOTAL WELL COST



DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 18, 2003 Day: 05

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5299' BPIS_and PBTD: 5515'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 sds _N_EW4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds N_EW5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 17, 2003 SITP: 80 SICP: 150

RD swab equipment. TlH W/ tbg tag fill@ 5515' ( no new fill).Circ well clean lost 110 BW during clean out. TOH laying
down 171 jts 2 7/8" N-80 tbg & pined NC. TlH W/ production tbg as follows: 2 7/8" NC, 2 jts tbg, new SN, 1 jt tbg,
repaired Randy's 5 1/2" TA (45K) & 162 jts 2 7/8 8rd 6.5# J-55 tbg. Btm 13 jts above SN are usedlinspected blue &
yellow band tbg. ND BOP's. Set TA @ 5203' W/ SN @ 5228' & EOT @ 5299'. Land tbg W/ 14,000# tension. NU well
head. SWIFN. Est 532 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 422 Starting oil rec to date: 10
Fluid lost/recovered today: 110 Oil lost/recovered today: 0
Ending fluid to be recovered: 532 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Pool rig $2,805

KB 10.00' Weatherford BOP's $130
162 2 7/8 J-55 tbg (5193.04' IPC supervision $300

TA (2.75' @5203.04' KB ) RNI wtr disposal $400
1 2 7/8 J-55 tbg (32.30' ) Randy's SN $70

SN (1.10' @5229.19' KB IPC fuel frac wtr $150
2 2 7/8 J-55 tbg ( 59.70' ) Betts frac bottoms $300

2 7/8 NC (.40)
EOT 5299.29' W/ KB

Workover Supervisor: Ray Herrera
DAILY COST: $4,155

TOTAL WELL COST:

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 18, 2003 Day: 05

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5299' BPIS_and PBTD: 5515'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 sds _N_EW4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds N_EW5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 17, 2003 SITP: 80 SICP: 150

RD swab equipment. TlH W/ tbg tag fill@ 5515' ( no new fill).Circ well clean lost 110 BW during clean out. TOH laying
down 171 jts 2 7/8" N-80 tbg & pined NC. TlH W/ production tbg as follows: 2 7/8" NC, 2 jts tbg, new SN, 1 jt tbg,
repaired Randy's 5 1/2" TA (45K) & 162 jts 2 7/8 8rd 6.5# J-55 tbg. Btm 13 jts above SN are usedlinspected blue &
yellow band tbg. ND BOP's. Set TA @ 5203' W/ SN @ 5228' & EOT @ 5299'. Land tbg W/ 14,000# tension. NU well
head. SWIFN. Est 532 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 422 Starting oil rec to date: 10
Fluid lost/recovered today: 110 Oil lost/recovered today: 0
Ending fluid to be recovered: 532 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Pool rig $2,805

KB 10.00' Weatherford BOP's $130
162 2 7/8 J-55 tbg (5193.04' IPC supervision $300

TA (2.75' @5203.04' KB ) RNI wtr disposal $400
1 2 7/8 J-55 tbg (32.30' ) Randy's SN $70

SN (1.10' @5229.19' KB IPC fuel frac wtr $150
2 2 7/8 J-55 tbg ( 59.70' ) Betts frac bottoms $300

2 7/8 NC (.40)
EOT 5299.29' W/ KB

Workover Supervisor: Ray Herrera
DAILY COST: $4,155

TOTAL WELL COST:

DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 18, 2003 Day: 05

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 @ 298' Prod Csg: 5 1/2 @ 5867' wT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5299' BPIS_and PBTD: 5515'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFl#shots

GB6 sds 4302-4310' 4/32
DS3 sds _N_EW4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds N_EW5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 17, 2003 SITP: 80 SICP: 150

RD swab equipment. TlH W/ tbg tag fill@ 5515' ( no new fill).Circ well clean lost 110 BW during clean out. TOH laying
down 171 jts 2 7/8" N-80 tbg & pined NC. TlH W/ production tbg as follows: 2 7/8" NC, 2 jts tbg, new SN, 1 jt tbg,
repaired Randy's 5 1/2" TA (45K) & 162 jts 2 7/8 8rd 6.5# J-55 tbg. Btm 13 jts above SN are usedlinspected blue &
yellow band tbg. ND BOP's. Set TA @ 5203' W/ SN @ 5228' & EOT @ 5299'. Land tbg W/ 14,000# tension. NU well
head. SWIFN. Est 532 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 422 Starting oil rec to date: 10
Fluid lost/recovered today: 110 Oil lost/recovered today: 0
Ending fluid to be recovered: 532 Cum oil recovered: 10
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING DETAIL ROD DETAIL COSTS
Pool rig $2,805

KB 10.00' Weatherford BOP's $130
162 2 7/8 J-55 tbg (5193.04' IPC supervision $300

TA (2.75' @5203.04' KB ) RNI wtr disposal $400
1 2 7/8 J-55 tbg (32.30' ) Randy's SN $70

SN (1.10' @5229.19' KB IPC fuel frac wtr $150
2 2 7/8 J-55 tbg ( 59.70' ) Betts frac bottoms $300

2 7/8 NC (.40)
EOT 5299.29' W/ KB

Workover Supervisor: Ray Herrera
DAILY COST: $4,155

TOTAL WELL COST:



DAILYWORKOVER REPORT
WELL NAME: Monument Federal 11-9-9-16 Report Date: July 19, 2003 Day: 06

Operation: Re-complete Rig: Pool #820

WELL STATUS
Surf Csg: 8 5/8 o 298' Prod Csg: 5 1/2 @ 5867' WT: 15.5# Csg PBTD: 5822'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 PkrljEOT @: 5299' BP/SancI PBTD: 5515'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots

GB6 sds 4302-4310' 4/32
DS3 sds 4718-4728' 4/40
D sds 4762-4781' 8 holes
D sds 4827-4836' 6 holes
A1 sds 5210-5216' 4/24

CHRONOLOGICAL OPERATIONS
Date Work Performed: July 18, 2003 SITP: SICP:

TlH WI pump & revised rod string as follows: repaired Randy's 2 1/2" x 1 1/2" x 14' RHAC pump, 6 -1 1/2" weight rods, 10
-3/4" scrapered rods, 102 -3/4" plain rods, 91 -3/4" scrapered rods, (top 51 scrapered rods "B" grade), 1 -2' x 3/4" pony
rod, 1 1/2" x 22' polished rod. Seat pump & RU unit. Fill tbg W/ 10 BW. Pressure test pump & tbg to 200 psi. Stroke
pump up W/ unit to 800 psi. Good pump action. RDMOSU. Est 542 BWTR.

Place well on production @ 1:00 pm 7/18/2003 W/ 83" SL @5 SPM.
FINAL REPORT.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 532 Starting oil rec to date: 10
Fluid at/recoveredtoda3r: 10 Oil lost/recovered today: 0
Ending fluid to be recovered: 542 Cum oil recovered: 10
IFL: FFL:

_
FTP: Choke: Final Fluid Rate: Final oil cut:

TUBING,QETAIL ROD DETAIL COSTS
Pool rig

KB 10.00' ' 1 1/2" x 22' polished rod Zubiate HO trk $477
162 2 7/8 J-55 tbg (5193.04' 1- 2 x 3/4" pony rod IPC supervision $300

TA (2.75' @5203.04' KB ) 91 -3/4" scrapered rods RNI wtr disposal $400
1 2 7/8 J-55 tbg (32.30') 102 -3/4" plain rods IPC swb tks (2x6 dys $240

SN (1.10' @ 5229.19' KB 10- 3/4" scrapered rods MtWest sanitation $400
2 2 7/8 J-55 tbg ( 59.70') 6 -1 1/2" weight rods IPC location cleanup $300

2 7/8 NC (.40) Randy's 2 1/2" x 1 1/2" x 14' IPC trucking $200
EOT 5299.29' WI KB RHAC pump W/ SM plunger (51 new guided) rods $2,550

Workover Supervisor: Ray Herrera
DAILY COST: $6,493

TOTAL WELL COST:

DAILYWORKOVER REPORT
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Operation: Re-complete Rig: Pool #820
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Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 PkrljEOT @: 5299' BP/SancI PBTD: 5515'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPF/#shots
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4252'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 176' balance plug using 22 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5. Perforate 4 JSPF @348'

6. Plug #4 Circulate 97 sx Class "G" Cement down 5-1/2" casing and up the 5-1/2" x 8-
5/8" annulus

The approximate cost to plug and abandon this well is $59,344.

Monument Federal
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Monument Federal #11-9-9-16
Spud Date: 3/20/96 Initial Production: 113 BOPD, 0 MCFD
Put on Production: 3/29/96
GL: 5756' KB: 5766' (10' KB) Proposed P & A 18 BWPD

Wellbore Diagram
CSUGRI¯AECI¯CASING

Casing Sh 97 sx Class "G" Cement down 5 ½" casing and up

GRADE: J-55 the 5 ½" x 8 5/8" annulus

WEIGHT: 24# Perforate 4 JSPF @348'

LENGTH: 7 JTS -288'

DEPTH LANDED: 298' KB

HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx Class "G"cmt

Cement Top @1530'
120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below
(1569' - 1689')

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 134 jts. (5856.70')

SET AT: 5866.7' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 265 sxs Super "G" 348 sxs 50/50 poz.

CEMENT TOP AT: 1530' KB

176' balance plug using 22 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base of
Mahogany Oil Shale (2916 - 3092')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4252'

4302'-4310'

i Ë 4718'-4728'

ii 4762'-4781'

i Ë 4827'-4836'

i § 5210'-5216'

TOP OF FILL @5515'

NEWFIELD
PBTD @5822'

SHOE @5867'

Monument Federal #11-9-9-16
Y **°°'

674 FNL & 668 FWL

NWNW Section 9-T9S-R16E

Duchesne Co, Utah

API #43-013-31618; Lease #UTU-020254
JL
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-366

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR
ADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 9, 12, 14, AND
15, TOWNSHIP 9 SOUTH, RANGE 16 EAST, DUCHESNE COUNTY, UTAH, AS CLASS II
INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells located in Duchesne County, Utah, for conversion to
Class II injection wells:

Greater Monument Butte Unit:
Monument Federal 11-9-9-16 well located in NW/4 NW/4, Section 9, Township 9 South, Range 16 East
C & O Govt 2 well located in NW/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah Federal 9-12-9-16 well located in NE/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah Federal 16-12-9-16 well located in SE/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah 6-14-9-16 well located in SE/4 NW/4, Section 14, Township 9 South, Range 16 East
Jonah Federal 12-14-9-16 well located in NW/4 SW/4, Section 14, Township 9 South, Range 16 East
Jonah Federal 14-14-9-16 well located in SE/4 SW/4, Section 14, Township 9 South, Range 16 East
Walton Federal 2 well located in NW/4 NE/4, Section 14, Township 9 South, Range 16 East
Castle Peak Federal 42-15 well located in SE/4 NE/4, Section 15, Township 9 South, Range 16 East

The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative
Procedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requested
injection pressures and rates will be determined based on fracture gradient information submitted by
Newfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file a
written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, at
P.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 8thday of July, 2010.

STATE OF UTAH
IL, GAS & MINING

Brad Hill
Permitting
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Newfield Production Company

MONUMENT FEDERAL 11-9-9-16, C & O GOVT 2,
JONAH FEDERAL 9-12-9-16, JONAH FEDERAL 16-12-9-16,

JONAH 6-14-9-16, JONAH FEDERAL 12-14-9-16,
JONAH FEDERAL 14-14-9-16, WALTON FEDERAL 2,

CASTLE PEAK FEDERAL 42-15.

Cause No. UIC-366

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning
1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail ubs@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 Newfield Production Company
Salt Lake City, UT 84145 Rt 3 Box 3630
via e-mail naclegal@mediaoneutah.com Myton, UT 84052

Vernal Office
Bureau of Land Management
170 South 500 East
Vernal, UT
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Jean Sweet - RE: Notice of Agency Action - Newfield Production Company Cause No. UIC-366

From: "NAC Legal" <naclegal@mediaoneutah.com>

To: "'Jean Sweet'" <jsweet@utah.gov>

Date: 7/8/2010 3:57 PM
Subject: RE: Notice of Agency Action - Newfield Production Company Cause No. UIC-366

Ad #596935 is scheduled to run July 13th in Salt Lake Tribune, Deseret News and on the
website utahlegals.com .

Total charge is $233.48. Please check the ad in the papers.

Thank you,

Lynn Valdez
MediaOne of Utah,
a Newspaper Agency Company
4770 South 5600 West
West Valley City, Utah 84118
Ph.: 801-204-6245
Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Thursday, July 08, 2010 3:11 PM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-366

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as
possible. Please notify me via e-mail of the date it will be published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
jsweet@utah.gov
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MediaOne of Utah,
a Newspaper Agency Company
4770 South 5600 West
West Valley City, Utah 84118
Ph.: 801-204-6245
Email: naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Thursday, July 08, 2010 3:11 PM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-366

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as
possible. Please notify me via e-mail of the date it will be published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
jsweet@utah.gov
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

July 8, 2010
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Enclosure

UTAH

DNR

1594 West Noith Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &
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NOTICE OF AGENCY ACTION CAUSE NO. UIC-366

BEFORE THE DIVISION OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOURCES
STATE OF UTAH
IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FOR ADMINISTRATIVE
APPROVAL OF CERTAIN WELLS LOCATED IN SECTIONS 9, 12, 14, AND 15, TOWNSHIP 9 SOUTH, RANGE 16
EAST, DUCHESNE COUNTY, UTAH, AS CLASS II INJECTION WELLS.
THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.
Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an informal adjudicative
proceeding to consider the application of Newfield Production Company for administrative approval of the following wells
located in Duchesne County, Utah, for conversion to Class II injection wells:
Greater Monument Butte Unit:
Monument Federal 11-9-9-16 well located in NW/4 NW/4, Section 9, Township 9 South, Range 16 East
C & O Govt 2 well located in NW/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah Federal 9-12-9-16 well located in NE/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah Federal 16-12-9-16 well located in SE/4 SE/4, Section 12, Township 9 South, Range 16 East
Jonah 6-14-9-16 well located in SE/4 NW/4, Section 14, Township 9 South, Range 16 East
Jonah Federal 12-14-9-16 well located in NW/4 SW/4, Section 14, Township 9 South, Range 16 East
Jonah Federal 14-14-9-16 well located in SE/4 SW/4, Section 14, Township 9 South, Range 16 East
Walton Federal 2 well located in NW/4 NE/4, Section 14, Township 9 South, Range 16 East
Castle Peak Federal 42-15 well located in SE/4 NE/4, Section 15, Township 9 South, Range 16 East
The proceeding will be conducted in accordance with Utah Admin. R649-10, Administrative Procedures.
Selected zones in the Green River Formation will be used for water injection. The maximum requested injection pressures
and rates will be determined based on fracture gradient information submitted by Newfield Production Company.
Any person desiring to object to the application or otherwise intervene in the proceeding, must file a written protest or
notice of intervention with the Division within fifteen days following publication ofthis notice. The Division's Presiding
Officer for the proceeding is Brad Hill, Permitting Manager, at P.O. Box 145801, Salt Lake City, UT 84114-5801, phone
number (801) 538-5340. If such a protest or notice of intervention is received, a hearing will be scheduled in accordance
with the aforementioned administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate
at the hearing how this matter affects their interests.
Dated this 8th day of July, 2010.
STATE OF UTAH
DIVISION OF OIL, GAS & MINING
/s/
Brad Hill
Permitting Manager
Published in the Uintah Basin Standard July 13, 2010.

http://www.utahlegals.com/notice.php?id=54223
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT
Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director
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4770 S. 5600 W.
P.O. BOX 704005 Sheñalt£akegribune MEDIA' ge Deseret News
WEST VALLEY CITY. UTAH 84170
FED.TAX I.D.# 87-0217663

PROOF OF PUBLlCATION CUSTOMER'S COPY

CUSTOMER NAME AND ADDRESS 4 ÛÒUNT NUMBER DATE

DIV OF OIL-GAS & MINING ' 9001402352 7/14/2010

1594 W NORTH TEMP #1210
P.O. BOX 145801
SALT LAKE CITY, UT 84114

ACCOUNT NAME

DIV OF OIL-GAS & MINING,
BEFORETHEDIVISIONOF OtL, GASAND MINING

DEPARTMENTOF NATURALRESOURCES

TELEPHONE ADORDER# / INVOICE NUMBEl NOTICE
OAFEAGEFNUCYAHACTION

CAUSE NO. UIC-366

IN THE MATTEROF THE APPLICATION OF NEWFIELD PRODUC-

80 15385340 0000596935 / TIONCOMPANY FOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLSLOCATEDINSECTIONS9, 12, 14, AND 15, TOWNSHIP
9 SOUTH RANGF 16 EAST, DLICHESNECOUNTY, UTAH, AS

SCHEDULE cLASSIl INJECTION WELLS.

TMF RT&TF AF IITAH TO ^II PFPSONS INTFPFSTFD |N TMF

ABOVE ENTITLEDMATTER.

Start 07/13/2010 End 07/13/2010 Notice is hereby giventhat the DIvlsion of Oil, Gas and Mln-
ing (the "Division ) is commencingan informal adjudicative
proceeding to consider the application of Newfleld Produc-
tion Company for administrative approval of the following

CUST, REF. NO- wells located in Duchesne County, Utah, for conversion to
rin<< li Injerflan walls-

Greater Monument Butte Unit:

Cause # UIC-366 Monument Federal 11-9-9-16 well located in NW/4 NW/4,
Section 9, Township 9 South, Ronge 16 East.C & O Govt 2
well located in NW/4 SE/4, Section 12, Township9 South,
kan 16 East Jonah Federal 9-12-9-16 well located in

CAPTION N SE/4, Section 12, Township 9 South, Range 16 East
J Federal 16-12-9-16 well located in SE/4 SE/4, Sec-
tion 12, Township 9 So Range 16 East Jonoh 6-14-9-16
well located in SE/4 4, Section 14, Township 9 South,

BEFORE THE DIVISION OF OIL, GAS AND MINI Ran 16 East Jonah eral 12-14-9-16 well located in
NW SW/4, Section 14, Township 9 South, 16 East
.lon Federal 14-14-9-16 well located in SE 4, Sec-

SIZE tion 14, Township 9 So Range 16 East W eral 2
well located in NW/4 4, Section 14, Township 9 South,
Fir3e ' A Met ""**l. 1, i:=R=rni 0-15 wall Inented in

SE/4 NE/4, Section 15, Township 9 South,Range 16 East

68 Lines 2.00 COLUMN The proceeding will be conducted in accordance with Utah
Admin. R649-10, Administrative Procedures.

TIMES RATE Selected zones in the Green River FormationWIIIbe used for
"'ntar ir|erfin" The rnetvimlirr r=""ar*** Inj r*inn of trur**

and rates wlli be determined based on fracture gradlent In-

4 formation submitted by Newfleid Production Company.

Any person desiring to ob|ect to the application or otherwlse
'-t 'r t½ prueedin3, tr ist f I= 1 mritter pret-st er ""

MISC. CHARGES AD CHARGES tice of intervention with the DIvlsion within fifteen days fol-
Iowing publication of this notice. The Division's Presiding Offi-

P.O. Box 145801, Salt Loke Oty, UT 84114-5801, phone
number (801) 538-5340. If such a protest or notice of in-
tervention is received, o hearing will be scheduled in accord-
ance with the aforementioned administrative procedural
luka. ilulr.aluau aria 'or intus.r.näri sa:wiclas µ:0:Irior ï:

TOTAL COST demonstrate at the hearing how this matter affects their In-
terests.

Dated this Sth day of July, 2010.

233.48 STATEOF UTAH
DIVISION OF OIL, GAS & MINING
/s/ Brad Hill
Brad HIII

AFFIDAVlT OF PUBLICATION Permitting Manager
596935 UPAXLP i

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER. 1CERTIFY THAT THE ATTACHED ADVERTlSEMENT OF BEFORE THE DIVISION OF OIL,
GAS AND MINI FOR DIV OF OIL-GAS & MINING, WAS PUBLISHED BY THE NEWSPAPER AGENCY CORPORATION. AGENT FOR THE SALT LAKE
TRIBUNE AND DESERET NEWS. DAILY NEWSPAPERS PRINTED IN THE ENGLISH LANGUAGE WITH GENERAL ClRCULATlON IN UTAH. AND
PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH. NOTlCE IS ALSO POSTED ON UTAHLEGALS.COM ON THE SAME DAY

AS THE FlRST NEWSPAPER PUBLICATION DATE AND REMAINS ON UTAHLEGALS.COM INDEFINATELY.

Start 07/13/2010 End 07/13/2010
PUBLISHED ON

SIGNATURE

DATE /14/2010

THIS IS NOT A STATEMENT BUT A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING
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AFFIDAVIT OF PUBLICATION G
ACTION

CAUSE NO.
UIC-366

BEFORE THE DIVI-

County of Duchesne, SION OF OIL, GAS

STATE OF UTAH
A -

RESOURCES
STATE OF UTAH
INTHE MATTEROF

I, Geoff Liesik on oath, say that I am the EDITOR of NETH EP C OODNUOCF

the Uintah Basin Standard, a weekly newspaper of general TION COMPANY FOR
- .

ADMINISTRATIVEAP-
circulation, published at Roosevelt, State and County aforesaid, PROVAL OF CERTAIN

and that a certain notice, a true copy of which is hereto WELLS LOCATED IN
SECTIONS 9, 12, 14,

attached, was published in the full issue such newspaper for AND IS, TOWNSHIP

consecutive issues, and that the first publication was Q°y"
e

HNEG
N

on the / 3 day of , 20 | D , and that COUNTY, UTAH, AS
CLASS II INJECTION

the last publication of such notic was in the issue of such WELLS.

newspaper dated the _day of ' TO I
PERESOOFN

20 , and that said notice was published on µtahlegalS. TERESTED IN THE
ABOVE ENTITLED

com on the same day as the first newspaper publication and MATTER.
the notice remained on Utahlegals.com until the end of the Noticeisherebygiven

that the Division of Oil,
scheduled run. GasandMining(the"Di-

vision") is commencing
an informaladjudicative
proceedingtoconsiderthe
application of Newfield
Production Company
for administrative ap-
proyal of the following
wells located in Duchesne

Editor
County,Utah,forconver-
sion to Class Il mjection
wells:

Greater Monument
Subsenbed and sworn to before me this Butteunit:

Monument Federal
i l1-9-9-16 well located in

dav o , 20 t._ _ NW/4 NW/4, Section 9,
.

Township9 South, Range
16 East

C & .O Govt 2 well
located in NWl4 SE/4,Notary Pubhe Section 12, Township 9
South, Range 16 East

Jonah Federal 9-12-9-

B0 NNIEP ARRISH
16 well located in NE/4
SE/4, Section 12, Town-
ship 9 South, Range 16

471 NHILLCRESTDR415-6 -East
ROOSEVELT,UTAH84086 Jonah Federal 16-12-

COMM.EXP.3-31-2012 .9-16 well located in SE/4
SE/4, Section 12, Town-
ship 9 South, Range 16
East

Jonah 6-14-9-16 well
located in SE/4 NW/4,
Section 14, Township 9
South, Range 16 East

Jonah Federal 12-
14-9-16 well located in
NW/4 SW/4, Section 14,
Township9 South, Range
16 East

Jonah Federal 14-
14-9-16 well located in
SE/4 SW/4, Section 14,
Township 9 South, Range
16
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. . ., . . . . .. . . " SE/4, Section 12, Town-
NT ship 9 South, Range 16
471NHIL,l.CRß8TDR415-5 East
ROOJEVELT,UTAH84066 Jonah Federal 16-12-
COMM.EXP.3-31-2012 9-16welllocatedinSE/4

SE/4, Section 12, Town-
ship 9 South, Range 16
East

Jonah 6-14-9-16 well
located in SE/4 NWl4,
Section 14, Township 9
South,Range 16 East

Jonah Federal 12-
14-9-16 well located in
NWl4 SW/4, Section 14,
Township9 South, Range
16 East

Jonah Federal 14-
14-9-16 well located in
SE/4 SWl4, Section 14,
Township 9 South, Range
16 East

Walton Federal 2 well
located in NW/4 NE/4,
Section 14, Township 9

South, Range 16 East
Castle Peak Federal

42-15 well located in
SE/4 NE/4, Section 15,
Township9 South,Range
16 East

The proceeding will
be conducted in accor-
dance with Utah Admin.
R649-10, Administrative
Procedures.

Selected zones in the
Green River Formation
will be used for water
injection. The maximum
requested injection pres-
sures and rates will be
determined based on frac-
ture gradient information
submitted by Newfield
Production Company.

Any person desiring to
object to the application
or otherwise intervene
in the proceeding, must
file a written protest or
notice of intervention
with the Division within
fifteen days following
publication ofthis notice.
The Division's Presiding
Officerfortheproceeding
is Brad Hill, Permitting
Manager, at P.O. Box
145801, Salt Lake City,
UT 84114-5801, phone
number (801) 538-5340.
If such a protestor notice
of intervention is re-
ceived, a hearingwill be
scheduled in accordance
with the aforementioned
administrativeprocedural
rules. Protestants and/or
interveners should be
prepared to demonstrate
at the hearing how this
matter affects their inter-
ests.

Dated this 8th day of
July, 2010.

STATE OF UTAH
DIVISION OF OIL,

GAS & MINING
/s/
Brad Hill
Permitting Manager
PublishedintheUintah

Basin Standard July 13,
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Basin "
Send Payments to:

Invoice Number Invoice Date

268 S 200 E 2681 7/13/2010
Roosevelt, Utah 84066
Phone: 435-722-5131 Advertiser No. Invoice Amount Due Date
Fax: 435-722-4140
www.ubstandard.com 2080 $119.20 8/12/2010
www.vernal.com ,, w

Rose Nolton
DIVISIONOF OIL GAS & MINING
1594 W. N.TEMPLE STE 121
PO BOX 145801 gå
SALT LAKECITY, UT 84114-5801 \¾

1 1/2% fee will be charged all n nelOS
past due balances.

Please Cietach top port on and ret; rn with your payment

INVOICE

Uintah Basin Standard DIVISION OF OIL Invoice No. 2681 7/13/2010
GAS & MINING

Date Order Publications Description Ad Size Sales Tax Amount

7/13/2010 1510 1 Notice of Agency Action Cause No. $0.00 $119.20
UIC-366
Ran July 13, 2010

Uintah Basin Standard
Total Transactions: 1 $0.00 $119.20

SUMMARY
Advertiser No. 2080 Invoice No. 2681

1 1/2% fee will be charged to all past due balances.
Thank You for your business!

Thank you for advertising with us, we appreciate your
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' gNE C Duchesne County Planning, Zoning
& Community Development

734 North Center Street
RO.Box317 RECEIVED

Duchesne, Utah 84021
'··. ...*

(435) 738-1152 JUL 19 2010
Fax (435) 738-5522

July 15, 2010 DIV.0FOIL,GAS&MiNING

Mr. Brad Hill, Permitting Manager
Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

RE: Newfield Production Company Injection Wells (Cause No UIC-366)

Dear Mr. Hill:

We are in receipt of your notice regarding Newfield Production
Company's request to convert nine wells, located in Sections 9, 12, 14
and 15, Township 9 South, Range 16 East, Duchesne County, to Class II
injection wells.

Duchesne County is supportive of this request and recommends approval
under conditions that your agency deems appropriate.

Thank you for the opportunity to comment.

Sincerely,

Mi e Hyde, AI P
Community Development Administrator

pc: Mike Guinn, Newfield Production Company, Rt. 3, Box 3630, Myton, UT 84052
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R. HERBERT . Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

August 11, 2010

Newfield Production Company
100 l Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Monument Federal 11-9-9-16, Section 9, Township_9 South,
Range 16 East, SLBM, Duchesne County, Utah, API Well # 43-013-31618

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issues
its administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. Code
R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Monument Federal 11-9-9-16

Location: 9/9S/16E API: 43-013-31618

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and leaseholders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 298 feet and has a cement top at the
surface. A 5½ inch production casing is set at 5,869 feet. A cement bond log demonstrates
adequate bond in this well up to 3,735 feet. A 2 7/8 inch tubing with a packer will be set at 4,252
feet. Higher perforations will be opened at a later date. A mechanical integrity test will be run on
the well prior to injection. On the basis of surface locations, there are 8 producing wells, 3
injection wells, and 1 P/A well in the AOR. Additionally, there are 2 producing wells, which
have surface locations outside the AOR but are directionally drilled to bottom hole locations
inside the AOR. All of the wells have evidence of adequate casing and cement. Inasmuch as
some logs are of dubious quality or do not exhibit conclusive cement tops, it has been necessary
to calculate approximate tops for "lite" cement, based on the cement indicated in the well
completion report.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 1500 feet. Injection shall be limited to the
interval between 4,071 feet and 5,822 feet in the Green River Formation. The plugged and
abandoned Castle Peak 9R well (API # 43-013-15787) is located about 0.4 mile northwest of the
Monument Federal 11-9-9-16 well. The cement bond log for Castle Peak 9R indicates a cement
top at about 4,540 feet. However, inasmuch as the Castle Peak 9R well has been properly
plugged, it should pose no problem for the permitting the Monument Federal 11-9-9-16 well for
injection at the requested interval. Information submitted by Newfield indicates that the fracture
gradient for the 11-9-9-16 well is 0.86 psi/ft., which was the lowest reported fracture gradient for
the injection zone. The resulting minimum fracture pressure for the proposed injection interval is
2,166 psig. The requested maximum pressure is 2,166 psig. We intend to permit this well at a
maximum pressure of 2,000 psig. The anticipated average injection pressure is l 100 psig.
Injection at this pressure should not initiate any new fractures or propagate existing fractures in
the adjacent confining intervals. Any groundwater present should be adequately
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Monument Federal 11-9-9-16
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Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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FORM 9
STATE OF UTAH

DEPARTMENT OF NÄTURALRESOURCES
DIVISION OF OÏL, GAS, AND MINING 5 ED NATION AND SERIAL NÚMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IPINDIAN ALLOTTREORTRIBÈNAMai

Db not use this form for proposals to drill newwells, significantlydeepen existing wellsbelow current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLicATION FOR PERMIT TO 7.UNIT or CA AGREEMENTNAME:

DRILL form for such proposals.
GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NÚMBÈRi

Water Injection Well MON FED11-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316180000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:

Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENTBUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0674 FNL 0668 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE'

Qtt/Qtr: NWNWSection: 09 Township: 09.08 Range: 16.0E Merldlan: S UTAH

u.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE,REPORT OR OTHER DATA

TYPE OF SUBMiSSION TYPE OF ACTION

O actorre O ALTER CASING O CASING REPAIR

NOTICE OF INTENT
Approximate date work WINstad: O CHANGE TO PREVIOUS PLANS O CHANGE TUBING O CHANGE WELL NÀME

11/18/2011 O CHANGE WELL STATUS COMMINGLE PRODUCENG FORMATIONS CONVERTWELL TYPE

O SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION

Date of Work Complettom
O OPERATOR CHANGE PLUGAND ABANDON PLUG BACK

O PRODUCTION START OR RESUME RECLAMATION OF WELLSITE RECOMPLETE DIFFERENT FORMATION

O sauna..oar
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL O TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT WATER SHUTOFF O SI TA STATUS EXTENSION O APD EXTENSION

keport Date:
O WILDCAT WELL DETERMINATION OTHER OTHERI ut On injeCUOn

12. DESCRIBE PROPOSED OR Ct MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:45 am on 11/18/2011.

Approveci by the
Utah Division of

Oil, Gas ancI Mining

Date: 12/05/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A
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O sauna..oar
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL O TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT WATER SHUTOFF O SI TA STATUS EXTENSION O APD EXTENSION

keport Date:
O WILDCAT WELL DETERMINATION OTHER OTHERI ut On injeCUOn

12. DESCRIBE PROPOSED OR Ct MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:45 am on 11/18/2011.

Approveci by the
Utah Division of

Oil, Gas ancI Mining

Date: 12/05/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A



State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-366

Operator: Newfield Production Company

Well: Monument Federal 11-9-9-16

Location: Section 9, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31618

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on August 11, 2010.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,071' -- 5,822')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: 5/19/2011
J Rogers Date
A ociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County

UTAH

N:\O&
RFe

ewed Docs\ChronFile\UIC\Newfield DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-366

Operator: Newfield Production Company

Well: Monument Federal 11-9-9-16

Location: Section 9, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31618

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on August 11, 2010.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,071' -- 5,822')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: 5/19/2011
J Rogers Date
A ociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County

UTAH

N:\O&
RFe

ewed Docs\ChronFile\UIC\Newfield DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-366

Operator: Newfield Production Company

Well: Monument Federal 11-9-9-16

Location: Section 9, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31618

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on August 11, 2010.

2. Maximum Allowable Injection Pressure: 2,000 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,071' -- 5,822')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by: 5/19/2011
J Rogers Date
A ociate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County

UTAH

N:\O&
RFe

ewed Docs\ChronFile\UIC\Newfield DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-020254

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

1 UNIT or CA AGREEMENT NAME;
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth,reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

1. TYPE OF WELL: 8. WELLNAME and NUMBER:

OIL WELL GAS WELL OTHER MON FED l1-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331618

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 ciTY Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT

4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: 674 FNL 668 FWL coUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWNW, 9, T9S, Rl6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(SubmitOriginalForm Only) --

X CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS O RECLAMATION OF WELL SITE OTHER: -

05/04/2011 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 04/29/2011.
On 05/02/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well. On
05/04/2011 the casing was pressured up to 1275 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubingpressure was 80 psig during the test. There was not a State representative available to witness the test.

NAME (PLEASE Lucy Chavez- DATLEE W5atlerS2ervicesTechnician

(This space for State use only)

RECEIVED
MAY19 2011

DIV.OFOIL,GAS&
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6. IFINDIAN,ALLOTTEEORTRIBENAME:
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05/04/2011 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 04/29/2011.
On 05/02/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well. On
05/04/2011 the casing was pressured up to 1275 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubingpressure was 80 psig during the test. There was not a State representative available to witness the test.
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(This space for State use only)
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DIV.OFOIL,GAS&

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5. LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-020254
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1 UNIT or CA AGREEMENT NAME;
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth,reenter plugged

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU
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2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331618

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 ciTY Myton STATE UT ziP 84052 435.646.3721 GREATER MB UNIT

4. LOCATIONOF WELL:

FOOTAGES AT SURFACE: 674 FNL 668 FWL coUNTY: DUCHESNE

OTRIOTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: NWNW, 9, T9S, Rl6E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 04/29/2011.
On 05/02/2011 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well. On
05/04/2011 the casing was pressured up to 1275 psig and charted for 30 minutes with no pressure loss. The well was not injecting
during the test. The tubingpressure was 80 psig during the test. There was not a State representative available to witness the test.

NAME (PLEASE Lucy Chavez- DATLEE W5atlerS2ervicesTechnician

(This space for State use only)

RECEIVED
MAY19 2011

DIV.OFOIL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(August2007) DEPARTMENT OF THE INTERIOR
°g'

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USAUTU-020254

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
l Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator MON FED l1-9-9-16

NEWFIELD PRODUCTION COMPANY API Wd &
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301331618

Myton, UT 84052 435.646 3721 10 Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T, R., M, or Survey Description) GREATER MB UNIT

674 FNL 668 FWL l l. County or Parish, State

NWNW Section9 T9S Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPEOF ACTION

.
O Acidize O Deepen Q Production (Start/Resume) Water Shut-Off

Notice of Intent Alter Casing O Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair O New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon ChangeStatus

Final Abandonment Convertto Injector O Plug Back Water Disposal

13 Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depthsof all pertinentmarkers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final

inspection.)

The subject well has been converted from a producing oil wellto an injection well on 04/29/2011.
On 05/02/2011 Dennis ingram with the State of Utah DOGMwas contacted concerning the initialMIT on the above listed well.
On 05/04/2011 the casing was pressured up to 1275 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tubingpressure was 80 psig during the test. There was not a State representative available to
witness the test.

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Sig
ir C Nai

D
Water Services Technician

TIËS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby........ Title Date
Conditions of approval, ifany, are attached. Approval ofthis notice doesnot warrant or

certify that the applicantholds legal or equitable title to those rights in the subject lease Office
which would entitlethe applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crimefor any person knowingly and willfully to make to any departmentor agencyofthe United

States env false fatitiousand fraudulent statements or representations as to anv matter within it uris etion

(Instructions on page RECEIVED
MAY19 2011

DIV.0FOIL,GAS&
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DIV.0FOIL,GAS&
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Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date iti y Time / Oc am

Test Conducted by: ry s .cm

Others Present:

Well:Aowd VeAe -9- G-g Field: Mo*¾ C

Well Locat JŸ>R ICE API No: C/3-o| 5 - 3 (( g

Tjrge Casinq Pressure

0 min 7 psig

5
75¯ psig

10 7 psig

15 ta 7 psig

20 Q] psig

25 Q 75 psig

30 min g76 psig

35 psig

40 Psi9

45 psig

50 psig

55 psig

60 min psig

Tubing pressure: SQ psig

Resu Pass Fail

Signature of Witness:
Signature of Person Conducting
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

MON 11-9-9-16
2/1/2011 To 6/30/2011

5/2/2011 Day: 1 Conversion

WWS #7 on 5/2/2011 - MIRU WWS #7. Unseat rod pump. Flush/ Presssure test. LD rods. NU
BOP. TOH w/ tbg, Breaking each connection, clean & inspect pins and apply Liquid O-ring to
pins. Out W/ 80 jts. SIFN. - RU HO trk to tbg & flush W/ 30 BW @ 250°F. Con't TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 32 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each connection on TIH. RU HO trk & pump 20 bbls pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held
solid for 30 minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on
flange. Mix 15 gals Multi-Chem C-6031 & 5 gafs B-8850 in 70 bbls fresh water. Pump dn
annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268' & EOT @ 4272'. Land tbg
W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Watch pressure
for 1 hour with no pressure lose. RDMOSU. Ready for MIT. - RU HO trk to tbg & flush W/ 30
BW @ 250°F. Con't TOH & talley production tbg. Break each connection, clean & inspect pins
and apply Liquid O-ring to pins. LD btm 32 jts & BHA. MU& TIH W/ new Weatherford 5 1/2"
Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 133 jts 2 7/8
8rd 6.5# J-55 tbg. Re-torque each connection on TIH. RU HO trk & pump 20 bbls pad. Drop
standing valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped pressure
several times. Final test held solid for 30 minutes. Retrieve standing valve W/ overshot on
sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268'
& EOT @ 4272', Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. Watch pressure for 1 hour with no pressure lose. RDMOSU. Ready for MIT. - MIRU
Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod
pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string & strip off
flow-T. Fill tbg W/ 10 BW, Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods once more on TOH. ND wellhead & release TA
@ 5193'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect pins
and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F. Re-seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 10 BW.
Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods once more on TOH. ND wellhead & release TA @ 5193'. NU BOP. TOH
& talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to
pins. Out W/ 80 jts. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @
250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat

pump, soft joint rod string & strip off flow-T. Fill tbg W/ 10 BW. Pressure test tbg to 3000 psi.
Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods once
more on TOH. ND wellhead & release TA @ 5193'. NU BOP. TOH & talley production tbg. Break
each connection, clean & inspect pins and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. -

MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit &
unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string &
strip off flow-T. Fill tbg W/ 10 BW. Pressure test tbg to 3000 psi. Retrieve rod string & unseat
pump. TOH & LD rod string and pump. Re-flushed rods once more on TOH. ND wellhead &
release TA @ 5193'. NU BOP. TOH & talley production tbg. Break each connection, clean &
inspect pins and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. - RU HO trk to tbg & flush
W/ 30 BW @ 250°F. Con't TOH & talley production tbg. Break each connection, clean &
inspect pins and apply Liquid O-ring to pins. LD btm 32 jts & BHA. MU & TIH W/ new
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each connection on TIH. RU HO trk & pump 20 bbls pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held
solid for 30 minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on
flange. Mix 15 gals Multi-Chem C-6031 & 5 gafs B-8850 in 70 bbls fresh water. Pump dn
annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268' & EOT @ 4272'. Land tbg
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pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string & strip off
flow-T. Fill tbg W/ 10 BW, Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods once more on TOH. ND wellhead & release TA
@ 5193'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect pins
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WWS #7 on 5/2/2011 - MIRU WWS #7. Unseat rod pump. Flush/ Presssure test. LD rods. NU
BOP. TOH w/ tbg, Breaking each connection, clean & inspect pins and apply Liquid O-ring to
pins. Out W/ 80 jts. SIFN. - RU HO trk to tbg & flush W/ 30 BW @ 250°F. Con't TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 32 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each connection on TIH. RU HO trk & pump 20 bbls pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held
solid for 30 minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on
flange. Mix 15 gals Multi-Chem C-6031 & 5 gafs B-8850 in 70 bbls fresh water. Pump dn
annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268' & EOT @ 4272'. Land tbg
W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Watch pressure
for 1 hour with no pressure lose. RDMOSU. Ready for MIT. - RU HO trk to tbg & flush W/ 30
BW @ 250°F. Con't TOH & talley production tbg. Break each connection, clean & inspect pins
and apply Liquid O-ring to pins. LD btm 32 jts & BHA. MU& TIH W/ new Weatherford 5 1/2"
Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8 SN and 133 jts 2 7/8
8rd 6.5# J-55 tbg. Re-torque each connection on TIH. RU HO trk & pump 20 bbls pad. Drop
standing valve & pump to SN. Pressure test tbg to 3000 psi. Bled air & re-bumped pressure
several times. Final test held solid for 30 minutes. Retrieve standing valve W/ overshot on
sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268'
& EOT @ 4272', Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1500 psi. Watch pressure for 1 hour with no pressure lose. RDMOSU. Ready for MIT. - MIRU
Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod
pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string & strip off
flow-T. Fill tbg W/ 10 BW, Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump.
TOH & LD rod string and pump. Re-flushed rods once more on TOH. ND wellhead & release TA
@ 5193'. NU BOP. TOH & talley production tbg. Break each connection, clean & inspect pins
and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. - MIRU Western rig #7. RU HO trk to
annulus & pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/
30 BW @ 250°F. Re-seat pump, soft joint rod string & strip off flow-T. Fill tbg W/ 10 BW.
Pressure test tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD rod string and
pump. Re-flushed rods once more on TOH. ND wellhead & release TA @ 5193'. NU BOP. TOH
& talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to
pins. Out W/ 80 jts. SIFN. - MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @
250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat

pump, soft joint rod string & strip off flow-T. Fill tbg W/ 10 BW. Pressure test tbg to 3000 psi.
Retrieve rod string & unseat pump. TOH & LD rod string and pump. Re-flushed rods once
more on TOH. ND wellhead & release TA @ 5193'. NU BOP. TOH & talley production tbg. Break
each connection, clean & inspect pins and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. -

MIRU Western rig #7. RU HO trk to annulus & pump 60 BW @ 250°F. RU pumping unit &
unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string &
strip off flow-T. Fill tbg W/ 10 BW. Pressure test tbg to 3000 psi. Retrieve rod string & unseat
pump. TOH & LD rod string and pump. Re-flushed rods once more on TOH. ND wellhead &
release TA @ 5193'. NU BOP. TOH & talley production tbg. Break each connection, clean &
inspect pins and apply Liquid O-ring to pins. Out W/ 80 jts. SIFN. - RU HO trk to tbg & flush
W/ 30 BW @ 250°F. Con't TOH & talley production tbg. Break each connection, clean &
inspect pins and apply Liquid O-ring to pins. LD btm 32 jts & BHA. MU & TIH W/ new
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Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L. re-entry guide), new 2 7/8
SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each connection on TIH. RU HO trk &
pump 20 bbls pad. Drop standing valve & pump to SN. Pressure test tbg to 3000 psi. Bled air
& re-bumped pressure several times. Final test held solid for 30 minutes. Retrieve standing
valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031

& 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN
@ 4265', CE @ 4268' & EOT @ 4272'. Land tbg W/ 15,000# tension. NU wellhead. Pressure
test annulus & pkr to 1500 psi. Watch pressure for 1 hour with no pressure lose. RDMOSU.
Ready for MIT. - RU HO trk to tbg & flush W/ 30 BW @ 250°F. Con't TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 32
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. RU HO trk & pump 20 bbls pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Final test held
solid for 30 minutes. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on
flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn
annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4265', CE @ 4268' & EOT @ 4272'. Land tbg
W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to 1500 psi. Watch pressure
for 1 hour with no pressure lose. RDMOSU. Ready for MIT. Finalized
Daily Cost: $0
Cumulative Cost: $6,350

5/11/2011 Day: 3 Conversion

Rigless on 5/11/2011 - Conversion MIT - On 5/2/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the conversion MIT on the above listed well (Monument 11-
9-9-16). On 5/4/2011 the csg was pressured up to 1275 psig and charted for 30 minutes with
no pressure loss. The well was not injecting during the test The tbg pressure was 80 psig
during the test. There was not a State representative available to witness the test. Final
Report API# 43-013-31618 - On 5/2/2011 Dennis Ingram with the State of Utah DOGM was
contacted concerning the conversion MIT on the above listed well (Monument 11-9-9-16). On
5/4/2011 the csg was pressured up to 1275 psig and charted for 30 minutes with no pressure
loss. The well was not injecting during the test The tbg pressure was 80 psig during the test.
There was not a State representative available to witness the test. Final Report API# 43-013-

31618 Finalized
Daily Cost: $0
Cumulative Cost: $35,923

Pertinent Files: Go to File List
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6741'NL & 668 FWI 

NWN W S""tion 9-T9S-RI6r, 

Duchesne Co, Ulah 

API ~43-013-.l161M ; l easeqlflU-02U254 

rasUl~ s 

Cement 

rl1j ~'Cli()n Well bore 
DiaglUln 

h<lt" 1<)~ ' ~ ~ 

Top I I 1510' 

I 

I 

I:: I::: Pal.:l..er tI ~2b 

Eor " 4~70' 

~ ~ 4.\01 ' -4310' 

:~ :.: 4718',4128 ' 

] 
~ 4762'-·Pi( J' 

~ 4817'-4836' 

.- 52 10' -5216 ' --

FRAC JOB 

4101196 4762'-4136' 

4104196 4302'-43 10' 

8127199 

711510.\ 5210',5216' 

711Si03 4718'-4728' 

041Z7J05 

I0I1Z12010 

4129,\1 

514111 

ftWOF FI LL " 5515 ' 

PBTD II 5S 22' 

SIiOF I I 5~ 6' 

rl) (I ;<)00' 

Initial Production: I I J BOPD, 
o MCFD 18 BWPD 

Frac sand as foUow~: 

ItO,OOO I 16/30 sand. in 7()O bbl 2°'0 frae fluid 
AT? .\~oo 1''<' , A rR 1\ 5 "'''' I~IP 3500 psi , 
Calc. I"ush Pb2. gal A .. ·tual flush - ·"04 gal 

Frat lIand as fo nol\ ~: 

50.090:, 16 30'\llfld In "'O~ bbI 2' 0 &-ac fluw 
AT? }600 psi. A rR 3 1 6 bl'm, ISIP N50 1'" 
Ca(..· Aush: no~ gal Actual flush. ~242 gal 

Pump chlnge tpdatc rod Jnd tuhing dl1mis 

Fnt( :-\ I ~ands as rouo"s: 
l3.~Q:!U '1 nf 20,""0 sand In 215 bbls Viking I· 
2:5 fluid Treated r(l il\g pres:.. or .B10 \\ a\g 
"Icor 14 7 hpm, lSI[' 2200 psi C.k flu,h 
1362 gal Actual flush: l.:!bO gals. 

Frac OS') sand5 3.5 rouo,,': 
!5,OOO'-.of20 lOsandm 100bbls Vtkin~ " 
25 fluid I fcoa led a d .. g press of 3880 p:.i 
\\ il\grah:ofI4.7 bpm. ISIP \960 psi. Calc 
flush: 123 \ gal. Actual flush. 113-.J ~aJ 

Pump clhl l1 ge. Upduc rod and lubing dl"tad. 

Parted rods. lpdated rod and lubmg detail 

('onnn 10 Injection l\'ell 

Con\'eNion MIT Finaliud 

PERFORATION RECORD 

4301 ',4.\10 I JSPF U holes 

47 1 ~ ' , -I'23 4 JSrF 40 holes 
4'62 '-478 I ' Sholes 

4~2"-4SJ6' 6hok-s 
5110"· 116 4 JSP~ 24 hok"!!. 

Lr\l' I~ I " II 

Špud Date § 20 96 ÌVÍOnument Federal 11-9-9-16
Put on Production, 4 29 96 Initial Pmduction: i I3 BOPD,

GL: 5756' KB: 5766'(1(T KB) Injection Wellbore 0 MCFD 18 BWPD

Diagram
SURFACE CASING FRAC JOB
CSO 517E 8-5 S' 4/01/96 4762'-4836' Frac sand as follows:

GRADE 1-55
t'asmg Shoe a 295' I 10.000 a 16 30 sand in 240 bbi 2 ilfrac fluid

ATP 3800 pst, A TR 15 5 bpm, ISIP 4500 psi.
WLIGIll ll" Calc. Flush 4262 gal Actual flus1r4704 gal

l FMi lTi 1 JTS -2% 4/04/96 43074310' Frac sand as fonoas:
50.090 16 30sami in 402 bbi 2*ehac fluniDEP1HLANDED 29% KB
AIP3600pst.AIR316bpm.lSEP2450psi

HOI F SIZI 12-! T Cale Flush; 1102 gal Actual Bush.4242 gal

CEMENT DAI 4 160 94 Class Ø"emt 8/27/99 Pump change I pdate rod and tuhing detaûs

7/15/03 5210'-5216' Frac Al sands as follows:
23,892nsof2010sandm215bbisvikingt-

Cement lop a 1510 . . 25 fluid Treated e arg press Of3370 as arg
rate of i 1 7 bpm. ISIP 2200 psi Cale flush
1362 gal Actual flush: 1260gab.

PRODUCTION CASING 7/15/03 4718'4728' Frac DS3 sands as follow:
CNGSIZE 5-1 2 ' 25,000#'s of20 10 sand m 200bbis Viking I-

GRADT J-55
25 Buid Ireated a avg press of 3880psi
w atg rate of I1.7 bpm. ISIP 1%0 psi. Calc

%ElGHI 15.54 flush: 1243gaL Actualilush. 1134gal

LENGTH 134]ts (5856.70') 04/27/05 Pump change. Updaterodandlubingdetad.

SET AI 5%6." KB 10/12/2010 Parted rods. l pdated rod and tubing detait

liOLF SIZE '-7 5. 4/29ril Convert to Injection well

COMEN I DAIA: 265 sas Super G , 314 sxs 50 50 por S/4/11 Conversion AIIT Finalized

CFMFNT EOPAT 1510 KB

TUßlyn
SIZE GRADI- WT 2-7 8 J-55 6 Sa

NO. OF JOINTS 133its.(4252')

SEATINGNIPPLE 110

SNI.ANDEDAT 1267KB

CE a 4266 36

TOTALSTRINGLENGIll. EOT a 4270 KB

Packer a 1266
EOT a 1270

4307-4310

4718'-4728

PERFORATION RECORD

5210'-5216 430T-43\0 1]SPF 12holes

4'1f-J'28 4 JSPF 10 holes
4"62 .4731 S holes
452 -4336 6 holes

IOPOFFHl.a55\$' 5210-52\6 4]SPI 24holes

NEWFIELD - retouss2r

SifDF a 5%'

10 a 5900'
Monument Federal 11-9-9-16

674 FNL & 668 FWI

NWNWSection 9-f95-RI6F

Duchesne Co. Utah

API #43-013-31618; Lease RUlU-020254

Špud Date § 20 96 ÌVÍOnument Federal 11-9-9-16
Put on Production, 4 29 96 Initial Pmduction: i I3 BOPD,

GL: 5756' KB: 5766'(1(T KB) Injection Wellbore 0 MCFD 18 BWPD

Diagram
SURFACE CASING FRAC JOB
CSO 517E 8-5 S' 4/01/96 4762'-4836' Frac sand as follows:

GRADE 1-55
t'asmg Shoe a 295' I 10.000 a 16 30 sand in 240 bbi 2 ilfrac fluid

ATP 3800 pst, A TR 15 5 bpm, ISIP 4500 psi.
WLIGIll ll" Calc. Flush 4262 gal Actual flus1r4704 gal

l FMi lTi 1 JTS -2% 4/04/96 43074310' Frac sand as fonoas:
50.090 16 30sami in 402 bbi 2*ehac fluniDEP1HLANDED 29% KB
AIP3600pst.AIR316bpm.lSEP2450psi

HOI F SIZI 12-! T Cale Flush; 1102 gal Actual Bush.4242 gal

CEMENT DAI 4 160 94 Class Ø"emt 8/27/99 Pump change I pdate rod and tuhing detaûs

7/15/03 5210'-5216' Frac Al sands as follows:
23,892nsof2010sandm215bbisvikingt-

Cement lop a 1510 . . 25 fluid Treated e arg press Of3370 as arg
rate of i 1 7 bpm. ISIP 2200 psi Cale flush
1362 gal Actual flush: 1260gab.

PRODUCTION CASING 7/15/03 4718'4728' Frac DS3 sands as follow:
CNGSIZE 5-1 2 ' 25,000#'s of20 10 sand m 200bbis Viking I-

GRADT J-55
25 Buid Ireated a avg press of 3880psi
w atg rate of I1.7 bpm. ISIP 1%0 psi. Calc

%ElGHI 15.54 flush: 1243gaL Actualilush. 1134gal

LENGTH 134]ts (5856.70') 04/27/05 Pump change. Updaterodandlubingdetad.

SET AI 5%6." KB 10/12/2010 Parted rods. l pdated rod and tubing detait

liOLF SIZE '-7 5. 4/29ril Convert to Injection well

COMEN I DAIA: 265 sas Super G , 314 sxs 50 50 por S/4/11 Conversion AIIT Finalized

CFMFNT EOPAT 1510 KB

TUßlyn
SIZE GRADI- WT 2-7 8 J-55 6 Sa

NO. OF JOINTS 133its.(4252')

SEATINGNIPPLE 110

SNI.ANDEDAT 1267KB

CE a 4266 36

TOTALSTRINGLENGIll. EOT a 4270 KB

Packer a 1266
EOT a 1270

4307-4310

4718'-4728

PERFORATION RECORD

5210'-5216 430T-43\0 1]SPF 12holes

4'1f-J'28 4 JSPF 10 holes
4"62 .4731 S holes
452 -4336 6 holes

IOPOFFHl.a55\$' 5210-52\6 4]SPI 24holes

NEWFIELD - retouss2r

SifDF a 5%'

10 a 5900'
Monument Federal 11-9-9-16

674 FNL & 668 FWI

NWNWSection 9-f95-RI6F

Duchesne Co. Utah

API #43-013-31618; Lease RUlU-020254



RECEIVED: Apr. 08, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-020254 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 MON FED 11-9-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013316180000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0674 FNL 0668 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NWNW Section: 09 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

4 /7 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 04/04/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

04/07/2016 the casing was pressured up to 1080 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1636 psig during the test. There was a

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 4 /8 /2016

April 11, 2016

Sundry Number: 71000 API Well Number: 43013316180000Sundry Number: 71000 API Well Number: 43013316180000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-020254

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well MON FED 11-9-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013316180000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0674 FNL 0668 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NWNW Section: 09 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

4/7/20 16
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 04/04/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

04/07/2016 the casing was pressured up to 1080 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1636 psig during the test. There was a April 11, 2016

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 4/8/2016

RECEIVED: Apr. 08,



RECEIVED: Apr. 08, 2016

Sundry Number: 71000 API Well Number: 43013316180000Sundry Number: 71000 API Well Number: 43013316180000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: ËMy geÁcÑ Date lili y Time 70. m
Test Conducted by: (4WW/ Jyp1
Others Present: /(kr/ & MASUL

Well: /Vlow-/- Fe&«/ II+1-lá Field: (V\evu;MMYSu ,

Well Location: NW/VW Sec, er, 76ts, 12/6/5 API No: 6/3 -di3-3d Œ

Tj_me Casing Pressure

0 min /65Ú psig
5 (07f psig

10 /020 psig
15 jf)g psig
20 IUM psig
25 /ÛÎ psig
30 min /OÊÔ psig
35 ((gO psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / psig

Result: Fail

Signature of Witness:
Signature of Person Condu



RECEIVED: Apr. 08, 2016

Sundry Number: 71000 API Well Number: 43013316180000Sundry Number: 7 AW r5 616180000
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